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		    ||||||||| ||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||| ||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||| |||||| |                                      |||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||   9 - function remote controller   12 - 07 - 0006                                                                                                                                                  pt0 095 - 1            07/0 6 /2012   1       pt8a 990a/991 a     features   ?   the  pt8a99 0a   works  as  the  encoder  and  the  pt8a99 1 ap works as the decoder   ?   9   output pins,  5   for forward, backward, left ,  right    and  turbo  functions, and  4   functional keys             ?   operation power supply: 3.0v to 5.5v   ?   auto power - off     if no key press ed (pt8a99 0 a)   ?   low operating current   ?   on - chip oscillator with an external resistor   ?   on - chip receiving amplifiers   ?   few external components needed    description     the  pt8a992a/993a  is  a  pair  of  cmos  lsis  designed for remote controlled toy car application. they  hav e  9   control  keys  for  controlling  the  corresponding  motion  (i.e.  forward,  backward,  left,  right  turbo  and  4  other  functional  keys )  of  the  remote  controlled  car.   they  also  have  forward(backward)  and  turbo  combination application       pin configuration     pt8a9 90 a 18 - pin dip (top view)                           pt8a99 1 a 2 2 - pin dip(top view) pin description   pin description for  pt8a990 a     pin no   pin name   type   description   1   right   i   the rightward function selected if this pin connected to gnd   2   nc   -   no connection   3   gnd   gnd   ground   4   backward   i   backward function selected if this pin connected to gnd   5   forward   i   forward function selected if this pin connected to gnd   6   turbo   i   turbo function selected if this pin connected to gnd   7   sc   o   output pin of the encoding   signal with carrier freq u ency   8   nc   i   no connection   9   f4   i   function 4 selected if connected to gnd   10   f3   i   function 3 selected if connected to gnd   11   f2   i   function 2 selected if connected to gnd   12   so   o   output pin of the encoding signal without car rier freq u ency   13   vcc   p   power supply   14   pc   o   power control output pin   15   osco   o   oscillator output pin   16   osci   i   oscillator input pin   17   f1   i   function 1 selected if connected to gnd   18   left   i   leftward function selected if this pin connected to gnd    top view 1 2 3 4 5 6 7 8 9 18 17 16 15 14 13 12 11 10 right nc gnd backward forward turbo sc nc f4 left f1 osci osco pc v cc so f2 f3 1 2 3 4 5 6 7 8 9 10 11 22 21 20 19 18 17 16 15 14 13 12 vo2 gnd si osci osco f1 right f2 left pc on/off vi2 vo1 vi1 v cc turbo forward backward lrtd vt f4 f3 PT8A990Ap 18-pin pdip pt8a991ap 22-pin pdip

   ||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||| |||||||||||||||||||||||||||||                                      ||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||| ||||||||||||||||||||||||||||||||||||||||||||||||   12 - 07 - 0006                                                                                                                                                  pt0 095 - 1            07/0 6 /2012   2       pt8a 99 0 a/99 1 a     9 - function remote  controller   pin description for  pt8a9 93 a     pin no   pin name   type   description   1, 2 1   vo1, vo2   o   output pins of inverter 1 and 2 for signal amplifier   2   gnd   gnd   ground   3   si   i   input pin for encoded signal   4   osci   i   oscillator input pin   5   osco   o   oscillator output pin   6   f 1   o   f1 function output pin   7   right   o   rightward output pin   8   f2   o   f2 function output pin   9   left   o   leftward output pin   10   pc   o   power control pin   11   on/off   i   on/off pin   12   f3   o   f3 function output pin   13   f4   o   f4 function output pin   14   vt   i   auto shut of f input pin: if the voltage on this pin keeps higher than 0.095v cc for 3 seconds, all  outputs will be shut off automatically.   15   lrtd   i   left/right turbo disable pin   16   backward   o   backward output pin   17   forward   o   forward output pin   18   turbo   o   turbo outpu t pin   19   vcc   p   power supply   20 , 22   vi1, vi2   i   input pins of invertors 1 and 2 for signal amplifier     block diagram   block diagram for pt8a99 0 a              latch circuit logic control oscillator timing generator mux counters osci osco f 0 f 0 /2 sc so pc forward backward left right turbo f1 f2 f3 f4

   ||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||| |||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||                                     ||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||| ||||||||| |||||||||||||||||||||||||||||||||||||||   12 - 07 - 0006                                                                                                                                                  pt0 095 - 1            07/0 6 /2012   3       pt8a 992a/993a     10 - function remote  controller   maximum ratings     storage temperature   ................................ ................................ ..........................   - 25 o c to +85 o c   ambient temperature with power applied   ................................ .....................   0 o c to +70 o c   supply voltage to ground potential (inputs & v cc   only)   .............................   - 0.5 to +5.5v   supply voltage to ground potential (outputs & d/o only)   .......................   - 0.5 to +5.5v   dc input voltage   ................................ ................................ ................................ ...   - 0.5 to +5.5v   dc output current    ................................ ................................ ................................ ............ 20ma    power dissipation    ................................ ................................ ................................ ..........   500mw       recommended operation conditions     sym   description   min   typ   max   unit   vcc   supply voltage   3   4   5   v   v ih   input high voltage   0.7vcc   4   -   v   v il   input low voltage   -   0   0.3vcc   v   f osc   oscillator   frequency   109   128   146   k hz   t a   operation temperature   0   -   70   ?     dc electrical characteristics   pt8a99 0 a  ( unless otherwise noted ,  v cc   =  4.0 v, t a  =  0 ~  70 oc)   sym   description   test conditions   min   typ   max   unit   i st b   stand by current   t a  = 70oc, off state   -   -   2   ?    cc   supply  current   output unload   -   -   300   ?    oh   output high current  
 -   pc and so pins   v oh =3.5v,  t a  =  25 oc   - 1   - 2   -   ma   output high current  -   sc pin   - 3   - 4   -   ma ?             ?  ?  ol   output low current  -   pc and so pins   v o l =0.5v,  t a  =  25 oc   1   4   -   ma ?                           ?  ?  ih   input high current  -   forward, backward, left, right, f1, f2,  f3, f4,  turbo ,  nc,  osci pins   v cc =5.5v, v i h =v cc ,   t a  =  25 oc   -   -   10   ?  ?  il   input high current  -   forward, backward, left, right, f1, f2,  f3, f4,  turbo ,  nc  pins   v cc =5.5v , v il =0v,   t a  =  25 oc   - 10   - 25   - 100   ?  ?              ?  ?                 note:   stresses greater than those listed under maximum   ratings may cause permanent damage to the   device. this is a stress rating only and functional   operation of the device at these or any other condi - tions above those indicated in the operational sec - tions of this specification is not implied. exposure   to absolute maximum rating conditions for extended  periods may affect reliability.  

   ||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||| |||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||                                     ||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||| ||||||||| |||||||||||||||||||||||||||||||||||||||   12 - 07 - 0006                                                                                                                                                  pt0 095 - 1            07/0 6 /2012   4       pt8a 992a/993a     10 - function remote  controller   pt8a991 a  ( unless otherwise noted ,  v cc   =  4.0 v, t a  =  0 ~  70 oc)   sym   description   test conditions   min   typ   max   unit   i stb   stand by current   t a  = 70oc, off state   -   -   2 0   ?    cc   supply current   output unload   -   -   700   ?    oh   output high current  -   vo1, vo2 and osco   pins   v oh =3.5v,  t a  =  25 oc   - 300   -   -   ?                 ?  C                  ?               ?  ol   output low current  -   vo1, vo2 and osco pins   v o l =0.5v,  t a  =  25 oc   150   -   -   ?  ?             ?  C             ?             ?  ih   input high current  -   vt   pins   v i =v cc ,   t a  =  25 oc   20   30   100   ?  ?               ?  ?  il   input   low current  -   si, vi1, vi2, vt   and osci pins   v i =0v,   t a  =  25 oc   -   -   - 10   ?  ?                   ?  ?                   ac electrical characteristics     pt8a992a  ( unless otherwise noted ,  v cc   =  4.0 , t a  =  0 ~  70 oc)   sym   description   test c onditions   min   typ   max   unit   f osc (note)   oscillator frequency   r f =180 k?,   a  =  25 oc   109   128   146   k hz   t fun   period function code   f osc   =128khz,  t a  =  25 oc   1.7   2   2.3   ms   f osc   carrier frequency   f osc   =128khz,  t a  =  25 oc   -   64   -   khz     pt8a993a  ( unless otherwise noted ,  v cc   =  4.0 , t a  =  0 ~  70 oc)   sym   description   test conditions   min   typ   m ax   unit   f osc (note)   oscillator frequency   r f =180k?,   a  =  25 oc   109   128   146   k hz   t fun   period function code   f osc   =128khz,  t a  =  25 oc   1.7   2   2.3   ms     note:  the frequency of standard samples is tested on standard testing - board.            

   ||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||| |||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||                                     ||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||| ||||||||| |||||||||||||||||||||||||||||||||||||||   12 - 07 - 0006                                                                                                                                                  pt0 095 - 1            07/0 6 /2012   5       pt8a 992a/993a     10 - function remote  controller   block diagram for pt8a99 1 a                                                        latch circuit oscillator timing generator osci osco on/off pc right left backward forward turbo f1 f2 f3 f4 counter pla decoding circuit vt detector amp vt vi1 vo2 vo1 si vi2 lrtd

   ||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||| |||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||                                     ||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||| ||||||||| |||||||||||||||||||||||||||||||||||||||   12 - 07 - 0006                                                                                                                                                  pt0 095 - 1            07/0 6 /2012   6       pt8a 992a/993a     10 - function remote  controller   typical application circuit   typical application ci rcuit for pt8a990 a                  9v l1 22u l2 22u l3 q2 9014h q1 9014h crystal 27m c2 0.1u c3 47p c4 47p c6 47p c7 0.02u c8 47p c1 47u/16v a r2 180k r3 120k r4 100 r5 6.8k r6 33k r7 100 c10 10p c9 100p c5 0.02u d2 4.3v d1 1n4148 r11 1k r8 2.2m r10 3.9k r9 330 right 1 2 gnd 3 backward 4 forward 5 turbo 6 sc 7 nc 8 f4 9 left 18 f1 17 osci 16 osco 15 pc 14 f3 10 vcc 13 so 12 f2 11 PT8A990A nc

   ||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||| |||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||                                     ||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||| ||||||||| |||||||||||||||||||||||||||||||||||||||   12 - 07 - 0006                                                                                                                                                  pt0 095 - 1            07/0 6 /2012   7       pt8a 992a/993a     10 - function remote  controller   typical   application circuit for pt8a991 a        q6 9013 q5 9013 c13 .1u a1 c1 10 q1 9014 c2 68 l1 6.8 c3 332 c4 4.7u c5 473 c6 47 c14 30 c15 1000 c9 10u c10 .01u q8 882 q7 772 q9 772 q10 882 c12 470 c11 .1u l2 r1 1k r2 100k r3 3.9k r11 180 r4 2.2k r5 2.2m m1 motor1 b1 12v r6 2.2k r7 2.2m r8 2.2k r9 r15 1k r17 100 r19 330 r18 100 r20 330 r16 1k q13 9013 q12 9013 q15 8050 q14 8550 q16 8550 q17 8050 m2 motor2 r21 1k r23 100 r25 330 r24 100 r26 330 r22 1k rs s1 d1 1n4148 r25 10/1w r30 3.6k z5.1v c16 1000u r31 220 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21 22 pt8a991ap 180k f3 f4 vt1 lrtd/vt2 backward forward turbo vcc vi1 vo1 vi2 vo2 gnd si osci osco f1 right f2 left pc on/off

   ||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||| |||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||                                     ||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||| ||||||||| |||||||||||||||||||||||||||||||||||||||   12 - 07 - 0006                                                                                                                                                  pt0 095 - 1            07/0 6 /2012   8       pt8a 992a/993a     10 - function remote  controller   mechanical information   dip - 18                                                        symbol min max a 3.71 4.31 a1 0.51 a2 3.20 3.60 b 0.38 0.57 b1 c 0.20 0.36 d 22.64 23.04 e 6.20 6.60 e1 7.32 7.92 e l 3.00 3.60 e2 8.40 9.00   pkg.   dimensions(mm) 1.52 bsc 2.54 bsc note: 1 ) controlling dimensions in millimeters. 2 ) ref : jedec ms - 001 d/bb

   ||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||| |||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||                                     ||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||| ||||||||| |||||||||||||||||||||||||||||||||||||||   12 - 07 - 0006                                                                                                                                                  pt0 095 - 1            07/0 6 /2012   9       pt8a 992a/993a     10 - function remote  controller   dip - 22     ordering information     part no.   package code   package   pt8a990 ape   p   lead free dip - 1 8   pt8a991 ape   p   lead free dip - 2 2   note:    ?   e =  pb - free .   ?   adding  x  suffix = tape /r eel                             pericom semiconductor corporation  ?   1 - 800 - 435 - 2336  ?   www.pericom.com   pericom technolog y incorporation reserves the right to make changes to its products or specifications at any time, without notice, in order to   improve design or  performance and to supply the best possible product. pericom technology does not assume any responsibility for u se of any circuitry described other than the  circuitry embodied in pericom technology product. the company makes no representations that circuitry described herein is fre e from patent infringement or other  rights, of pericom.  
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