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		  Datasheet File OCR Text:


		  ses sot23series    esd protector                                                    1                                               www.goodark.com     bidirectional esd protection arra y     se s x xx t2 3 - 3                         rohs   description                                                                        the ses xxx t23-3 series are bi-directional transient voltage suppressor  arrays that designed to protect co mponents which are connected to data  and transmission lines against electrostatic discharge(esd), electrical fast  transients(eft), and lightning.  all pins are rated to withstand 20kv esd pulses using the iec 61000-4-2  contact discharge method, which can  meet the requirement of level 4,  ?human body model? for air and contact discharge.  feature                                                                           ?   500 watts peak pulse power (tp=8/20  s)  ?   low clamping voltage  ?   protects one bidirectional or two unidirectional lines  ?   working voltages: 3v, 5v, 8v, 12v, 15v  ?   esd protection > 40 kilovolts  ?   complies with  61000-4-2(esd):air-15kv, contact-8kv  61000-4-4(eft):40a-5/50ns  61000-4-5(surge):24a, 8/20 ? s  a pplications                                                                        ?   cellular handsets and accessories  ?   portable electronics  ?   control & monitoring systems  ?   servers, notebooks, and desktop pcs  ?   set-top box  ?   communication systems  electrical characteristics                                                          symbol    parameter    v rm    stand-off voltage   v br    breakdown voltage   v cl    clamping voltage   i r    leakage current   i pp     peak pulse current     t    voltage temperature coefficient    c j    capacitance   r d    dynamic resistance   v f     forward voltage drop     

 ses sot23series    esd protector                                                    2                                               www.goodark.com     bidirectional esd protection arra y             se s x xx t2 3 - 3                 rohs   absolute maximum rating                                                              electrical characteristics @25  (unless otherwise specifi ed)                                                                   rating symbol value units  peak pulse power (t p =8/20   )  p pp  500  watts  operating temperature  t j   -55 to +150    storage temperature  t stg   -55 to +150    device   v rwm     i r    @ v rwm   breakdown voltage@  1ma  c j   v c    v br  volts  (note 2.)       pf  v c @  i pp =1a   v c @  i pp =5a   volts   ua min  max max volts volts   ses4vt23-3 4  20.0  5.0  6.2  300  8.5 10.5  SES5VT23-3 5  20.0  6.0  7.4  220  9.8 12.5  ses8vt23-3 8 5.0 8.5 9.9 190 13.4 15.0  ses12vt23-3 12  1.0  13. 3 14.7 150 19.0 28.0  ses15vt23-3 15  1.0  16. 7 18.1 100 24.0 39.0 

 ses sot23series    esd protector                                                    3                                               www.goodark.com     bidirectional esd protection arra y           se s x xx t2 3 - 3                    rohs   typical characteristics                                                                                              

 ses sot23series    esd protector                                                    4                                               www.goodark.com     bidirectional esd protection arra y           se s x xx t2 3 - 3                    rohs   product dimension and pad size                                                          revision history                                                                    revision date   changes  1.0 2008-7-3  -   
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