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		  Datasheet File OCR Text:


		  tp15db   s eries     www.gztoppower.com                    tel:0086-20-8 2019000               email:sales2@gztoppower.com            page1 / 2   description      the rated output power of tp15db converters is 15w, the outline dimensions is "25.4*25.4*11.2",    2:1 and 4:1 wide input voltage range,the voltage ra nge is 18v-36v,36v-75v ,9v-36v . the accuracy of  the converter can reach 1%,it can be widely used i n telecommunications,railway transportation,  instrument and etc.     15 1515 15w ww w      1.5kvdc 1.5kvdc 1.5kvdc 1.5kvdc  wide voltage input dc/dc converters             all specifications typical at ta=25c, nominal inpu t voltage and rated output current unless otherwise  specified  output characteristics     parameter   conditions   min   typ   max   units   voltage accuracy         1  %   voltage regulation        10  v0    %   adjustment rate        0.2  %   load effect        0.5  %   dynamic response  50~75 % load    4%vo  overshoot    %   dynamic response    50~25 % load    400s  recovery time    %   temperature drift coefficient      0.02    %/      features   15w  output power   long-term short-circuit protection,  auto recovery   high switching frequency , high output density   metal shell package   with remote control and output adjustment function  rohs compliant   selection guide        part number   input voltage   output   efficiency  (typ)  %   ripple and noise  mv    voltage   vdc)  voltage  vdc)   current  a    rated   range values   tp15db24s03  24(2:1)   18-36  3.3  4.5  85  60  tp15db24s05  24(2:1)   18-36  5  3.0  86  60  tp15db24s24  24(2:1)   18-36  24  0.6  87  240  TP15DB48S15  48(2:1)   36-75  15  1.0  87  150  tp15db24s05w   24(4:1)   9-36   5  3.0  86  60  tp15db24s12w   24(4:1)   9-36   12  1.25  87  120  tp15db24s15w   24(4:1)   9-36   15  1.0  87  150  input characteristics   parameter   conditions   min   typ   max   units   input voltage     18  24  36  vdc  input voltage     9  24  36  vdc  input voltage     36  48  75  vdc  remote control   cnt side plus level, the reference voltage is -vin  high frequency electric or   floating , low level or ground power supply work,    output power was turned off  general characteristics   parameter   conditions  min  typ  max  units  isolation voltage  input-ouput    1500    vdc  isolation voltage  input - shell    1500    vdc  isolation voltage  output nput - shell    500    vdc  insulation resistance  500vdc    100    m    switching frequency      450    khz  environment temperature    -25    +95     working temperature    -25    +55     storage temperature    -40    +105     relative humidity     10    90  %  

 tp15db   s eries     www.gztoppower.com                    tel:0086-20-8 2019000               email:sales2@gztoppower.com            page2 / 2      mechanical dimensions  pin connection    dip       package package package package              pin   single output   1   +vin   2   -vin   3   cnt   4   +v0   5   trimt   6  gnd     model selection       protection characteristics   parameter   conditions   output over-current protection   auto recovery   output short -circuit protection   auto recovery   notes   1    the maximum temperature can not exceed the specifi ed value while product work.  2    the highest working environment temperature of pro duct is variable, the cooling conditions and the ac tual use of power changes will affect the product's   maximum working temperature.  3   this series of high power density products, more he at dissipation, cooling area is limited; in high te mperature environment & full-load, it is recommende d to  use auxiliary cooling measures (plus radiator, past e the metal box wall, etc.) to ensure that the temp erature of the product substrate does not exceed th e  specified value.   units: mm  tolerance:0.2mm  tp   15     d  b   24   s  05    w   w:4:1 wide voltage input range  output voltage  s: single output    input rated voltage  package type  dc-dc  output rated power    brand name  25.40 25.40 10.16 10.16 2.54 10.16 5.08 2.54 20.32 11.20 >4.00 1.00 1.20 12 4 5 6 ? 3
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