

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						PA21A			12TRPBF			SMAZ10			KIA7723			IL388			1202B			C404450A			KIA7723			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				NCS2-IQM201 Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  dual ports 40g qsfp nic module with  intel ?  xl710 ethernet controller  40 times faster by  high-performance 40 gbe   the NCS2-IQM201 40 gbe nic  module provides two qsfp con - nectors which can connect 40g  qsfp fiber gigabit ethernet. intel ?  xl710 40 gbe controller the new intel? xl710 ethernet  controller series aims to extend  virtualization capabilities and trav - els in pcie gen 3.0 x 8 connector  for optimized hardware accelera - tion. two qsfp 40 gbe ports this nic module offers the ex - pansion of 2 qsfp 40gbe lan  ports (using intel xl710) to work  with fiber cabling, theoretical  maximum of 80 gbps bi-direc - tional throughput (40 gbps in;40  gbps out). features pcie gen 3.0 x 8 gold finger intel ethernet controller  xl710 with heatsink 2 x 40gbe qsfp ports NCS2-IQM201 NCS2-IQM201 is a 2-port 40g nic module with qsfp fiber connec - tor. the nic module can be installed onto fw-8896 network appli - ance to expand the network connectivity to 2 x 40gbe transmission  capability.  overview

 connect@lannerinc.com  | www.lannerinc.com dimensions 196.1 x 77.2 x 39 mm pci express tm  3.0    x 8 NCS2-IQM201 comes with pci ex - press gen 3 x8 gold fingers. it can  be inserted into pcie 3.0 x 8 nic  module slot of lanner network  appliances but also backward  compatible with pcie gen 2.1. the  maximum interface transfer rate of  pcie gen 3 can reach up to 8 gt/s  bit rate.

 preliminary   specifications pcb iqm201 chipset intel xl710  interface 1 x pcie gen 3.0 x 8 gold finger connector 2 x qsfp 40g ports switch n/a temperature operating 0 ~ 40oc  storage -40~70oc cooling locking mechanism type heatsink humidity 5%~90% rh, non-condensing physical dimemsions pcb: 194 x 75 mm pcb layer 8 layers certifcations ce class a, fcc class a

 connect@lannerinc.com  | www.lannerinc.com ordering information NCS2-IQM201a 2 x 40 gbe qsfp ports nic module with intel xl710 compatible lanner fw network appliances slim module fw-8771 fw-8877 fw-8896 NCS2-IQM201 yes yes yes 1.0.0
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