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		  Datasheet File OCR Text:


		  a1 revisions 0 plc 1 plc 2 plc 3 plc 4 plc angles of scale sheet rev name size cage code drawing no dimensions: tolerances unless otherwise specified: dwn chk apvd material finish product spec application spec weight p ltr date apvd dwn description loc dist 5 6 7 8 3 4 2 1 d b a a b c c d all rights reserved. released for publication c copyright this drawing is unpublished. 4805 (3/11) restricted to this drawing is a controlled document. te connectivity 0.98 +0.25 -0.50 1.98 0.15 2.48 0.15 -y- 2.60 0.10 2.60 0.10 2.20 0.10 2.70 0.10 40 plc 0.80 0.08 1 2 3 4 5 6 7 8 9 10 d per eco-12-012349 16apr13 bl ac customer drawing 796068 k.foltz 07nov97 j.swank 10nov97 j.swank 10nov97 5:1 1 1 d 108-1548 - - - - mm - - 0.10 - - - gp 00 receptacle assembly, vertical, 40 position, press fit, champ  blindmate .050 series i - 20 - - 20 00779 by - 34.11 17.055 0.635 2 plc 0.32 2 plc 2.90 0.25 43.60 0.30 29.67 0.13 -a- -b- typ 0.952 2.20 0.10 2.70 0.10 9.85 2 plc 11.50 7.00 typ 3.43 0.25  typ 0.32 2 plc 2.88 1.90 0.05 5.60 0.35 min typ 1.905 typ 1.27  typ 0.30 34.11 4.99 typ 1.27 typ 0.952 typ 1.905 2.60 0.10 part number contact finish retention leg finish 796068 -1 796068-3 tm  housing: lcp, ul 94v-0 rated, black.     contacts: phosphor bronze.     retention leg: brass.  0.76m gold for a length of 1.20 min starting 0.50 max from mating  end, 1.27m-3.81m     tin-lead for a length of 3.43 min from opposite end, both over 1.27m min  nickel.  recommended drilled hole size before plating is n0.87 to n0.93.  position tolerance applies at contact tip only.  dimension applies to contact positions 21, 22, 23, 26, 29, 32, and 35 thru 40.  dimension applies to contact positions 1 thru 20, 24, 25, 27, 28, 30, 31, 33,  and 34.  3.81m min tin-lead over 1.27m min nickel.  recommended pc board thickness is 2.36 to 3.81.  0.76m gold for a length of 1.20 min starting 0.50 max from mating } end, 1.27m-3.81m     matte tin for a length of 3.43 min from opposite end, both over 1.27m min  nickel.  3.81m min halt tin over 1.27m min nickel. see table obsolete mating face housing retention leg 2 plc contact typ date code see detail   d posn 20 posn 40 posn 1 posn 21 detail   d scale   10:1 section   e-e scale   10:1 section   c-c recommended pc board mounting dimensions component side scale   4:1 posn 40 posn 20 posn 1 posn 21 1 2 7 9 10 4 4 4 5 6 3 8
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