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		  Datasheet File OCR Text:


		  http://www.ddknet.co.jp  speci?cations and/or dimensions in this catalog are subject to change without notice.  your checking the latest speci?cations  with our drawings would be highly appreciated. web  series  is  a  waterproof  connector  which  meets  class  ip67 protection against water and dust when mated.   the  insert  arrangements  for  this  series  are  the  same  as  those  of  our  jm  series  connectors  with  the  threaded  coupling design.  web  series  has  a  bayonet  coupling  design  to  be  suitable  for applications requiring quick positive coupling. web series waterproof circular connectors  for solder terminations meeting ip67 rohs compliant rohs compliant item material/finish insert synthetic resin / blue contact copper alloy / silver plating or gold plating shell zinc alloy / zinc plating, trivalent chromium treatment(black) cable clamp aluminum alloy / zinc plating, trivalent chromium treatment(black) bushing synthetic rubber / black protection cap synthetic rubber / black,  aluminum alloy / zinc plating, trivalent chromium treatment(black) zinc alloy / zinc plating, trivalent chromium treatment(black) contact size #20 contact #16 contact male contact diameter 1.0mm 1.6mm rated voltage 250v ac(r.m.s.) or 350v dc rated current 5a  contact 10a  contact applicable  cable conductor diameter 1.0mm max. 1.5mm max. nominal sectional area 0.5mm 2  max. 1.25mm 2  max. reference wire size awg #20 max. awg #16 max. operating temperature       25 to  85 insulation resistance      1,000m (min.) at 500v dc. dielectric withstanding voltage      1,000v ac(r.m.s.) at 1 minute. contact resistance      5m  max. waterproof rating      ip67 (mated condition) vibration      amplitude : 10-55h /  1.5mm shock      acceleration 50g. durability      500  cycles humidity(stable condition)      40 , 90-95% , 96 hours heat cycle       40  to  100 , 5 cycles salt spray      5% , 35 , 48hours 121105 wa t e r p r o o f   ip67 lock type bayonet  1. bayonet coupling this series has a bayonet coupling design.  the click sound after rotating the coupling ring gives you the indication  of full coupling. 2. 5 keys to prevent mismating the shell has ?ve keys.  alternate insert positions eliminate the connector mismating if more than one connector  with the same size and arrangement is to be used in a system.  the insulator is permanently positioned in the shell  so that only a connector with the same degree of rotation can be mated with it. 3. quick and easy termination the contacts are preloaded in the connector.  the solder cups are oriented in one direction to simplify termination. 4. ul ul approved : file no e72124 safety  standard ul outline feature specifications material / finish note: awg wire sizes for reference only.

 http://www.ddknet.co.jp web series 2  speci?cations and/or dimensions in this catalog are subject to change without notice.  your checking the latest speci?cations  with our drawings would be highly appreciated.  insert arrangement list  number of contacts 3 4 5 7 shell size 13 21 13 16 21 insert arrnagement insert no. 1303 2104 1305 1607 2107  1  2  3 xyz 13 3 30 b 60 180 5 45 90 315 16 7 30 135 10 45 90 315 21 4 30 135 7 30 135 10 45 90 315 16 45 90 315 19 45 90 315 25 16 45 90 315 24 45 90 315 28 45 90 315 32 45 90 315 number of contacts 24 28 32 shell size 25 25 25 insert arrnagement insert no. 2524 2528 2532 ???  1.0mm contact (#20 contact)  ???  1.6mm contact   (#16 contact)    note : front view of pin insert or rear view of socket insert             normal key position illustrated. shell  size number of             contacts change angle z y x - 6 0 1 0 0 1  3 z y x  1  2 12 3 4567 8910 master key alternate position mark pin contact  alternate insert positions 1 3 2 1 3 4 2 4 1 3 5 2 4 12 3 567 8 9 14 15 16 10 11 12 13 4 1 35 6 7 2 4 123 567 8 9 14 15 16 10 11 12 13 1 3 4 67 5 2 12 3 4 56 7 8 9 10 11 12 14 15 16 13 18 19 17 4 1 567 2 3 8910 a bc d 14 23 21 24 22 23 10 11 14 15 12 13 58 9 67 16 19 20 18 17 14 21 24 589 10 11 14 15 16 19 20 23 22 23 67 12 13 18 17 4 1 567 23 8910 1 4 2 31 32 3 21 24 25 22 23 10 11 14 15 12 13 5 8 9 67 27 26 28 29 30 16 19 20 18 17 number of contacts 10 16 19 shell size 16 21 21 25 21 insert arrnagement insert no. 1610 2110 2116 2516 2119 front view of pin insert or  rear view of socket insert aiternate           insert                  position

 unitmm http://www.ddknet.co.jp web series 3  speci?cations and/or dimensions in this catalog are subject to change without notice.  your checking the latest speci?cations  with our drawings would be highly appreciated.  websp (straight plug) shell  size number  of  contacts part number a(max.) b(max.) c d e j applicable cable  size 13 3 websp1303-1-d 73 90 27.2 9.0 25.5 19.0 7.0  9.0 5 websp1305-1-d 16 7 websp1607-2-d 29.4 10.5 29.5 22.2 8.0  10.5 10 websp1610-2-d 21 4 websp2104-1-d 31.8 14.1 33.5 26.7 10.5  14.1 4 websp2104-2-d 11.0 8.5  11.0 4 websp2104-3-d 8.7 6.5  8.7 7 websp2107-1-d 14.1 10.5  14.1 7 websp2107-2-d 11.0 8.5  11.0 7 websp2107-3-d 8.7 6.5  8.7 10 websp2110-1-d 14.1 10.5  14.1 10 websp2110-2-d 11.0 8.5  11.0 10 websp2110-3-d 8.7 6.5  8.7 16 websp2116-1-d 14.1 10.5  14.1 16 websp2116-2-d 11.0 8.5  11.0 16 websp2116-3-d 8.7 6.5  8.7 19 websp2119-1-d 14.1 10.5  14.1 19 websp2119-2-d 11.0 8.5  11.0 19 websp2119-3-d 8.7 6.5  8.7 25 16 websp2516-1-d 37.0 16.0 37.4 30.0 12.5  16.0 16 websp2516-2-d 13.0 9.5  13.0 16 websp2516-3-d 10.0 6.8  10.0 16 websp2516-7-d 17.0 15.0  17.0 24 websp2524-1-d 16.0 12.5  16.0 24 websp2524-2-d 13.0 9.5  13.0 24 websp2524-3-d 10.0 6.8  10.0 24 websp2524-7-d 17.0 15.0  17.0 28 websp2528-1-d 16.0 12.5  16.0 28 websp2528-2-d 13.0 9.5  13.0 28 websp2528-3-d 10.0 6.8  10.0 28 websp2528-7-d 17.0 15.0  17.0 32 websp2532-1-d 16.0 12.5  16.0 32 websp2532-2-d 13.0 9.5  13.0 32 websp2532-3-d 10.0 6.8  10.0 32 websp2532-7-d 17.0 15.0  17.0 e b a d c 1 3 47 8 12 13 16 17 19     j  width of two gripping       sufaces for wrench (inner dimension of bushing) websp2524m  g   -1-d  connector style spstraight plug  shell size 13, 16, 21 and 25  number of contacts 03, 04, 05, 07, 10, 16, 19, 24, 28 and 32  contact style m : male contact(pin)  f : female contact(socket)   alternate insert        position omit :   standard position x, y, z : alternate insert position  contact plating omit : silver plating (standard)     g :  gold plating   bushing size  refer to the following table  finish dtrivalent chromium treatment(black) ???????

 unitmm http://www.ddknet.co.jp web series 4  speci?cations and/or dimensions in this catalog are subject to change without notice.  your checking the latest speci?cations  with our drawings would be highly appreciated.  webwrwall receptacle shell  size number  of  contacts part number a(max.) b(max.) c d e f g j applicable cable  size 13 3 webwr1303  -1-d 73 90 27.2 9.0 18 20 26 19.0 7.0  9.0 5 webwr1305  -1-d 16 7 webwr1607  -2-d 29.5 10.5 22 23 29 22.2 8.0  10.5 10 webwr1610  -2-d 21 4 webwr2104  -1-d 31.8 14.1 26 26 32 26.7 10.5  14.1 4 webwr2104  -2-d 11.0 8.5  11.0 4 webwr2104  -3-d 8.7 6.5  8.7 7 webwr2107  -1-d 14.1 10.5  14.1 7 webwr2107  -2-d 11.0 8.5  11.0 7 webwr2107  -3-d 8.7 6.5  8.7 10 webwr2110  -1-d 14.1 10.5  14.1 10 webwr2110  -2-d 11.0 8.5  11.0 10 webwr2110  -3-d 8.7 6.5  8.7 16 webwr2116  -1-d 14.1 10.5  14.1 16 webwr2116  -2-d 11.0 8.5  11.0 16 webwr2116  -3-d 8.7 6.5  8.7 19 webwr2119  -1-d 14.1 10.5  14.1 19 webwr2119  -2-d 11.0 8.5  11.0 19 webwr2119  -3-d 8.7 6.5  8.7 25 16 webwr2516  -1-d 37.0 16.0 30 29 35 30.0 12.5  16.0 16 webwr2516  -2-d 13.0 9.5  13.0 16 webwr2516  -3-d 10.0 6.8  10.0 16 webwr2516  -7-d 17.0 15.0  17.0 24 webwr2524  -1-d 16.0 12.5  16.0 24 webwr2524  -2-d 13.0 9.5  13.0 24 webwr2524  -3-d 10.0 6.8  10.0 24 webwr2524  -7-d 17.0 15.0  17.0 28 webwr2528  -1-d 16.0 12.5  16.0 28 webwr2528  -2-d 13.0 9.5  13.0 28 webwr2528  -3-d 10.0 6.8  10.0 28 webwr2528  -7-d 17.0 15.0  17.0 32 webwr2532  -1-d 16.0 12.5  16.0 32 webwr2532  -2-d 13.0 9.5  13.0 32 webwr2532  -3-d 10.0 6.8  10.0 32 webwr2532  -7-d 17.0 15.0  17.0 2 10.5 e c d a b                           f g f g 4-3.2 j    width of two gripping       sufaces for wrench (inner dimension of bushing) webwr2524m  gs   -1-d  connector style wr : wall receptacle   shell size 13, 16, 21and 25  number of contacts 03, 04, 05, 07, 10, 16, 19, 24, 28 and 32   contact style m : male contact(pin)  f : female contact(socket)  alternate insert position omit  :  standard position x, y, z : alternate insert position  contact plating omit :  silver plating (standard)     g  :  gold plating  flange gasket omit less gasket      s    with gasketr and wr only  bushing size  refer to the following table  finish dtrivalent chromium treatment (black) ???????

 unitmm http://www.ddknet.co.jp web series 5  speci?cations and/or dimensions in this catalog are subject to change without notice.  your checking the latest speci?cations  with our drawings would be highly appreciated.  webcr  cable receptacle  shell  size  number of    contacts part number a(max.) b(max.) c d e j applicable cable  size 13 3 webcr1303  -1-d 73 90 27.2 9.0 18 19.0 7.0  9.0 5 webcr1305  -1-d 9.0 16 7 webcr1607  -2-d 29.5 10.5 22 22.2 8.0  10.5 10 webcr1610  -2-d 10.5 21 4 webcr2104  -1-d 31.8 14.1 26 26.7 10.5  14.1 4 webcr2104  -2-d 11.0 8.5  11.0 4 webcr2104  -3-d 8.7 6.5  8.7 7 webcr2107  -1-d 14.1 10.5  14.1 7 webcr2107  -2-d 11.0 8.5  11.0 7 webcr2107  -3-d 8.7 6.5  8.7 10 webcr2110  -1-d 14.1 10.5  14.1 10 webcr2110  -2-d 11.0 8.5  11.0 10 webcr2110  -3-d 8.7 6.5  8.7 16 webcr2116  -1-d 14.1 10.5  14.1 16 webcr2116  -2-d 11.0 8.5  11.0 16 webcr2116  -3-d 8.7 6.5  8.7 19 webcr2119  -1-d 14.1 10.5  14.1 19 webcr2119  -2-d 11.0 8.5  11.0 19 webcr2119  -3-d 8.7 6.5  8.7 25 16 webcr2516  -1-d 37.0 16.0 30 30.0 12.5  16.0 16 webcr2516  -2-d 13.0 9.5  13.0 16 webcr2516  -3-d 10.0 6.8  10.0 16 webcr2516  -7-d 17.0 15.0  17.0 24 webcr2524  -1-d 16.0 12.5  16.0 24 webcr2524  -2-d 13.0 9.5  13.0 24 webcr2524  -3-d 10.0 6.8  10.0 24 webcr2524  -7-d 17.0 15.0  17.0 28 webcr2528  -1-d 16.0 12.5  16.0 28 webcr2528  -2-d 13.0 9.5  13.0 28 webcr2528  -3-d 10.0 6.8  10.0 28 webcr2528  -7-d 17.0 15.0  17.0 32 webcr2532  -1-d 16.0 12.5  16.0 32 webcr2532  -2-d 13.0 9.5  13.0 32 webcr2532  -3-d 10.0 6.8  10.0 32 webcr2532  -7-d 17.0 15.0  17.0 c d 12.5 6.7                     a b e j  width of two gripping       sufaces for wrench (inner dimension of bushing) webcr2524m  g   -1-d  connector style cr : cable receptacle  shell size 13, 16, 21 and 25  number of contacts 03, 04, 05, 07, 10, 16, 19, 24, 28 and 32  contact style m : male contact(pin)  f : female contact(socket)  alternate insert position omit :  standard position x, y, z : alternate insert position  contact plating omit : silver plating (standard)      g : gold plating  bushing size refer to the following table  finish dtrivalent chromium treatment (black) ?????  

 unitmm http://www.ddknet.co.jp web series 6  speci?cations and/or dimensions in this catalog are subject to change without notice.  your checking the latest speci?cations  with our drawings would be highly appreciated.  webrbox receptacle shell  size number of  contacts part number  a  b c d v 13 3webr1303 -d 16 18 20 26 m16 5 webr1305  -d 16 18 20 26 m16 16 7 webr1607  -d 20 22 2329 m20 10 webr1610  -d 20 22 2329 m20 21 4 webr2104  -d 24 26 26 32 m24 7 webr2107  -d 24 26 26 32 m24 10 webr2110  -d 24 26 26 32 m24 16 webr2116  -d 24 26 26 32 m24 19 webr2119  -d 24 26 26 32 m24 25 16 webr2516  -d 28 30 29 35 m28 24 webr2524  -d 28 30 29 35 m28 28 webr2528  -d 28 30 29 35 m28 32 webr2532  -d 28 30 29 35 m28 23 a b 2 10.5 5 E 1 3 4 5 10 14  2 6789 11 12 13 15 16    d c d c 4-3.2 complete thread length v thread webr2524m  gs   -d  connector style r : box receptacle  shell size 13, 16, 21 and 25  number of contacts 03, 04, 05, 07, 10, 16, 19, 24, 28 and 32  contact style m : male contact(pin)  f : female contact(socket)  alternate insert position omit :   standard position x, y, z : alternate insert position  contact plating omit : silver plating (standard)      g : gold plating  flange gasket omit less gasket    swith gasketr and wr only  finish dtrivalent chromium treatment (black) ?    ? 

 unitmm http://www.ddknet.co.jp web series 7  speci?cations and/or dimensions in this catalog are subject to change without notice.  your checking the latest speci?cations  with our drawings would be highly appreciated.  webr/webwr panel mounting and cutout dimensions y min. panel cutout for two connectors of same shell size front mounting    m1 min. rear mounting     m2 min.  8-  3.5 0.2 e e shell size mounting hole  pitch front mounting  diameter rear mounting  diameter serial mounting  pitch e  0.2 m1(min.) m2(min.) y(min.) 13 20 17 19 42 16 23 21 23 46 21 26 25 27 50 25 29 29 31 54 notethe panel thickness for the rear mounting is as follows.            connector without gasket : 3 mm max.            connector with gasket : 2 mm max. panel rear of panel front of panel mating face front mounting rear mounting

 unitmm http://www.ddknet.co.jp web series 8  speci?cations and/or dimensions in this catalog are subject to change without notice.  your checking the latest speci?cations  with our drawings would be highly appreciated. 150 a  size 3.2hole b  ltd.  rubber protection cap ebpc  ra-d (plug cap 150 a  size 3.2hole b  ebrc  ra-d (receptacle cap part number a  b ebpc13ra-d 26.5 31.6 ebpc16ra-d 26.5 35.6 ebpc21ra-d 26.5 39.6 ebpc25ra-d 26.5 43.5 part number a  b ebrc13ra-d 9.5 22.0 ebrc16ra-d 9.5 26.0 ebrc21ra-d 9.5 30.0 ebrc25ra-d 9.5 34.0 a 19 130 4.2hole part number a ebpc13-d 24.4 ebpc16-d 28.4 ebpc21-d 32.4 ebpc25-d 36.4 ebpc  -d (plug cap ebrc  -d (receptacle cap part number a ebrc13-d 25.5 ebrc16-d 29.5 ebrc21-d 33.5 ebrc25-d 37.4 a 27 130 4.2 hole ebpc25ra-d ?   cap style pc : plug rc : receptacle  shell size 13,16,21,25  material     -d  : metal   ra-d :  rubber  protection cap  metal protection cap
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