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		  keysight e2688a, N5384A high-speed serial data analysis and    clock recovery software for infiniium oscilloscopes data sheet

 02 | keysight | e2688a, N5384A high-speed serial data analysis and clock recovery software - data sheet the keysight technologies, inc. high- speed serial data analysis (sda) software  provides you with a fast and easy way  to pinpoint signal integrity problems  and validate performance for serial  interface designs. perform mask testing,  characterize serial data streams that  employ embedded clocks, and decode  8b/10b data. sda software enables engineers to verify  compliance to computer, communication,  and data communications standards  such as pci express ? , serial ata, serial  attached scsi (sas), fibre channel, xaui  and gigabit ethernet. the ber contour feature provides data  valid window measurement capability  with components of noise and jitter. this  allows designers such as memory ddr4  and lpddr4 to make jedec compliance  measurements. sda software and the infiniium  oscilloscopes offer several features to  simplify the validation of serial interface  designs: real-time eye display with mask  unfolding the real-time eye display is reconstructed  from all unit intervals in the oscilloscope  memory aligned by the recovered clock.  in this display mode the center screen (or  zero in the time base) corresponds to the  active edge of the recovered clock. each  signal including channels and functions  can be displayed as a real-time eye. with the high-speed sda software, once  you identify a failure of the eye mask, you  can unfold the eye diagram to show the  specific unit interval that caused the    failure. when used with the 8b/10b  decoding feature you can identify data  dependent errors that result in eye  mask violations caused by inter-symbol  interference (isi). figure 1. a real-time eye display is reconstructed from all unit intervals in the memory aligned by a  recovered clock.

 03 | keysight | e2688a, N5384A high-speed serial data analysis and clock recovery software - data sheet 8b/10b decoding when used with the infiniium series  oscilloscopes, you can perform 8b/10b  decoding with the analog view of a  serial data stream. you can use your  oscilloscope to assist you with debugging  during the link bring-up phase of  development. in addition you can use  the 8b/10b decode feature to help solve  disparity error problems or bit error rate  performance problems resulting from isi. figure 3. the ber contour is computed statistically from jitter and noise components. figure 2. the 8b/10b decoded symbol information below the appropriate portion of a pci express  signal.  ber contour analysis and  measurement setup you can perform ber contour analysis  to make accurate data valid window  measurements. the ber contour is  computed statistically from jitter and  noise components of the signal. the timing  parameters specific to the ber contour  in accordance to the ddr4 and lpddr4  jedec specification are timing data input  valid window (tdivw) and voltage data  input valid window (vdivw).

 04 | keysight | e2688a, N5384A high-speed serial data analysis and clock recovery software - data sheet mask testing when used with the keysight infiniium  oscilloscopes, masks are provided for the  following standards:   C pci express (2.5 gb/s)   C fibre channel electrical (1.0625, 2.125  and 4.25 gb/s)   C serial ata   C serial attached scsi (sas)   C xaui   C flexray when performing a mask test, the  high-speed sda software indicates the  number of waveforms (acquisitions) and  unit intervals tested, and the number  waveforms and unit intervals that failed.  this information helps determine your level  of confidence in meeting a given target bit  error ratio. figure 5. an example of a mask test on a failing serial ata signal. the information below the mask  screen helps you determine the level of confidence in meeting your desired bit error rate. figure 4. an example of leading a mask through sda software. 

 05 | keysight | e2688a, N5384A high-speed serial data analysis and clock recovery software - data sheet easy measurement setup the high-speed sda software extends  the ease-of-use advantages of keysights  infiniium oscilloscopes to the analysis of  serial data. a wizard walks you quickly  through the steps required to setup and  perform a measurement. intuitive displays  and clear labeling of information make it  easy to comprehend measurement results. sda provides a real-time eye menu. the  menu is located in the display menu under  color grade view. use this menu to change  scaling, look only at worst case edges, and  decide which bits you want to include in  your real-time eye. one-click real-time eye sda provides the ability to right-click on  a waveform and quickly create a real-time  eye. figure 8. real-time eyes can be created by a single click of the mouse. figure 7. next, the setup wizard asks you to enter a nominal data rate and a loop bandwidth. figure 6. to set up a measurement, the wizard asks you to identify the signal source and select the  clock recovery algorithm.

 06 | keysight | e2688a, N5384A high-speed serial data analysis and clock recovery software - data sheet serial data trigger and search powerful software triggering is available  for use on infiniium oscilloscopes when  combined with the 8b/10b data decoding  function (that continuously scans for  the occurrence of up to 4 consecutive  symbols). setup the trigger based on symbols;  specific to a given standard. invalid codes  or hex values. solve data dependent  problems fast by using your oscilloscope  to monitor serial traffic and capture  error conditions. unlike any other tool,  you can now combine logical errors with  the analog signal view of the serial data  stream at the time of the error occurrence. flexible clock recovery you can choose constant-frequency, first- order phase-locked loop (pll), or second- order pll clock recovery. you can adjust  the center frequency and bandwidth,  and in the case of second-order pll,  the damping factor. for pci express, the  clock recovery algorithm specified by the  pci-sig ?  is provided. a specific clock  recovery algorithm is also available for  sata, hdmi, mhl, displayport, usb, pci  express, cei, fibre channel, flexray, and  mipi ?  technologies. when you choose  pll clock recovery, the clock recovery  algorithm requires some time at the start  of each record to lock to the data. this  interval cannot be viewed or analyzed.  the serial data wizard will indicate the  required time period for the clock recovery  algorithm to lock. figure 9. configuring a serial data trigger in the 8b/10b protocol. figure 11. second-order pll selections. figure 10. first-order pll selections. the first-order pll  selection emulates a  first-order pll you enter the nominal  data rate and loop  bandwidth for the  clock recovery pll when you select second-order pll,  you can enter a damping factor  in addition to nominal data rate  and loop bandwidth. you can also  choose between ojtf and jtf

 07 | keysight | e2688a, N5384A high-speed serial data analysis and clock recovery software - data sheet clock display mode you can view the data signal superimposed  with the recovered clock. this provides a  display of the measured data relative to  the active edge of the recovered clock. external clock you can choose to use an external clock as  your clock reference by applying the signal  to any of the oscilloscope channels. this  allows you to provide your own explicit  clock that can be then used for jitter  analysis and to generate eye diagrams. figure 13. sda lets you look at many real-time eyes at once. figure 12. the display shows a data signal superimposed with a recovered clock. deep memory for deeper insight at a sampling rate of 20 - gsa/s and an  incoming data rate of 2.5 - gb/s, 1mpts  memory allows you to capture an entire  2 16  pseudorandom bit sequence (prbs)  on each acquisition. the infiniium series  oscilloscopes, both with up to 1 gpts of  memory, are currently the only real-time  oscilloscopes that will allow you to capture  and analyze data for patterns as large as  prbs 23 . usable deep memory is extremely  important for capturing longer sequences  of serial data for analysis at the maximum  40 gsa/s sampling rate. multiple real-time eyes sda provides real-time eye views on each  signal. with this capability, combined with  waveform areas, you can look at dozens of  real-time eyes at once. each real-time eye  can have its own timebase.

 08 | keysight | e2688a, N5384A high-speed serial data analysis and clock recovery software - data sheet related literature publication title publication numbers infniium 90000 series oscilloscopes -  data sheet 5989-7819en infniium 9000 series oscilloscopes -  data sheet 5990-3746en infniium 90000 x-series oscilloscopes -  data sheet 5990-5271en infniium 9000 h-series high-defnition oscilloscopes -  data sheet 5991-1520en infniium z-series oscilloscopes -  data sheet 5991-3868en infniium s-series high-defnition oscilloscopes -  data sheet 5991-3904en oscilloscope compatibility for oscilloscopes with earlier software  revisions, free upgrade software is  available at  http://www.keysight.com/ find/infiniium_software oscilloscope operating system software revision 9000a and 90000 series   windows xp pro  a.02.10 or higher 90000 x-series windows xp pro a.03.00 or higher 9000 h-series windows 7 a.04.20 or higher z-series   s-series   oscilloscope option number description 9000a, 9000 h-, 90000,  90000 x series 003 high-speed sda software  (installed at the factory) z-series e2688a-1fp high-speed sda software s-series n538 4a-1fp high-speed sda software model number description n538 4a-1fp fixed perpetual high-speed sda software for infniium 9000a, 9000 h-, and  s-series e2688a-1fp fixed perpetual high-speed sda software for infniium 90000a, 90000 x-, and  z-series model number description n8823b-1fp  1 fixed perpetual ezjit complete software for infniium 9000a, 9000h and  s-series  n8823a-1fp  1 fixed perpetual ezjit complete software for infniium 90000a, v-series and  z-series 1.   ber contour feature requires n8823a ezjit complete software in addition to e2688a sda software. ordering information to purchase the high-speed sda software  with a new infiniium oscilloscope, please  order the option indicated in the table: to add the high-speed sda software to  an existing infiniium oscilloscope, please  order the following: to enable ber contour feature, please  order the option in the table in addition to  the high-speed sda software:

 www.axiestandard.org advancedtca ?  extensions for instrumentation and test (axie) is an  open standard that extends the advancedtca for general purpose and  semiconductor test. keysight is a founding member of the axie consortium.  atca ? , advancedtca ? , and the atca logo are registered us trademarks of  the pci industrial computer manufacturers group.  www.lxistandard.org lan extensions for instruments puts the power of ethernet and the  web inside your test systems. keysight is a founding member of the lxi  consortium. www.pxisa.org pci extensions for instrumentation (pxi) modular instrumentation delivers a  rugged, pc-based high-performance measurement and automation system. 09 | keysight | e2688a, N5384A high-speed serial data analysis and clock recovery software - data sheet keysight software is downloadable expertise.  from first simulation through first customer  shipment, we deliver the tools your team needs  to accelerate from data to information to  actionable insight.   C   electronic design automation (eda)  software   C application software   C programming environments   C utility software learn more at www.keysight.com/find/software start with a 30-day free trial. www.keysight.com/find/free_trials download your next insight  

 mykeysight www.keysight.com/find/mykeysight a personalized view into the information most relevant to you. three-year warranty www.keysight.com/find/threeyearwarranty keysights committed to superior product quality and lower total cost  of ownership. keysight is the only test and measurement company with  three-year warranty standard on all instruments, worldwide. and, we provide  a one-year warranty on many accessories, calibration devices, systems and  custom products. keysight assurance plans www.keysight.com/find/assuranceplans up to ten years of protection and no budgetary surprises to ensure your  instruments are operating to specification, so you can rely on accurate  measurements. keysight infoline www.keysight.com/find/service keysights insight to best in class information management. free access to  your keysight equipment company reports and e-library. keysight channel partners www.keysight.com/find/channelpartners get the best of both worlds: keysights measurement expertise and product  breadth, combined with channel partner convenience. pci-sig ? , pcie ?  and the pci express ?  are us registered trademarks and/or service marks of pci-sig. mipi ?  service marks and logo marks are owned by mipi alliance, inc. and any use of such marks by keysight technologies is under license. other service marks and trade names are those of their respective owners. from hewlett-packard through agilent to keysight for more than 75 years, weve been helping you unlock measurement insights. our  unique combination of hardware, software and people can help you reach your next  breakthrough.  unlocking measurement insights since 1939. 1939  the future for more information on keysight  technologies products, applications or  services, please contact your local keysight  office. the complete list is available at: www.keysight.com/find/contactus americas  canada (877) 894 4414 brazil 55 11 3351 7010 mexico 001 800 254 2440 united states (800) 829 4444 asia pacifc australia 1 800 629 485 china 800 810 0189 hong kong 800 938 693 india 1 800 11 2626 japan 0120 (421) 345 korea 080 769 0800 malaysia 1 800 888 848 singapore 1 800 375 8100 taiwan 0800 047 866 other ap countries (65) 6375 8100 europe & middle east austria 0800 001122 belgium 0800 58580 finland 0800 523252 france 0805 980333 germany 0800 6270999 ireland 1800 832700 israel 1 809 343051 italy 800 599100 luxembourg +32 800 58580 netherlands 0800 0233200 russia 8800 5009286 spain 800 000154 sweden 0200 882255 switzerland 0800 805353 opt. 1 (de) opt. 2 (fr) opt. 3 (it) united kingdom 0800 0260637 for other unlisted countries: www.keysight.com/find/contactus (bp- 02-10-16) dekra certified iso9001 quality management system www.keysight.com/go/quality keysight technologies, inc. dekra certified iso 9001:2015 quality management system 10 | keysight | e2688a, N5384A high-speed serial data analysis and clock recovery software - data sheet this information is subject to change without notice. ? keysight technologies, 2012 - 2016 published in usa, april 1, 2016 5989-0108en www.keysight.com  
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