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		  Datasheet File OCR Text:


		  innovative  technology     for a  connected  world 2.5 gh z   high -performance 90 beamwidth  d ual 45 slant sector   the laird technologies J23016S00-90N 2.5 ghz wide-band, dual slant sector antenna covers  frequencies from 2.3-2.7 ghz. extremely low-side lobes, null fill below the horizon, and uniform  energy distribution with the coverage area are achieved thanks to our highly skilled engineering  staff and the utilization of our proprietary artificial intelligence rf optimizing development tool. the  antenna meets all aspects of etsi en 301.326-3 ss. laird technologies suite of high-performance  sector antennas features proprietary design elements resulting in extremely high levels of system  performance and ruggedness while maintaining very slim profiles with low wind and ice loading. global   solutions:  local  support tm americas: +1.847 839.6907 ias-americaseastsales@lairdtech.com europe: +1.32.80.7866.12 ias-eusales@lairdtech.com asia: +1.65.6.243.8022  ias-asiasales@lairdtech.com www.lairdtech.com features ?	 low-side lobe performance ?	 null 	fill	below	the	horizon ?	 excellent 	f/b	 ratio ?	 high 	level	antenna-to-antenna	co-located	isolation ?	 optimized 	for	maximum	 ratio	combining ?	 rugged 	tilt	mount	 hardware	included markets ?	 high multi-path environment ?	 	large	carrier	class	deployment ?	 	wimax	service	provider ? 	 	ideal 	 base 	 station 	 antenna 	 for 	 high 	 density 	 wireless 	 network coverage in mobile and fixed applications antenna p attern s wimax/b roadband  w ireless  antenna J23016S00-90N +45deg port, azimuth plane, 2.5ghz +45deg port, elevation plane, 2.5ghz -45deg port, azimuth plane, 2.5ghz -45deg port, elevation plane, 2.5ghz 

 innovative  technology     for a  connected  world ant-ds-J23016S00-90N 08 09 any information furnished by laird technologies, inc. and its agents is believed to be accurate and reliable. all specifications are subject to change without notice. responsibility for the use and  application of laird technologies materials rests with the end user, since laird technologies and its agents cannot be aware of all potential uses.  laird technologies makes no warranties as to the fitness,  merchantability or suitability of any laird technologies materials or products for any specific or general uses.  laird technologies shall not be liable for incidental or consequential damages of any kind.   all laird technologies products are sold pursuant to the laird technologies terms and conditions of sale in effect from time to time, a copy of which will be furnished upon request.  ? copyright 2009  laird technologies, inc. all rights reserved.  laird, laird technologies, the laird technologies logo, and other marks are trade marks or registered trade marks of laird technologies, inc. or an affiliate  company thereof.  other product or service names may be the property of third parties.  nothing herein provides a license under any laird technologies or any third party intellectual property rights. mounting kit: jbxrk-01-tm5 pa rameter specifications antenna part number J23016S00-90N frequency range 2.3-2.7 ghz gain @ 2.5ghz 16 dbi maximum	 vswr 1.8:1 3 db beamwidth- azimuth 65 3 db beamwidth- elevation 7 elevation 	null	fll down to 25 azimuth sidelobes etsi en 301.326-3 ss polarization +45 and -45 port-to-port isolation > 25db front-to-back ratio > 35db maximum	input	power 40w	 average, 	480w	peak input impedance 50 ohm typical cross polarization < -20db mechanical	size 40 x 8.2 x 4.5 antenna weight 3.9 kg (8.5 lbs); 6.3 kg (13.0 lbs) with bracket wind	 survival	 rating operational 	100mph/	 survival	136mph antenna connection type n female radome asa light grey mount	style mast	mount mounting	 hardware tilt mount kit 1.5 to 4.5 dia. temperature -40c to +70c lightning protection dc-grounded specifications wimax/b roadband  w ireless  antenna J23016S00-90N 
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