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		  Datasheet File OCR Text:


		      customer name  standard specification  fujitsu media devices limited  system  cdma rx (50/100ohm)  date  jun. 12, 2006  fmd part number  FAR-F5KB-881M50-B4ED version 3.0d     table 1.electrical specifications  passband: 869 ~ 894 mhz   specification  item  condition  (mhz)  min. typ. max.  unit remarks  insertion loss  869~894  -  1.5  2.2  db    ripple 869~894 - 0.5 1.2 db   dc~824 50 72  - db    824~849 45 61  - db    914~960 25 34  - db    960~2000 40  55  - db    attenuation  2000~6000 30  53  - db    vswr (input)  869~894  -  1.5  2.0  -    vswr (output)  869~894  -  1.6  2.0  -    amplitude balance  (|s21/s31|)  869~894 -1.0  -0.1/+0.2  +1.0 db    phase balance  ((  s21-  s31)+180)  869~894 -10  -0.4/+3.8  +10 deg.    input impedance  unbalanced  50  ohm    output impedance  balance  100  ohm    input power  869~894  -  -  +13  dbm    operating temperature  -30 ~ +85  o c   device size  1.4typ. x 1.0typ. x 0.5max.  mm                                     

     customer name  standard specification  fujitsu media devices limited  system  cdma rx (50/100ohm)  date  jun. 12, 2006  fmd part number  FAR-F5KB-881M50-B4ED version 3.0d       dimensions   device size: 1.4typ. x 1.0typ. x 0.5max                         unit : mm   pin configuration     pin no.  symbol  function  1 in  unbalanced pin  2 gnd  ground  3 out  balanced pin  4 out  balanced pin  5 gnd  ground    test condition                   balanced  output  (100ohm)  gnd  unbalanced  input  (50ohm)  1 ~ 5 : pin no.  1  3  4  2,5    index  

     customer name  standard specification  fujitsu media devices limited  system  cdma rx (50/100ohm)  date  jun. 12, 2006  fmd part number  FAR-F5KB-881M50-B4ED version 3.0d         fig.1 pass-band characteristics      fig.2 vswr  unbal  bal  

     customer name  standard specification  fujitsu media devices limited  system  cdma rx (50/100ohm)  date  jun. 12, 2006  fmd part number  FAR-F5KB-881M50-B4ED version 3.0d         fig.3 in-band characteristics      fig.4 wide-band characteristics 

     customer name  standard specification  fujitsu media devices limited  system  cdma rx (50/100ohm)  date  jun. 12, 2006  fmd part number  FAR-F5KB-881M50-B4ED version 3.0d       fig.5 input impedance (unbalance)    fig.6 output impedance (balance) 

     customer name  standard specification  fujitsu media devices limited  system  cdma rx (50/100ohm)  date  jun. 12, 2006  fmd part number  FAR-F5KB-881M50-B4ED version 3.0d       fig.7 amplitude balance    fig.8 phase balance 
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