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		  Datasheet File OCR Text:


		  part no:  dpa120100-s/t-sz description:  linear power supply phone:  800.275.4899    fax:  503.372.1266      www.cui.com     9615 sw allen blvd   suite 103    beaverton, or  97005 date:   2/27/2006 unit:  mm page no:  1 of 7 specifications output voltage 12 v ac at 1000 ma primary rated input 120 v ac  60 hz 16 w primary exciting current 70 ma rms max. secondary rated voltage & current no load voltage (max.) 14.4 v ref. full load volatge (1000 ma) 12 v ac 5% temperature rise of primary winding (full load) 70c max. using resistance method insulation resistance >= 100 m ohm at 500 v dc  hi-pot test from input to output for 1 min. 1240 v ac at 2 ma from input to output for 1 sec. 1600 v ac at 2 ma from primary to seconardy winding for 1 sec. 1600 v ac at 2 ma from primary winding to core for 1 sec. 1600 v ac at 2 ma from secondary winding to core for 1 sec. 750 v ac at 2 ma safety standard ul/ cul rohs compliant yes test conditions ambient temp 40c 2c humidity 90-95%  96 hours at full load rated voltage 8 hours at full load  color case black cord black plug top  black

 part no:  dpa120100-s/t-sz description:  linear power supply phone:  800.275.4899    fax:  503.372.1266      www.cui.com     9615 sw allen blvd   suite 103    beaverton, or  97005 date:   2/27/2006 unit:  mm page no:  2 of 7 test diagram label adhesive tape: 3m #44 tape 18 width thickness: 0.2mm material:  pvc polyester color:  black on silver base remarks:  yyww s yy=production year ww=production week s=production location

 part no:  dpa120100-s/t-sz description:  linear power supply phone:  800.275.4899    fax:  503.372.1266      www.cui.com     9615 sw allen blvd   suite 103    beaverton, or  97005 date:   2/27/2006 unit:  mm page no:  3 of 7 mechanical drawing weight 335 g tolerance: 1

 part no:  dpa120100-s/t-sz description:  linear power supply phone:  800.275.4899    fax:  503.372.1266      www.cui.com     9615 sw allen blvd   suite 103    beaverton, or  97005 date:   2/27/2006 unit:  mm page no:  4 of 7 cord

 part no:  dpa120100-s/t-sz description:  linear power supply phone:  800.275.4899    fax:  503.372.1266      www.cui.com     9615 sw allen blvd   suite 103    beaverton, or  97005 date:   2/27/2006 unit:  mm page no:  5 of 7 circuit diagrams 

 part no:  dpa120100-s/t-sz description:  linear power supply phone:  800.275.4899    fax:  503.372.1266      www.cui.com     9615 sw allen blvd   suite 103    beaverton, or  97005 date:   2/27/2006 unit:  mm page no:  6 of 7 packaging tolerance:  1

 part no:  dpa120100-s/t-sz description:  linear power supply phone:  800.275.4899    fax:  503.372.1266      www.cui.com     9615 sw allen blvd   suite 103    beaverton, or  97005 date:   2/27/2006 unit:  mm page no:  7 of 7 packaging tolerance:  +7/-0
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