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		  Datasheet File OCR Text:


		  encapsulated low  power inductors model hm15 ma ke  p ossibl e magnetcs features and benefts   insulaton resistance, minimum 100 m ?   operatng temperature range -40c to +105c   temperature rise, maximum 40c   rohs compliant part number inductance typical h current @ 40c rise amps dc max. dc resistance ? max. etop v-sec figure carton box quantty (units) hm15-10150lf 150 1.70 0.36 80 1 462 hm15-10220lf 220 1.50 0.38 90 1 462 hm15-10330lf 330 1.00 0.74 100 1 462 hm15-10470lf 470 0.90 1.18 120 1 462 hm15-10680lf 680 0.85 1.25 175 1 462 hm15-10820lf 820 0.75 2.30 175 1 462 hm15-11000lf 1,000 0.50 2.40 175 1 462 hm15-20150lf 150 1.70 0.36 80 2 810 hm15-20220lf 220 1.50 0.38 90 2 810 HM15-20330LF 330 1.00 0.74 100 2 810 hm15-20470lf 470 0.90 1.18 120 2 810 hm15-20680lf 680 0.85 1.25 175 2 810 hm15-20820lf 820 0.75 2.30 175 2 810 hm15-21000lf 1,000 0.50 2.40 175 2 810 schematc (figure 1 & 2) specifcatons @ 25c / packaging figure 1 (inch / mm) figure 2 (inch / mm) www.bitechnologies.com magnetic components selector guide  2009/10 edition we reserve the right to change specifications without prior notice. 16 hm15-10150lf  150  1.70  0.36  80  1  462 hm15-10220lf  220  1.50  0.38  90  1  462 hm15-10330lf  330  1.00  0.74  100  1  462 hm15-10470lf  470  0.90  1.18  120  1  462 hm15-10680lf  680  0.85  1.25  175  1  462 hm15-10820lf  820  0.75  2.30  175  1  462 hm15-11000lf   1,000  0.50  2.40  175  1  462 hm15-20150lf  150  1.70  0.36  80  2  810 hm15-20220lf  220  1.50  0.38  90  2  810 HM15-20330LF  330  1.00  0.74  100  2  810 hm15-20470lf  470  0.90  1.18  120  2  810 hm15-20680lf  680  0.85  1.25  175  2  810 hm15-20820lf  820  0.75  2.30  175  2  810 hm15-21000lf  1,000  0.50  2.40  175  2  810 figure 1 (inch / mm) figure 2 (inch / mm) schematic (figure 1 & 2) encapsulated low power inductors electrical / environmental ?	 insulation 	 resistance, 	minimum														 												100	mw ?	 operating	 temperature 	range  -40c	to	+105c ?	 temperature 	 rise, 	maximum	 40c specifications @ 25 c / packaging   inductance  current   dc      carton box part   typical   @ 40c rise  resistance  et op    quantity number  h  amps dc max.   w  max.   v-sec   figure   (units) hm15 side view side view bottom view bottom view rohs compliant www.bitechnologies.com magnetic components selector guide  2009/10 edition we reserve the right to change specifications without prior notice. 16 hm15-10150lf  150  1.70  0.36  80  1  462 hm15-10220lf  220  1.50  0.38  90  1  462 hm15-10330lf  330  1.00  0.74  100  1  462 hm15-10470lf  470  0.90  1.18  120  1  462 hm15-10680lf  680  0.85  1.25  175  1  462 hm15-10820lf  820  0.75  2.30  175  1  462 hm15-11000lf   1,000  0.50  2.40  175  1  462 hm15-20150lf  150  1.70  0.36  80  2  810 hm15-20220lf  220  1.50  0.38  90  2  810 HM15-20330LF  330  1.00  0.74  100  2  810 hm15-20470lf  470  0.90  1.18  120  2  810 hm15-20680lf  680  0.85  1.25  175  2  810 hm15-20820lf  820  0.75  2.30  175  2  810 hm15-21000lf  1,000  0.50  2.40  175  2  810 figure 1 (inch / mm) figure 2 (inch / mm) schematic (figure 1 & 2) encapsulated low power inductors electrical / environmental ?	 insulation 	 resistance, 	minimum														 												100	mw ?	 operating	 temperature 	range  -40c	to	+105c ?	 temperature 	 rise, 	maximum	 40c specifications @ 25 c / packaging   inductance  current   dc      carton box part   typical   @ 40c rise  resistance  et op    quantity number  h  amps dc max.   w  max.   v-sec   figure   (units) hm15 side view side view bottom view bottom view rohs compliant rev. 01 general note tt electronics reserves the right to make changes in product specifcaton without notce or liability. all informaton is subject to tt electronics own data and is considered accurate at tme of going to print. ? tt electronics plc www.telectronicsmagnetcs.com
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