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 surge components, inc.                                                                                                95 east jefryn blvd  deer park, ny  11729  (631) 595-1818  2 1.. feature        500 watts peak pulse power per line (tp=8/20us)                                                         sod-323 package     replacement for mlv (0805)      unidirectional configurations     protects one power or i/o port     esd protection > 40 kv     low clamping voltage     rohs compliant     transient protection for data lines to iec 61000-4 -2(esd)   15kv (air),  8kv(contact); iec 6100-4-4(eft) 40a (5/50ns)   iec 6100-4-5 (surge): 24a,  8/20us-level 2 (line-ground) & level 3 (line-line)        2. application       laptop computers                                                      cellular phones     digital cameras     pdas     3. electrical characteristics per line@25    (unless otherwise specified)    parameter   symbol   conditions   min.   typ.   max.   units   reverse stand-off voltage  v rwm         5  v  reverse breakdown voltage  v br   i t  =1ma  6.0      v  reverse leakage current  i r   v rwm  =5v       1  a  clamping voltage  v c   i pp  =1a t p =8/20s      9.8  v  clamping voltage  v c   i pp  =42a t p =8/20s      14.5  v  junction capacitance  c j   v r  =0v, f =1mhz    300    pf         

 surge components, inc.                                                                                                95 east jefryn blvd  deer park, ny  11729  (631) 595-1818  3 4. absolute maximum rating @25        rating  symbol  value  units  unidirectional peak pulse power(t p =8/20s)  p pp   500  w  operating temperature  t j   -55 to +150     storage temperature  t stg   -55 to +150     5.typical characteristics            

 surge components, inc.                                                                                                95 east jefryn blvd  deer park, ny  11729  (631) 595-1818  4 6. product dimension and pad size.        dim   min.  max  a  1.60  1.80  b  1.15  1.45  c  0.80  1.00  d  0.25  0.40  d1  -  *0.4  d2  -  *0.5  e  0.15  -  e  -  *2.20   h   0.00   0.10   j  0.089   0.18  k  2.30  2.70  tipical unit: mm        7..packing inforamtion      dim   min.   max  ao  1.42   1.62  bo  2.80   3.00  ko  1.25   1.45  po  3.90   4.10  p1  3.90   4.10  p2  1.95   2.05  t  0.24   0.27  e  1.65   1.85  f  3.45   3.55  d o   1.40   1.60   d1  0.75   1.25  w  7.90   8.30  g  -  *2.08   h  -  *1.07   i  -  *0.84   a1  -  5  a2  -  8  tipical unit: mm       
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