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		  Datasheet File OCR Text:


		  features ? high current ? extended temp range ? expanded inductance range electrical t est in g:  inductance range: 1.0uh~ tolerance:  test equipment (l): hp 4263b lcr meter . physical packaging: 200 per bag 1000 per reel ampc24-1r0l-rc 15 0.009 6.27 ampc24-1r2l-rc 15 0.010 5.95 ampc24-1r5l-rc 15 0.011 5.67 ampc24-1r8l-rc 15 0.012 5.43 ampc24-2r2l-rc 15 0.013 5.22 ampc24-2r7l-rc 15 0.014 5.03 ampc24-3r3l-rc 15 0.016 4.70 ampc24-3r9l-rc 15 0.017 4.56 ampc24-4r7l-rc 15 0.022 4.01 ampc24-5r6l-rc 15 0.024 3.84 ampc24-6r8l-rc 15 0.026 3.69 ampc24-8r2l-rc 15 0.028 ampc24-100l-rc 15 0.033 ampc24-120l-rc 15 0.037 ampc24-150l-rc 15 0.040 ampc24-180l-rc 15 0.044 ampc24-220l-rc 15 0.050 ampc24-270l-rc 15 0.070 ampc24-330l-rc 15 0.075 ampc24-390l-rc 15 0.084 ampc24-470l-rc 15 0.104                 ampc24-560l-rc 15 0.130 ampc24-680l-rc 15 0.145                 ampc24-820l-rc 15 0.152                 ampc24-101l-rc 15 0.208                 ampc24-121l-rc 15 0.283               ampc24-151l-rc 15 0.330 ampc24-181l-rc 15 0.362 ampc24-221l-rc 15 0.505 AMPC24-271L-RC 15 0.557 ampc24-331l-rc 15 0.650 ampc24-391l-rc 15 0.770 ampc24-471l-rc 15 1.03 ampc24-561l-rc 15 1.14 ampc24-681l-rc 15 ampc24-821l-rc 15 1.98 ampc24-102l-rc 15 2.30 ampc24-122l-rc 15 2.55 ampc24-152l-rc 15 3.00 ampc24-182l-rc       15 4.00 ampc24-222l-rc        15 4.40 ampc24-272l-rc 15 5.80 ampc24-332l-rc 15 6.56 ampc24-392l-rc 15 8.63 ampc24-472l-rc 15 10.1 all s pec if ica t ion s s ubjec t  to c hang e wit ho ut notice. axial molded power chokes ampc24 allied part number rated current (a) inductance ( h) tolerance (%) saturation current (a) dcr max. ( )    20 awg 0.740.010 (18.800.254) a llie d com po nents in te rna tio nal 949-356-1780 www .a ll iedcom po nents.com rohs           nominal 1.5 (38) . mark ing:  eia inductance code          01/21/2015 15% over entire inductance range. 18000uh available in tighter tolerances test frequency for (l) :       1khz, 1v (idc): ch301 current source and  dcr meter operating temp:  -55oc ~+125oc current rating:  based on a 5% drop in (l) from initial value. part temperature should not exceed 125oc  measurements  @ 20oc 1.0 1.2 1.5 1.8 2.2 2.7 3.3 3.9 4.7 5.6 6.8 8.2 10 12 15 18 22 27 33 39 47 56 68 82 100 120 150 180 220 270 330 390 470 560 680 820 1000 1200 1500 1800 2200 2700 3300 3900 4700 1.15 3.55 3.27 3.09 2.97 2.87 2.66 2.25 2.17 2.05 1.84 1.65 1.56 1.53 1.30 1.12 1.04 0.99 0.84 0.80 0.74 0.68 0.59 0.56 0.49 0.42 0.39 0.37 0.34 0.30 0.28 0.25 0.23 0.20 0.19 0.240.01 (6.100.003) dimensions: inches (mm) 6.4 5.8 5.2 4.8 4.3 3.9 3.5 3.2 2.9 2.7 2.5 2.5 2.0 1.8 1.6 1.5 1.4 1.2 1.1 1.0 0.93 0.85 0.77 0.71 0.64 0.58 0.52 0.48 0.43 0.39 0.35 0.32 0.29 0.27 0.25 0.22 0.20 0.18 0.16 0.15 0.14 0.12 0.11 0.10 0.09

 features ? high current ? extended temp range ? expanded inductance range electrical t est in g:  inductance range: 1.0uh~ tolerance:  test equipment (l): hp 4263b lcr meter . physical packaging: 200 per bag 1000 per reel ampc24-562l-rc 15 11.2 0.09 0.18 ampc24-682l-rc 15 15.0 0.08 0.15 ampc24-822l-rc 15 20.8 0.07 0.13 ampc24-103l-rc 15 23.4 0.06 0.12 ampc24-123l-rc 15 26.0 0.06 0.12 ampc24-153l-rc 15 36.0 0.05 0.10 ampc24-183l-rc 15 40.0 0.05 0.09 all s pec if ica t ion s s ubjec t  to c hang e wit ho ut notice. axial molded power chokes ampc24 allied part number rated current (a) inductance ( h) tolerance (%) saturation current (a) dcr max. ( ) a llie d com po nents in te rna tio nal 949-356-1780 www .a ll iedcom po nents.com rohs . mark ing:  eia inductance code           01/21/2015 15% over entire inductance range. 18000uh available in tighter tolerances test frequency for (l) :       1khz, 1v (idc): ch301 current source and  dcr meter operating temp:  -55oc ~+125oc current rating:  based on a 5% drop in (l) from initial value. part temperature should not exceed 125oc  measurements  @ 20oc 5600 6800 8200 10000 12000 15000 18000
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