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		  technical data 1115 effective december 2015 supersedes may 2002 class t 300v open fuse blocks catalog symbol: ?	 t300_ description: a range of open 1-, 2- and 3-pole blocks for  class t  fuses. specifcations: ratings ?	 volts ?	 300v ?	 amps ?	 1/2-600a ?	 withstand rating ?	 200ka rms sym. agency information ?	 ul ?  listed, ul 512, guide izlt, file e14853 ?	 csa ?  certified, c22.2 no. 39, class 6225-01,    file 47235 ?	 ce ?	 rohs compliant materials ?	 phenolic ?	 glass polyester on 600a ul flammability ?	 94 vo recommended fuses: ?	 jjn  bussmann series 

 2 catalog numbers: amps poles catalog numbers/terminals figure number wire range screw box lug 1/2C30 2 t30030-2sr t30030-2cr 1 sr #10 cu, cr #6-14 cu-al 3 T30030-3SR t30030-3cr 4 t30030-4sr t30030-4cr 31C60 2 t30060-2sr t30060-2cr 1 sr #12 al, cr#2-14 cu 3 t30060-3sr t30060-3cr 4 t30060-4sr t30060-4cr 61C100 1  t30100-1cr 2 1/0-#8 cu-al 2  t30100-2cr 3  t30100-3cr 101-200 1  t30200-1c 3a 250kcmil- #6 cu-al 3  t30200-3c 3b 3  t30200-3st 3c 201C400 1  t30400-1c 4 600kcmil-2/0 cu-al 401C600 1  t30600-1c 5 (2) 600kcmil-4/0 cu-al dimensions C in: figure 1. 1/2 to 60a amps poles dimensions - in a b c 30 2 2.41  1.03 60 30 3 3.44 1.03 2.06 60 30 4 4.47 2.06 3.09 60 t30030-s section x-x 0.91" 1.63" 0.72" 0.16" z x full radius z x 0.44" 0.20" c b 1.20" a 0.69" 2.5" 2.75" t30060-c section z-z 0.91" 1.63" 0.72" 0.16" figure. 2. 61 to 100a z z 0.52" c'bore 0.55" deep 0.22" dia. x x 2.39" 2.25" ref. 4.78" 2.06" 1.69" (1-pole) 3.09" (2-pole) 4.5"  (3-pole) 1.41" (2-pole) 2.81"  (3-pole) 0.84" 0.38" 0.75"  technical data 1115 effective december 2015 class t 300v open fuse blocks eaton.com/bussmannseries

 3 technical data 1115 effective december 2015 class t 300v open fuse blocks dimensions, 101 to 200a: figure 3a. figure 3b. figure 3c. dimensions, 201 to 400a: figure 4. c l c l 0.28" dia 0.63" c'bore 0.5" deep a a 31.75 1.250'' 152.40           6.000'' ref. 57.15 2.250''        ref. b 42.93           1.690'' 65.02           2.560'' 49.28           1.940'' 20.57           0.810'' 77.72           3.060'' a 1.696" 113.28      4.46' '            ref. 16.05 0.632''  typ 33.53  1.320''  typ 69.85 2.750''      ref.          25.3 0          0.996''             ref . 40.59          1.598''  typ 60.33 2.375'' 6.35          0.250''  typ a 15.88 0.625'' 123.70 ref . 4.87'' 43.08 a a 113.28 4.46'' ref. 40.59          1.598''  typ 16.05 0.632''  typ 33.53 1.320''              typ 6.35          0.250''  typ 69.85 2.750''      ref. 123.70         4.87'' ref.          25.30          0.996''             ref.          43.08          1.696''             ref. 15.88 0.625'' 60.33 2.375'' catalog  symbols: 162_ 163_ 165_ description: 6" 0.63" c'bore 0.5" deep 0.28" dia. 1.125" 2.25" 0.63" 3" 1.84" 1.25" 0.81" 2.38" 3.06"  eaton.com/bussmannseries

 technical data 1115 effective december 2015 the only controlled copy of this data sheet is the electronic read-only version located on the eaton network drive. all other copies of this  document are by definition uncontrolled. this bulletin is intended to clearly present comprehensive product data and provide technical  information that will help the end user with design applications. eaton reserves the right, without notice, to change design or construction  of any products and to discontinue or limit distribution of any products. eaton also reserves the right to change or update, without notice,  any technical information  contained in this bulletin. once a product has been selected, it should be tested by the user in all possible  applications. dimensions, 401 to 600a - in(0.016): figure 5. 3.44" 0.75" 3" 2.03" 3" 2" 1.5" 5.75" 2.88" 0.33" dia. 0.75" c'bore 0.5" deep eaton and bussmann are   valuable trademarks of eaton in the us  and other countries. you are not permitted  to use the eaton trademarks without prior  written consent of eaton. csa is a registered trademark of the canadian standards group. ul is a registered trademark of underwriters laboratories, inc. eaton 1000 eaton boulevard cleveland, oh 44122 united states eaton.com bussmann division 114 old state road ellisville, mo 63021 united states eaton.com/bussmannseries ? 2015 eaton all rights reserved printed in usa publication no. 1115  bu-mc15052 december 2015 for eatons bussmann series   product information,  call  1-855-287-7626 or visit: eaton.com/bussmannseries follow us on social media to get the    latest product and support information.  class t 300v open fuse blocks
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