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		  Datasheet File OCR Text:


		  1 s s 1 0 6 small  signal  schottky  diodes fea tures mechanical  da t a absolute  ra tings(limiting v alues)  electrical  characteristics case : do-35 glass case polarity: color band denotes cathode end w eight :  approx. 0.13 gram note: 1.failure criterion: ir  >   140ma  at  v r =6v v r ma v i o a verage rectified current reverse voltage junction temperature  -55 to+125 c c 125 30 10 do-35 dimensions in inches and (millimeters) 0.150(3.8)     max 1.083(27.5) min 1.083(27.5) min 0.079(2.0) max dia 0.020(0.52) max dia storage temperature  t stg t j forward current reverse current v f =1v 4.5 70 1.5 70 100 v r =6v v r =1v    f=1mhz v in =2v rms    f=40mhz c=200pf(note 1) both forward and reverse direction 1 pulse   r l =5k w   c l =20pf rectifier ef ficiency esd-capability junction capacitance m a pf ma v % i f  i r  c j h (t a = 25 c) (t a = 25 c) (t a = 25 c) detection ef fciency is very good small temperature coef ficient high reliability with glass seal for use in recorder,  tv , radio,  telephone as detectors,  super high speed switching circuits small current rectifier min. t yp. max. unis symbols t est conditions parameters symbols units v alue high   temperature   soldering   guaranteed : 260 !/ 10   seconds   at   terminals component   in   accordance   to   rohs   2002 / 95 / ec   and   weee   2002 / 96 / ec xinghe electronics e?o?? 
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 2 r at i n g s   a n d  c h a r a c t e r i s t i c s  c u r v e s    1 s s 1 0 6 figure 1. forward characteristics figure 3. junction capacitance forward v oltage v f (v) input v oltage v in (v rms) reverse v oltage vr(v) reverse v oltage v r (v) j u n c t i o n   c a p c i a n c e ( p f ) a t f o r w a r d   c u r r e n f ( a ) t   i e r s e r e n t   i r a r e v   c u r ( ) r e c f i   e f i c i e n c y         ( % t i e r f ) figure 4. rectifier ef ficiency figure 2. reverse characteristics   0 0 0.4 2 0.8 4 10 10 20 10 0.5 0 1.0 1.0 1.5 2.0 2.5 10 3.0 10 10 10 1.0 40 60 80 10 10 10 10 10 100 10 10 -5 -1 -1 -5 -6 -4 -4 -3 -3 -2 -2 -1 1.2 6 1.6 8 2.0 10 f=1mhz xinghe electronics e?o?? 
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