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		  Datasheet File OCR Text:


		                            jiangsu changjiang electronics technology co., l t d                                                        sod-523 plastic-encapsulate diodes         RB751S-40   schottky barrier diode                                                                                        features  z   small surface mounting type  z   low reverse current and low forward voltage  z  high reliability                                                                                                                                                  2       marking:  5      maximum ratings and electrical  characteristics, single di ode @t a =25    parameter    symbol  limit  unit  peak revers e v oltage  v rm   40 v  dc reverse  v oltage  v r   30 v  mean rectifyin g  current  i o   30 ma  non-repetitive peak fo r w ard  surge   current@t=8.3ms  i fsm   200 ma    electrical ratings @ta =25    parameter  symbol    min t y p max unit  conditions  forward v o ltage  v f     0.37 v  i f =1 ma  reverse cu rr ent  i r     0.5  a  v r =30v  capacitance b e tween terminals  c t    2  pf  v r =1v,f=1mhz                sod-523  junction temp e rature  t j   125    storage temp eratu re  t stg   -55~ +150                                               po w e r dis s i pation p d                                                                          150 mw  thermal res i st ance  junction to  ambient          r  ja                                                                    667  /w         www.cj-elec.com                                                                    1                                                                             d , mar ,2015 the marking bar indicates the cathode  solid dot  = green molding compound device,if none,  the normal device. 

 0 5 10 15 20 1 2 3 4 5 6 7 8 9 10 0 25 50 75 100 125 0 50 100 150 200 0.0 0.2 0.4 0.6 0.8 1.0 0.01 0.1 1 10 100 0 5 10 15 20 25 30 35 1e-3 0.01 0.1 1 10 t a =25  f=1mhz capaci t ance characteristics reverse vo lt ag e    v r     (v) capacitance between te rminals c t     (pf) powe r d erating curve power dissipation    p d     (mw) ambient te m perature    t a     ( )  forw a rd    characteristics t a =100   o c t a = 2 5   o c forward current    i f     (ma) forward vo lt age    v f     (v) reve rse    c haracteristics t a =100  o c t a =25  o c reverse current   i r     (ua) reverse voltage    v r     (v) typical characteristics                                                                                                                                      www.cj-elec.com 2                                                                            d,mar,2015

 www.cj-elec.com 3                                                                            d,mar,2015 sod-523 package outline dimensions  sod-5 23 suggested  pad  layout          a 0.510 0.770 0.020 0.031 a1 0.500 0.700 0.020 0.028 b 0.250 0.350 0.010 0.014 c 0.080 0.150 0.003 0.006 d 0.750 0.850 0.030 0.033 e 1.100 1.300 0.043 0.051 e1 1.500 1.700 0.059 0.067 e2 l 0.010 0.070 0.001 0.003 7   r e f 	
 
		 
	 7 ref 0.200 ref 0.008 ref

 www.cj-elec.com 4                                                                            d,mar,2015 sod-5 23 tape and  reel
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