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		  Datasheet File OCR Text:


		    ||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||| ||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||                                       ||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||   toaster controller   12 - 07 - 0006                                                                                                                                                      pt0 146 - 5         07/06 /2011   1   pt 8 a 2511     features   ?   defrost mode for frozen bread   ?   reheat mode   ?   operating voltage: 3.5~ 5 .5v   ?   few external components   ?   dip - 8  and soic - 8  package     application s   ?   toaster       description   the  PT8A2511  is  a  cmos  lsi  chip  designed  for  toaster. besides normal heating, it also provid es defrost  and reheat work modes. it provides low cost solution for  toaster.             pin  configuration       dip - 8 and soic - 8 (top view)   pin description     name   p in   n o .   t ype   d escription   defrost   1   i/o   as input, requi res a negative pulse to active "defrost " func tion .  
 as output,  gives a "defrost " function indicator   reheat   2   i/o   as input, requi res a negative pulse to active "reheat "   function.  
 as output, gives  a "reheat " function indicator   relay   3   o   relay drive output. high active.   vcc   4   -   power supply   rx   5   o   shorts to vcc once an active negative pulse appears at reheat   osc   6   i /o   oscillator input/output, oscillator's frequency of  1024hz with an external r1,c1   cx   7   o   shorts to gnd once an active negative pulse appears at defrost   gnd   8   -   power ground        top view 1 2 3 4 5 6 7 8 defrost reheat relay gnd cx osc rx vcc p t 8 a 2 5 1 1 p p t 8 a 2 5 1 1 p e

   ||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||| ||||||||||||||||||| |||||||||||||||||||||||||||||||||||                                     ||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||| |||||||||||||||||||||||   12 - 07 - 0006                                                                                                                                                      pt0 146 - 5         07/06 /2011   2   pt 8 a 2511   toaster controller     block   diagram                                                              system oscillator v cc defrost reheat osc power on reset frequency divider controller rx relay cx

   ||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||| ||||||||||||||||||| |||||||||||||||||||||||||||||||||||                                     ||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||| |||||||||||||||||||||||   12 - 07 - 0006                                                                                                                                                      pt0 146 - 5         07/06 /2011   3   pt 8 a 2511   toaster controller     maximum ratings     storage temperature   ................................ ................................ ...................   - 40 o c to +1 25 o c   ambient temperature with power applied   ....................   0   o c to +85   o c   supply voltage to ground potential (inputs & v cc   only)   ......................   - 0.5 to +5.5v   supply voltage to ground potential (out puts & d/o only)   ....................   - 0.5 to +5.5v   dc input voltage   ................................ ................................ ................................   - 0.5 to +5.5v   dc output current  ................................ ................................ ................................ .......... 20ma    power dissipation    ................................ ................................ ................................ ........   500mw        recommended operation conditions     symbol   description   min   type   max   unit   t a   operation temperature   0   25   +85   ? c   v cc   supply voltage   3.5   4. 0   5 .5   v   v ih   input high voltage   0.8 v cc   -   0   v   v il   input low voltage   0   -   0.35 v cc   v     electrical characteristics   (t a  = 0 ~ 85oc, unless otherwise noted)     symbol   description   test conditions   min   type   max   unit   v i l   input high voltage   pin:  defrost,  reheat   v cc   =4.0v   -   -   2.0   v   i oh   output  source   current   pin:  defrost,  reheat   v cc   =3.5v   v oh   =3.0v   - 2.0   -   -   ma   i ol   output  sink   current   pin:  defrost,  reheat   v cc   =3.5v   v ol   =0.5v   4   -   -   ma   i oh   output  source   current   pin:  relay   v cc   =3.5v   v oh   =2.0v   - 15   -   -   m a   i ol   output  sink   current   pin:  relay   v cc   =3.5v   v ol   =0.5v   0.5   -   -   ma   i i h   in put high  leakage  current   -   v cc   =4.0v   v ih   =3.5v   -   -   - 1    a   i i l   in put  low   leakage  current   -     v cc   =4.0v   v il   =0.5v   -   -   1    a   osc   frequency of normal  oscillator   v cc   =4.0v,  r1=56k  , c1=223   952   1024   1096   hz   i cc   p ower supply   current   v cc   =4.0v,  r1=56k  , c1=223, all output  floating   -   -   100    a   note:   stresses greater than those listed under maximum   ratings  may  cause  permanent  damage  to  the  device.  this  is  a  stress  rating  only  and  functional   operation o f the device at these or any other condi - tions  above  those  indicated  in  the  operational  sec - tions  of  this  specification  is  not  implied.  exposure   to absolute maximum rating conditions for extended  periods may affect reliability.   

   ||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||| ||||||||||||||||||| |||||||||||||||||||||||||||||||||||                                     ||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||| |||||||||||||||||||||||   12 - 07 - 0006                                                                                                                                                      pt0 146 - 5         07/06 /2011   4   pt 8 a 2511   toaster controller       application circuit                                                      sw1 defrost sw2 reheat sw3 cancel r7 56k c2 223 r2 1k r16 1k r3 2k dfrost reheat vcc q1 8050 l1 d1 1n4148 c1 220uf/16v r1 r9 r10 220v slot1 slot2 control board vz1 3.9v r6 250k r4 d2 1n4007 c3 47uf tem ntc heater s1 lever c4 r11 r13 r14 1k r12 r8 r15 dfrost 1 osc 6 relay 3 vcc 4 cx 7 reheat 2 rx 5 gnd 8 PT8A2511p vcc r18 222 510 510 r17 1k r5 1k 240 note:  it's better to make c2 less than 563 and r7 larger than 30k ??

   ||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||| ||||||||||||||||||| |||||||||||||||||||||||||||||||||||                                     ||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||| |||||||||||||||||||||||   12 - 07 - 0006                                                                                                                                                      pt0 146 - 5         07/06 /2011   5   pt 8 a 2511   toaster controller     mechanical information     pe (dip - 8)                                                    min max a 3.710 4.310 a1 0.510 a2 3.200 3.600 b 0.380 0.570 b1 c 0.204 0.360 d 9.000 9.400 e 6.200 6.600 e1 7.320 7.920 e l 3.000 3.600 e2 8.400 9.000 symbol 1.524 bsc 2.540 bsc dimensions in millimeters note: 1 ) controlling dimensions in millimeters. 2 ) ref : jedec ms - 001 d/ba

   ||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||| ||||||||||||||||||| |||||||||||||||||||||||||||||||||||                                     ||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||| |||||||||||||||||||||||   12 - 07 - 0006                                                                                                                                                      pt0 146 - 5         07/06 /2011   6   pt 8 a 2511   toaster controller     we ( s oic - 8 )           ordering information   part no.   package code   package   PT8A2511pe   p   lead free 8 - pin dip   PT8A2511we   w   lead free  and green  8 - pin soic   note:    ?   e =  pb - free or pb - free and green   ?   adding  x  suffix = tape /r eel           pericom semiconductor corporation  ?   1 - 800 - 435 - 2336  ?   www.pericom.c om   pericom technology incorporation reserves the right to make changes to its products or specifications at any time, without no tice, in order to improve design or  performance and to supply the best possible product. pericom technology does not assume any   responsibility for use of any circuitry described other than the  circuitry embodied in pericom technology product. the company makes no representations that circuitry described herein is fre e from patent infringement or other  rights, of pericom technology   incorporation.    min max a 1.350 1.750 a1 0.100 0.250 a2 1.350 1.550 b 0.330 0.510 c 0.170 0.250 d 4.700 5.100 e 3.800 4.000 e1 5.800 6.200 e l 0.400 1.270  0 8 symbol dimensions in millimeters 1.27 bsc note: 1) controlling dimensions in millimeters. 2) ref : jedec ms - 012e/aa
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