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		  Datasheet File OCR Text:


		  ? 75  of bnc style connector ? bnc style connectors can be mated. ? bayonet coupling mechanism for reliable     connection. bnc75 series 75  bnc style connector 170605 measurement equipment, broadcasting, hdtv feature applications 3p)4 $pnqmjbou 3p)4 $pnqmjbou item material / finish shell (body) copper alloy / ni or ag plating contact (male) copper alloy / ag or au plating contact (female) copper alloy / ag or au plating insulator ptfe gasket silicon rubber characteristic impedance 75  rated voltage 500vac(r.m.s.) dielectric withstanding voltage 1500v ac(r.m.s.)for1 minute insulation resistance 1000m  mim. at 500v dc contact resistance 3m  max. v.s.w.r. 1.3 max. at dc to 1ghz operating temperature -55 ? +85 specifications  the specifcations are typical but may not apply to all connectors.  please check      the specifcations on each item with its drawing from us when you use. material/finish frequency    range 75  lock type bayonet characteristic  impedance  http://www.ddknet.co.jp  please acknowledge that the specifcation etc. of this catalog might change by the improvement etc. without notice.  moreover, the characteristic and the specifcation of the published product are the reference values.  please confrm the content with the latest delivery specifcations when you use the product.

 2  straight cable plug part number applicable  cable a finish assembly  insutruction crimp tool outer  conductor center  conductor bnc75-p-1.5cqew-cf 1.5c-2w 5.50 ni au cr-h-1100 1.5c-qew bnc75-p-2.5cw-cr10b-cf 2.5c-xw 6.25 ni au 1 cr-h-1105 2.5c-2w bnc75-p-3cw-cr10b-cf 3c-2w 7.90 ni au 1 cr-h-1132 3c-2ws part number applicable  cable a finish assembly  instruction outer  conductor center  conductor bnc75-sp-3c2v-cr1-da1 3c-2v 6.5 ni au part number applicable  cable a finish assembly  instruction outer  conductor center  conductor bnc75-p-5-cf 5c-2v 37 ag ag bnc75-p-5c2w-cf 5c-2w 37 ni ag 3 bnc75-sp-5cfb-cf 5c-fb 39 ni ag part number applicable cable finish assembly  instruction crimp tool outer  conductor center  conductor bnc75-sp-1.5cca-exbv-cf 1.5cca-exbv ni au cr-h-1101  straight cable jack part number applicable cable finish assembly  instruction crimp tool outer  conductor center  conductor bnc75-j-2.5c2w-cr10a-cf 2.5c-xw ni au cr-h-1105 2.5c-2w 26.3  14.5  a 11.7 32.5 17.5  a 4.0  14.5 30 a 29  14.5  14.5 33.2 18 15.5 2 12.7 12.7 0.05 l 14.0 2.3 17.5 12.7 12.7 0.05 a +0.1   0 4-3.1 +0.1   0 17.5 12.7 12.7 l 15.8 2.3 4-3.1 +0.1   0 11.5 +0.1   0 4-3.1 4-3 12.7 0.05 12.7 0.05 4-3.1 12.7 17.5 12.7 15.8 2.3 26.3 12.7 0.05 12.7 0.05   9.0 +0.1   0 4-3.0 +0.1  0 26.3  14.5  a 11.7 32.5 17.5  a 4.0  14.5 30 a 29  14.5  14.5 33.2 18 15.5 2 12.7 12.7 0.05 l 14.0 2.3 17.5 12.7 12.7 0.05 a +0.1   0 4-3.1 +0.1   0 17.5 12.7 12.7 l 15.8 2.3 4-3.1 +0.1   0 11.5 +0.1   0 4-3.1 4-3 12.7 0.05 12.7 0.05 4-3.1 12.7 17.5 12.7 15.8 2.3 26.3 12.7 0.05 12.7 0.05   9.0 +0.1   0 4-3.0 +0.1  0 26.3  14.5  a 11.7 32.5 17.5  a 4.0  14.5 30 a 29  14.5  14.5 33.2 18 15.5 2 12.7 12.7 0.05 l 14.0 2.3 17.5 12.7 12.7 0.05 a +0.1   0 4-3.1 +0.1   0 17.5 12.7 12.7 l 15.8 2.3 4-3.1 +0.1   0 11.5 +0.1   0 4-3.1 4-3 12.7 0.05 12.7 0.05 4-3.1 12.7 17.5 12.7 15.8 2.3 26.3 12.7 0.05 12.7 0.05   9.0 +0.1   0 4-3.0 +0.1  0 26.3  14.5  a 11.7 32.5 17.5  a 4.0  14.5 30 a 29  14.5  14.5 33.2 18 15.5 2 12.7 12.7 0.05 l 14.0 2.3 17.5 12.7 12.7 0.05 a +0.1   0 4-3.1 +0.1   0 17.5 12.7 12.7 l 15.8 2.3 4-3.1 +0.1   0 11.5 +0.1   0 4-3.1 4-3 12.7 0.05 12.7 0.05 4-3.1 12.7 17.5 12.7 15.8 2.3 26.3 12.7 0.05 12.7 0.05   9.0 +0.1   0 4-3.0 +0.1  0 26.3  14.5  a 11.7 32.5 17.5  a 4.0  14.5 30 a 29  14.5  14.5 33.2 18 15.5 2 12.7 12.7 0.05 l 14.0 2.3 17.5 12.7 12.7 0.05 a +0.1   0 4-3.1 +0.1   0 17.5 12.7 12.7 l 15.8 2.3 4-3.1 +0.1   0 11.5 +0.1   0 4-3.1 4-3 12.7 0.05 12.7 0.05 4-3.1 12.7 17.5 12.7 15.8 2.3 26.3 12.7 0.05 12.7 0.05   9.0 +0.1   0 4-3.0 +0.1  0  unitmm iuuqxxxeelofudpkq bnc75series ? 1mfbtfbdlopxmfehfuibuuiftqfdjpdbujpofudpguijtdbubmphnjhiudibohfczuifjnqspwfnfoufudxjuipvuopujdf y.psfpwfs
uifdibsbdufsjtujdboeuiftqfdjpdbujpopguifqvcmjtifeqspevdubsfuifsfgfsfodfwbmvft y1mfbtfdpopsnuifdpoufouxjuiuifmbuftuefmjwfsztqfdjpdbujpotxifozpvvtfuifqspevdu

  straight bulkhead cable jack 3  straight panel cable jack part number applicable  cable finish assembly  instruction crimp tool outer  conductor center  conductor bnc75-bj-2.5c2w-cr1-cf 2.5c-2w ni au 2.5c-qew part number applicable  cable a l finish assembly  instruction crimp  tool outer  conductor center  conductor bnc75-pj-3cw-cr10b-cf 3c-2ws 11.8 32.6 ni au 4 cr-h-1132 bnc75-pj-3c2v-cr1-cf 3c-2v 11.3 30.0 ni au cr-h-16776 part number applicable  cable l finish assembly  instruction crimp tool outer  conductor center  conductor bnc75-pj-1.5cca-exbv-cf 1.5cca-exbv 34.5 ni au cr-h-1101 bnc75-pj-1.5cv-cr2-cf 1.5c-2v 33.0 ni au cr-h-1101 1.5c-qev bnc75-pj-2.5v-cr-ni-cf 2.5c-2v 34.5 ni ag cr-h-1100 26.3  14.5  a 11.7 32.5 17.5  a 4.0  14.5 30 a 29  14.5  14.5 33.2 18 15.5 2 12.7 12.7 0.05 l 14.0 2.3 17.5 12.7 12.7 0.05 a +0.1   0 4-3.1 +0.1   0 17.5 12.7 12.7 l 15.8 2.3 4-3.1 +0.1   0 11.5 +0.1   0 4-3.1 4-3 12.7 0.05 12.7 0.05 4-3.1 12.7 17.5 12.7 15.8 2.3 26.3 12.7 0.05 12.7 0.05   9.0 +0.1   0 4-3.0 +0.1  0 26.3  14.5  a 11.7 32.5 17.5  a 4.0  14.5 30 a 29  14.5  14.5 33.2 18 15.5 2 12.7 12.7 0.05 l 14.0 2.3 17.5 12.7 12.7 0.05 a +0.1   0 4-3.1 +0.1   0 17.5 12.7 12.7 l 15.8 2.3 4-3.1 +0.1   0 11.5 +0.1   0 4-3.1 4-3 12.7 0.05 12.7 0.05 4-3.1 12.7 17.5 12.7 15.8 2.3 26.3 12.7 0.05 12.7 0.05   9.0 +0.1   0 4-3.0 +0.1  0 26.3  14.5  a 11.7 32.5 17.5  a 4.0  14.5 30 a 29  14.5  14.5 33.2 18 15.5 2 12.7 12.7 0.05 l 14.0 2.3 17.5 12.7 12.7 0.05 a +0.1   0 4-3.1 +0.1   0 17.5 12.7 12.7 l 15.8 2.3 4-3.1 +0.1   0 11.5 +0.1   0 4-3.1 4-3 12.7 0.05 12.7 0.05 4-3.1 12.7 17.5 12.7 15.8 2.3 26.3 12.7 0.05 12.7 0.05   9.0 +0.1   0 4-3.0 +0.1  0 26.3  14.5  a 11.7 32.5 17.5  a 4.0  14.5 30 a 29  14.5  14.5 33.2 18 15.5 2 12.7 12.7 0.05 l 14.0 2.3 17.5 12.7 12.7 0.05 a +0.1   0 4-3.1 +0.1   0 17.5 12.7 12.7 l 15.8 2.3 4-3.1 +0.1   0 11.5 +0.1   0 4-3.1 4-3 12.7 0.05 12.7 0.05 4-3.1 12.7 17.5 12.7 15.8 2.3 26.3 12.7 0.05 12.7 0.05   9.0 +0.1   0 4-3.0 +0.1  0 panel mounting dimensions 26.3  14.5  a 11.7 32.5 17.5  a 4.0  14.5 30 a 29  14.5  14.5 33.2 18 15.5 2 12.7 12.7 0.05 l 14.0 2.3 17.5 12.7 12.7 0.05 a +0.1   0 4-3.1 +0.1   0 17.5 12.7 12.7 l 15.8 2.3 4-3.1 +0.1   0 11.5 +0.1   0 4-3.1 4-3 12.7 0.05 12.7 0.05 4-3.1 12.7 17.5 12.7 15.8 2.3 26.3 12.7 0.05 12.7 0.05   9.0 +0.1   0 4-3.0 +0.1  0 panel mounting dimensions  iuuqxxxeelofudpkq #/$y4fsjft ? 1mfbtfbdlopxmfehfuibuuiftqfdjpdbujpofudpguijtdbubmphnjhiudibohfczuifjnqspwfnfoufudxjuipvuopujdf y.psfpwfs
uifdibsbdufsjtujdboeuiftqfdjpdbujpopguifqvcmjtifeqspevdubsfuifsfgfsfodfwbmvft y1mfbtfdpopsnuifdpoufouxjuiuifmbuftuefmjwfsztqfdjpdbujpotxifozpvvtfuifqspevdu

  receptacle jack 4 part number finish outer  conductor center  conductor bnc75-r-a-cf ni au 26.3  14.5  a 11.7 32.5 17.5  a 4.0  14.5 30 a 29  14.5  14.5 33.2 18 15.5 2 12.7 12.7 0.05 l 14.0 2.3 17.5 12.7 12.7 0.05 a +0.1   0 4-3.1 +0.1   0 17.5 12.7 12.7 l 15.8 2.3 4-3.1 +0.1   0 11.5 +0.1   0 4-3.1 4-3 12.7 0.05 12.7 0.05 4-3.1 12.7 17.5 12.7 15.8 2.3 26.3 12.7 0.05 12.7 0.05   9.0 +0.1   0 4-3.0 +0.1  0 26.3  14.5  a 11.7 32.5 17.5  a 4.0  14.5 30 a 29  14.5  14.5 33.2 18 15.5 2 12.7 12.7 0.05 l 14.0 2.3 17.5 12.7 12.7 0.05 a +0.1   0 4-3.1 +0.1   0 17.5 12.7 12.7 l 15.8 2.3 4-3.1 +0.1   0 11.5 +0.1   0 4-3.1 4-3 12.7 0.05 12.7 0.05 4-3.1 12.7 17.5 12.7 15.8 2.3 26.3 12.7 0.05 12.7 0.05   9.0 +0.1   0 4-3.0 +0.1  0 panel mounting dimensions  unitmm iuuqxxxeelofudpkq bnc75series ? 1mfbtfbdlopxmfehfuibuuiftqfdjpdbujpofudpguijtdbubmphnjhiudibohfczuifjnqspwfnfoufudxjuipvuopujdf y.psfpwfs
uifdibsbdufsjtujdboeuiftqfdjpdbujpopguifqvcmjtifeqspevdubsfuifsfgfsfodfwbmvft y1mfbtfdpopsnuifdpoufouxjuiuifmbuftuefmjwfsztqfdjpdbujpotxifozpvvtfuifqspevdu

  assembly instruction1 heat-shrinkable tube  ferule sleeve insulator contact body 15 outer conductor sheath cable heat-shrinkable tube inserting too for sleeve 20 min. insulator ferule sleeve insulator center conductor pre-soldering insulator 7.2 3.5 contact no gap insulator soldering heat-shrinkable tube push into sleeve  on this side heat-shrinkable tube  ferule sleeve insulator contact body 15 outer conductor sheath cable heat-shrinkable tube inserting too for sleeve 20 min. insulator ferule sleeve insulator center conductor pre-soldering insulator 7.2 3.5 contact no gap insulator soldering heat-shrinkable tube push into sleeve  on this side heat-shrinkable tube  ferule sleeve insulator contact body 15 outer conductor sheath cable heat-shrinkable tube inserting too for sleeve 20 min. insulator ferule sleeve insulator center conductor pre-soldering insulator 7.2 3.5 contact no gap insulator soldering heat-shrinkable tube push into sleeve  on this side         insert the heat-shrinkable tube into the cable       and cut the cable as fg.1. please be carefule to      not damage the outer conductor.   insert the ferule from the end of outer      conductor to the sheath.     spread the top of outer conductor and insert the      sleeve between insulator and outer conductor.     to push the sleeve into the cable, please refer to     the tool as fg.2. and cut the outer conductor     along the sleeve.   cut the insulator and center conductor as fg.3.     cut the center conductor after pre-soldering.  insert the insulator and solder the center      conductor and contact. pre-solder the contact.     shave the extra solder from the contact along the      round of contact.  inser above cable into the body  . and insert the       contact.  crimping position is  as fg.6.   cover the heat-shrinkable tube on the root of       the connector body and heat up the tube. part number crimp tool  bnc75-p-2.5cw-cr10b-cf   cr-h-1105  bnc75-p-3cw-cr10b-cf   cr-h-1132 5 parts confgulration  iuuqxxxeelofudpkq #/$y4fsjft ? 1mfbtfbdlopxmfehfuibuuiftqfdjpdbujpofudpguijtdbubmphnjhiudibohfczuifjnqspwfnfoufudxjuipvuopujdf y.psfpwfs
uifdibsbdufsjtujdboeuiftqfdjpdbujpopguifqvcmjtifeqspevdubsfuifsfgfsfodfwbmvft y1mfbtfdpopsnuifdpoufouxjuiuifmbuftuefmjwfsztqfdjpdbujpotxifozpvvtfuifqspevdu

 6 boot ferule sleeve contact body l boot cable sheath outer conductor 15 sleeve ferule pull out the edge stripperp/n89134 insulator cut o? the outer conductor  cut the insulator and center conductor along this side center conductor 4.8 3.4 insulator center conductor crimping hole crimp tool   crimped contact crimp tool crimp position body push the crimp tool into  the root of body. boot  assembly instruction2 boot ferule sleeve contact body l boot cable sheath outer conductor 15 sleeve ferule pull out the edge stripperp/n89134 insulator cut o? the outer conductor  cut the insulator and center conductor along this side center conductor 4.8 3.4 insulator center conductor crimping hole crimp tool   crimped contact crimp tool crimp position body push the crimp tool into  the root of body. boot     the cable length require for the double-ended cable  assembly. l-12mm  insert the boot into the cable and  cut the cable         as fg.1. please be carefule to not damage the outer      conductor.   insert the ferule toward outer conductor.     spread the outer conductor and press in the     sleeve with stripper (p/n:89134).  cut the extra outer conductor and insulator      from the stripper along the surface as fg.3.  push the edge of the stripper and rotate.      separate the insulator toward the arrow. cut the outer conductor along the surface of sleeve. parts confgulration  unitmm iuuqxxxeelofudpkq bnc75series ? 1mfbtfbdlopxmfehfuibuuiftqfdjpdbujpofudpguijtdbubmphnjhiudibohfczuifjnqspwfnfoufudxjuipvuopujdf y.psfpwfs
uifdibsbdufsjtujdboeuiftqfdjpdbujpopguifqvcmjtifeqspevdubsfuifsfgfsfodfwbmvft y1mfbtfdpopsnuifdpoufouxjuiuifmbuftuefmjwfsztqfdjpdbujpotxifozpvvtfuifqspevdu

 7   assembly instruction2 boot ferule sleeve contact body l boot cable sheath outer conductor 15 sleeve ferule pull out the edge stripperp/n89134 insulator cut o? the outer conductor  cut the insulator and center conductor along this side center conductor 4.8 3.4 insulator center conductor crimping hole crimp tool   crimped contact crimp tool crimp position body push the crimp tool into  the root of body. boot     pinch the contact in the crimping hole(center      hole)  and insert the center conductor of the cable.     crimp the contact (match the side hole of contact      with the curve of crimping hole of tool.)  insert the above contact into the body until      the top of the contact is same level of the top      of insulator.      please do not rotate the body and cable      before crimping.  crimp the root of the body as fg.6.  cover the boot  on the body.  iuuqxxxeelofudpkq #/$y4fsjft ? 1mfbtfbdlopxmfehfuibuuiftqfdjpdbujpofudpguijtdbubmphnjhiudibohfczuifjnqspwfnfoufudxjuipvuopujdf y.psfpwfs
uifdibsbdufsjtujdboeuiftqfdjpdbujpopguifqvcmjtifeqspevdubsfuifsfgfsfodfwbmvft y1mfbtfdpopsnuifdpoufouxjuiuifmbuftuefmjwfsztqfdjpdbujpotxifozpvvtfuifqspevdu

   assembly instruction3 8 male contact clamp gasket washer nut plug shell 15 6 3 male contact clamp gasket washer nut plug shell 15 6 3       cut the cable as fg.1     please be carefule to not damage the outer      conductor.  insert the nut, washer, gasket and clamp  as      fg.2. the clamp is holded on the sheath and pick      the outer conductor.  cut the insulator and center conductor. turn down the outer conductor to the clamp and cut     the outer conductor along the clamp. cut the     insulator and center conductor as fg.3.    please be careful to not damage the center     conductor.  solder up the contact to the center conductor.     please be careful to not be swelled up the solder.     please be careful to not gap between contact and      insulator.     please be careful to not deform the insulator by      soldering.  inser the above contact into the body and      screw up the nut.     please screw up the nut by wrench. parts confgulration  unitmm iuuqxxxeelofudpkq bnc75series ? 1mfbtfbdlopxmfehfuibuuiftqfdjpdbujpofudpguijtdbubmphnjhiudibohfczuifjnqspwfnfoufudxjuipvuopujdf y.psfpwfs
uifdibsbdufsjtujdboeuiftqfdjpdbujpopguifqvcmjtifeqspevdubsfuifsfgfsfodfwbmvft y1mfbtfdpopsnuifdpoufouxjuiuifmbuftuefmjwfsztqfdjpdbujpotxifozpvvtfuifqspevdu

   assembly instruction4   insert the ferule on the outer conductor.  pick the outer conductor and spread the top of center       conductor. insert the insulator  from the outer conductor.       cut the extra outer conductor along the sleeve.  cut the insulator in length a. cut the center conductor      after pre-soldering.    insert the insulator and solder the contact.  insert the above contact into the body  and crimp      the body as fg.4.      cover the heat-shrinkable tube on the root of       the connector body and heat up the tube. 9 heat-shrinkable tube ferule sleeve insulator contact body 20 a 3.5 outer conductor sheath heat-shrinkable tube insulator center conductor sleeve ferule cut o? extra outer conductor soldering contact insulator body crimp tool same level heat-shrinkable tube heat-shrinkable tube ferule sleeve insulator contact body 20 a 3.5 outer conductor sheath heat-shrinkable tube insulator center conductor sleeve ferule cut o? extra outer conductor soldering contact insulator body crimp tool same level heat-shrinkable tube  insert the heat-shrinkable tube into the cable      and cut the cable as fg.1 . part number a  bnc75-j-2.5c2w-cr10a-cf 7.2mm  bnc75-pj-3cw-cr10b-cf 6.8mm part number crimp tool  bnc75-j-2.5c2w-cr10a-cf   cr-h-1105  bnc75-pj-3cw-cr10b-cf   cr-h-1132 parts confgulration  iuuqxxxeelofudpkq #/$y4fsjft ? 1mfbtfbdlopxmfehfuibuuiftqfdjpdbujpofudpguijtdbubmphnjhiudibohfczuifjnqspwfnfoufudxjuipvuopujdf y.psfpwfs
uifdibsbdufsjtujdboeuiftqfdjpdbujpopguifqvcmjtifeqspevdubsfuifsfgfsfodfwbmvft y1mfbtfdpopsnuifdpoufouxjuiuifmbuftuefmjwfsztqfdjpdbujpotxifozpvvtfuifqspevdu
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