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		  Datasheet File OCR Text:


		  DP6-OC industrial relays www.aecsensors.com sales  department tel: (888) 847-6552 page 1 of 2 70 v 5 v 0.5 a / 70 v dc 1 ma 5...32 v 24-230 v ac: 50/60 hz ac:    0.2 u n     dc:    0.1 u n 0.3 w 5...32 v dc at 24 v 0.3 va / 0.3 w 24 v ac/dc 1.0 va / 1.0 w 230 v ac/dc c250 600 v ac 3 000 v ac 2 10 khz 5...32 v dc  (for load up to 24 v dc - 15 khz) ---- 24 v ac/dc ---- 230 v ac/dc 80 x 6.2 x 93.8 mm 40 g -40...+70  o c -40...+55  o c ip 20 rti iec 61810-7 transistor - output max. switching voltage dc min. switching voltage dc rated load dc1 min. switching current input control circuit rated voltage dc ac/dc turn-off voltage rated power consumption insulation insulation category insulation rated voltage rated insulation voltage i/o insulation pollution degree general data max. switching frequency dimensions (l x w x h) weight ambient temperature ? storage ? operating protection category environmental protection ? relays  DP6-OC  - with transistor output, rated load up to 0.5 a / 70 v dc ? 35 mm din rail mount, en 50022, wires connection with screw terminals - 0.2...4 mm 2 ? adapted for the co-operation with interconnection strip type  zg20 ? equipped in led green ? recognitions, certificates, directives:

 DP6-OC industrial relays www.aecsensors.com sales  department tel: (888) 847-6552 page 2 of 2 american electronic components, inc. 1101 lafayette street, elkhart, in 46516 relays  DP6-OC  are designed for 35 mm din rail mount, en 50022. DP6-OC  are adapted for the co-operation with interconnection strip type  dg20 . interconnection strip  dg20  allows to common bridging outputs or inputs. colours of  strips:  dg20-1  red,  dg20-2 black,  dg20-3  blue. mounting ordering codes  DP6-OC  are specified in table 1, "relay code" column. ordering codes 2.8 2.8 2.8 0.8 123.7 12 21 DP6-OC-5...32vdc   +13 +13 +a1 -a2 +vcc load DP6-OC-24vac/dc   DP6-OC-230vac/dc  +13 +13 +a1 -a2 +vcc load relay code ta bl e  1 DP6-OC-5...32vdc   DP6-OC-24vac/dc   DP6-OC-230vac/dc  dimensions input data 80 93.8 6.2 nominal input voltage u n power of input - control circuit 5...32 v dc 24 v ac/dc 230 v ac/dc 0.3 w  at 24 v 0.3 va / 0.3 w 1.0 va / 1.0 w
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