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		  Datasheet File OCR Text:


		  ucam-120 2d smart counting camera   ? ucam smart counting technology   ? high counting accuracy rate up to 95%   ? local storage data for counting report   ? easy installation and confguration   ? comprehensive api for data integration introduction among single-lens video sensors, advantech ucam 2d smart counting camera can achieve the highest accuracy at affordable price with its powerful data capturing and built-in  analytic function. it is ideal for use in indoor environments with low to medium passenger fow for traffc intelligence  purposes including bi-directional traffc fow counting.  traffc  data from up to eight zones can be collected in real-time, packaged in xml format and delivered to the cloud or local server for generating business reports that can be customized  based on customer needs. with open interface and good compatibility, advantech's ucam 2d smart counting camera enables businesses to integrate people counting system with  other systems such as erp, crm or business intelligence. the device also supports recessed and wall mounting or ceiling mounting for fexible installation while blending in with  any interior or exterior. people counting analytic the device integrates video analytic and data management at the edge, providing a 95%  of counting accuracy in large traffc circumstance.   ushop store traffc report users can purchase the ucam 2d camera with ushop+ store bi public cloud service.  with open restful api supported, users can integrate the data and optimize the store  management through saas service in a more effcient way.  advantages more accurate compare with general 2d camera which only captures 6 to 7 images per second,  advantech ucam 2d camera can capture 20 images per second which enables a better  data processing effciency and reaches counting accuracy to 95%. software integration retailers can access the traffc data through ushop cloud api to integrate with existing  enterprise software such as epos, erp, crm, eas, etc. cost effective the 2d smart counting camera integrates video analytics and data management at the edge  and reduces total cost of ownership by eliminating the need for additional computers or  data collection devices. software comes with full standard functions, including scheduled  reports, data reporting at different time slots. complete confguration an integrated web server enables complete confguration and management via standard  web browsers either locally at the store or remotely over wan. simple system scale up scaling the system can be accomplished by simply adding additional devices to the  network. industry standard 802.3af power-over-ethernet is supported to facilitate utilization  of existing networking infrastructure and network management tools. simple wiring only require 1x network port for power supply and data transmission purpose is required  in the installation process. the data remains in the device to 80 days even if the network  disconnected. all product specifications are subject to change without notice. last updated: 18-aug-2017  healthcare information terminals features

 ucam-120 dimensions recessed mount ordering information part number description  d mart ountin amera it recesse mountin it p ecesse mountin it p urace mountin it nit mm nit mm specifcations ardare materials  shell lame retardant polycaronate u v-0 lame class rating or euialent dimensions  deice      mm pacage o 1  11   mm    eight  0g  poer  ens options 22mm ide-angle lens  internal storage 12m ddr lash g emmc netor 100m ethernet rtc oring time minimum  days after a poer outage  ed  dual-color ed  poer supply 1 poe  or enironment  oring temperature 0c  0c parameters  mounting eight 2m   m tilt angle 10   10 maimum tracing capaility  20 - 100 people simultaneously need license to support  accuracy traffc o of 1000 people per hour       40.89 97 97.5 12 36.60 50.80 58.80 97 97.5 83.50 71 12 105 69 ?9 ?153 ?21 115 70 ?127  www.advantech.com/products online download
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