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		  Datasheet File OCR Text:


		  silicon power diode psm/psmr 70l psm/psmr 70k i f(a v )   =                     70  a v rrm  =  1 00  v to  1 6 00 v preliminary data sheet v rrm max.repetitive peak voltage (v) v r(rms) m ax. rms reverse voltage (v) v r m ax. dc blocking voltage (v) recommended rms working voltage (v) type without terminal lead with terminal lead 100 70 100 40 psm/psmr 70/01l psm/psmr 70/01 k 200 140 200 80 psm/psmr 70/0 2 l psm/psmr 70/0 2k 400 280 400 160 psm/psmr 70/0 4 l psm/psmr 70/0 4k 600 420 600 240 psm/psmr 70/0 6 l psm/psmr 70/0 6k 800 560 800 320 psm/psmr 70/0 8 l psm/psmr 70/0 8k 1000 700 1000 400 psm/psmr 70/ 10 l psm/psmr 70/ 10k 1200 840 1200 480 psm/psmr 70/ 12 l psm/psmr 70/ 12k 1400 980 1400 560 psm/psmr 70/ 14 l psm/psmr 70/ 14k 1600 1120 1600 640 psm/psmr 70/ 16 l psm/psmr 70/ 16k symbol  conditions maximum ratings i f(av ) t vj  =  15 0 ?c  70 a i fsm max.peak  (one- cycle )   non- repetitive surge  current t vj  =  2 5 ?c t = 10 ms 1200 a i f r m max.peak repetitive surge current 4500 a i 2 t max. i 2 t  rating (non rep.) for 5  t o  10 ms 6 5 00 a 2 s v f m i f  =  70  a 1.3 v r th (j-c) max.thermal resistance junction to case 0.55 k/w t vj operating junction temperature - 65  ... +150 ?c t vjm max. virtual junction temperature 150 ?c t stg storage temperature - 65  ... + 20 0 ?c m d mounting torque min. 0.4 mkg (non-lubricated threads) max. 0. 6 mkg weight psm/psmr 70l typ. 13.5 g psm/psmr 70k typ. 30 g features ? all  diffused serie s ? available in normal  &  reverse polarity ? industrial grade  ? available in avalanche characteristic powersem gmbh, walpersdorfer str. 53 d-91126 schwabach phone: 09122-9764-0    fax:09122-9764-20 ? 201 0  powersem reserves the right to change limits, test conditions and dimensions
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