

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						SA24CA			B1500			HDB102G			SFH9305			GP10UD12			2SC3151M			STRPB			2M25V			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				AH1NAGBB12 Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  page 1 www.citrelay.com    phone - 763.535.2339     fax - 763.535.2194 speci? cations and availability subject to change without notic e. dimensions shown in mm. dimensions are shown for reference purp oses only. illuminated pushbutton - 19mm ah 1. series ah 1 n a s ah 2. number of poles 1 = spst no +spst nc 3. latching option n = momentary 4. actuator style: a = flush actuator, non-illuminated b = flush actuator, ring illuminated c = flush actuator, dot illuminated g = flush actuator, ring illuminated, international standby sym bol and ring mr = mushroom actuator, red anodized aluminum 5. switch finish s = stainless steel b = black anodized aluminum g = green anodized aluminum r = red anodized aluminum u = blue anodized aluminum y = yellow anodized aluminum 6. first led color blank = no led r = red y = yellow g = green b = blue w = white o = orange 7. second led color blank = no led r = red y = yellow g = green b = blue o = orange **for bi-color led option, white not available 8. led voltage blank = no led 6 = 6vdc 12 = 12vdc 24 = 24vdc 110 = 110vac 220 = 220vac n = no internal resistor in series with the led actuation force 550 50gf actuation travel 2.5  .3mm dielectric strength 2000vrms min contact to contact 2000vrms min contact to led insulation resistance   100m min operating temperature -25oc to 70oc storage temperature -25oc to 70oc electrical ratings 1a @ 24vdc 1a @ 125vac 0.5a @ 250vac sealing degree ip65 electrical life 50,000 cycles typical contact resistance   50m initial actuator stainless steel, black anodized aluminum led lens polycarbonate (pc) threaded body stainless steel, black anodized aluminum terminal support polybutylene terephthalate (pbt) inner switch body polycarbonate (pc) contacts silver alloy terminals tin plated brass, epoxy sealed hardware one hex nut & one o ring supplied materials ordering information speci   cations rohs compliant s s 5

 www.citrelay.com    phone - 763.535.2339     fax - 763.535.2194 speci? cations and availability subject to change without notic e. dimensions shown in mm. dimensions are shown for reference purp oses only. page 2 ah illuminated pushbutton - 19mm dimensions 2.75 x 0.50 typ [.11 x .02] m19x1.0 25.20 [.99] 22.00 [.87] ?21.80 [.86] 2.00 [.08] 24.00 [.94] 11.45 max [.45] 7.75 [.31] 2.75 x 0.50 typ [.11 x .02] m19x1.0 21.80 [.86] 22.00 [.87] 25.20 [.99] ? 15.40 [.61] illuminated ring ? 11.60 [.46] 24.00 [.94] 2.00 [.08] 7.75 [.31] 8.75 [.34] 11.45 max [.45] 2.75 x 0.50 typ [.11 x .02] m19x1.0 22.00 [.87] 25.20 [.99] ? 9.00 [.35] illuminated dot ?21.80 [.86] 7.75 [.31] 8.75 [.34] 24.00 [.94] 2.00 [.08] 11.45 max [.45] abc 2.75 x 0.50 typ [.11 x .02] m19x1.0 22.00 [.87] 25.20 [.99] ? 15.40 [.61] illuminated ring ? 8.44 [.33] illuminated symbol ?21.80 [.86] 11.45 max [.45] 7.75 [.31] 8.75 [.34] 24.00 [.94] 2.00 [.08] 2.75 x 0.50 typ [.11 x .02] m19x1.0 24.00 [.94] 2.00 [.08] ? 33.05 [1.30] 21.80 [.86] 13.00 max [.51] 7.75 [.31] 12.61 [.50] gmr

 www.citrelay.com    phone - 763.535.2339     fax - 763.535.2194 speci? cations and availability subject to change without notic e. dimensions shown in mm. dimensions are shown for reference purp oses only. page 3 illuminated pushbutton - 19mm ah panel cut-out schematics 1 4 3 2 1 4 3 2 - + 1 4 3 2 - + led 1 led 2 spst no + spst nc no led spst no + spst nc single color led spst no + spst nc dual color led led ratings color r y g b o w units reverse voltage v r 555555v forward curent (avg) i f 25 25 30 30 25 30 ma forward current (peak) i fs 120 120 160 160 120 160 ma reverse current v r  = 5v i r 10 10 10 10 10 10 a power dissipation p t 80 80 120 120 80 120 mw operating & storage temperature t a -40 ~ +85 co forward voltage (typ) i f  = 20ma v f 2.1 2.1 3.3 3.3 2.0 3.0 v forward voltage (max) i f  = 20ma v f 2.4 2.5 3.6 3.6 2.3 3.6 v wavelength at peak emmission i f  = 20ma  p 635 592 516 463 606 n/a nm spectral line half-width i f  = 20ma ? 14 12 28 20 12 n/a nm luminous intensity, i f  = 20ma li 120 120 170 100 120 700 mcd viewing angle  145 145 145 145 145 145 deg led characteristics ? 19.00 [.75] - + 2 4 3 1 7.50 [.30] 7.50 [.30] 4 1 3 2 7.50 [.30] 7.60 [.30] bottom views

 www.citrelay.com    phone - 763.535.2339     fax - 763.535.2194 speci? cations and availability subject to change without notic e. dimensions shown in mm. dimensions are shown for reference purp oses only. page 4 dimensions features wall plate wp ordering information 1. series wp b 19 a x wp 2. size: a = 40mm x 115mm b = 70mm x 115mm c = 86mm x 86mm 3. hole size: 19 = 19mm diameter 4. material a = brushed aluminum y = brushed aluminum, yellow anodized 5. laser etching symbol: contact factory with artwork 40.00 [1.57] 115.00 [4.53]  ?x 90.00 [3.54] ?4.40 typ [.17]   ?7.60 typ [.30] 1.00 typ [.04] 2.40 typ [.09] 4.00 [.16] 4x r1.50 [.06] a a section a-a 1.50 x 45 chamfer 115.00 [4.53] 90.00 [3.54] 70.00 [2.76] 4x r1.50 [.06] 4.00 [.16] 1.50 x 45 chamfer 86.00 [3.39] 86.00 [3.39] 60.00 [2.36] 4x r1.50 [.06] 4.00 [.16] 1.50 x 45 chamfer abc    fits standard size electrical boxes    multiple size options    2 ? nish options    laser etching available

 www.citrelay.com    phone - 763.535.2339     fax - 763.535.2194 speci? cations and availability subject to change without notic e. dimensions shown in mm. dimensions are shown for reference purp oses only. page 5 illuminum anti-vandal switch housing avh features ordering information 1. series avh f 4 19 avh 2. mounting options: f = with mounting ? ange t = without mounting ? ange 3. number of positions: 1 = 1 position 2 = 2 positions 3 = 3 positions 4 = 4 positions 5 = 5 positions contact factory for custom sizes and number of positions 4. hole size: 19 = 19mm diameter dimensions l + 77.5 [3.05] l l + 66.5 [2.62]  l+87.5 [3.44] ? 12.35 [.49] knockout 45.00 [1.77] 49.90 [1.96] 2x 5.60 [.22] ?x l l + 66.5 [2.62] 45.00 [1.77] 45.00 [1.77] ? 12.35 [.49] knockout ?x ft    easy installation    multiple size options    aluminum housing
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