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		  Datasheet File OCR Text:


		  1-866-9-ohmite ? intl 1-847-258-0300 ? fax 1-847-574-7522 ? www.ohmite.com ? info@ohmite.com 178 features ?	available 	 as	 3,	 5,	 and	 10	 turn	 models ?	hybrid 	 element.	 high	 temp	 thermo	 plastic	 housing ?	recommended 	 for 	 medical 	 equipment 	 (non-life 	 support), 	 test 	 and 	 lab 	 equipment, 	 and 	 industrial 	 applications ?	robust 	 electrically	 insulated	 design ?	great 	 rotational	 reliability	 up	 to	 10	 million	 turns cpm potentiometers precision multi-turn potentiometers characteristics (continued) series  specifi cations element hybrid housing high temp thermo plastic mount brass bushing std.; servo available terminals gold plated brass shaft stainless steel life expectancy 10 mil. turns (10 turn),  5 mil. turns (3  and 5 turn) resistance tolerance 10% standard (5% special order) linearity tolerance 0.3% standard (0.1% special order) power rating 2 watt (10 turn), 1 watt (5 turn), 1 watt  (3 turn) torque 0.7 oz. in. max. insulation resistance 1000m min. @500vdc   no. of   electrical  mechanical  linearity  power  rotational  series  turns   angle  angle  independent  rating  life  weight cpm  3  10805  1080+10/-0  0.5%  1w  5,000,000  0.8 oz.     5  18005  1800+10/-0  0.35%  1w  5,000,000  0.8 oz.     10  36005  3600+10/-0  0.25%  2w  10,000,000  0.8 oz. dielectric strength 1000vac min. stop strength 48 in. oz. output smoothness  1-866-9-ohmite ? intl 1-847-258-0300 ? fax 1-847-574-7522 ? www.ohmite.com ? info@ohmite.com 179 cpm potentiometers precision multi-turn potentiometers dimensions how  t o order dial acd22 10 turns counting dial cpm5a1k00e reliability automatically  set by number  of turns no. of turns multi-turn hybrid ohm value series rohs compliant standard part numbers cpm03a1k00e   cpm03a5k00e   cpm03a10k0e   cpm05a1k00e   cpm05a5k00e   cpm05a10k0e   cpm05a20k0e   1 2 cw 3 0.88" 0.82" 0.06" 0.32" ref. 2 1 3 0.75" 0.40" 0.406" dia. +0/-.002 0.250" dia. +0/-.001 0.66" max. 30 0.300" 3/1-32 unef.  w/nut & lockwasher 0.060" 0.11" wide 0.02" thick 3/64" wide 1/16" dp cpm05a50k0e   cpm10a1k00e   cpm10a5k00e   cpm10a10k0e   CPM10A20K0E   cpm10a50k0e   cpm10a100ke   22mm, 	 10 	 turns 	 counting 	 dial 	 in 	 satin-chrome 	 finish,for 	 precision 	 potentiometers	 and	 other	 rotating	 devices. f eatures ?	compact 	 design ?	accepts 	 6.35mm 	 (1/4) 	 diameter	 shafts ?	excellent 	 legibility ?	locking 	 brake  acd22 6.35-10        16 grams      concentric scale 10.3mm 9.53mm 23.57mm .5 mounting surface 1.98mm 22.20mm .405 12.60mm .25 rev 8/17-1
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