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		  Datasheet File OCR Text:


		  features   maximum ratings ?  operating junction temperature: -50  c to +150  c ?  storage temperature: -50  c to +150  c                      catalog           number maximum recurrent peak reverse voltage maximum rms voltage maximum dc blocking voltage MBR10150FCT                  150v                 105v             150v electrical characteristics @ 25  c unless otherwise specified average forward current i f(av) 10 a t c = 100  c peak forward surge current i fsm 120a 8.3ms, half sine maximum instantaneous forward voltage maximum dc reverse current at rated dc blocking voltage       ito-220 i r            50ua t j = 25  c v f             .92v i f = 5a;             .75v i f = 5a; t j = 25  c t j = 125  c ?   ?    high junction temperature capability ?    low  forward  voltage ?    marking: type number ?  case material: molded plastic.  ul flammability classificatio n ratin g 94v-0  and msl rating 1 notes:  1. high temperature solder exemption applied, see eu directive annex  7. 1 0.0a schottky barrier rectifiers  1 5 0v mb r 1 01 5 0 f c t .035(1.00) .022(0.55) .067(1.70) .039(1.00) .189(4.80) .169(4.30) .134(3.40) .110(2.54) .031(0.80) .015(0.38) .114(2.90) .098(2.50) .138(3.50) .118(3.00) .560(14.22) .492(12.50) .406(10.30) .382(9.70) .642(16.30) .571(14.50) .108(2.75) .091(2.30) .114(2.90) .098(2.50) .171(4.35) .138(3.50) dimensions in inches and (millimeters) max.(1.80) 1 www.paceleader.tw

 instantaneous reverse leakage current - micro amperes versus rated peak reverse voltage - volts average forward rectified current  -  amperes   versus ambient temperature  -   c figure 3 forward derating curve 25 50 100 125 150 0 0 2 4 6 single phase, half wave 60hz resistive or inductive load amps  c 75 8 10 figure 2 typical reverse characteristics volts 1 100 4 0 20 40 60 8 figure 4 peak forward surge current peak forward surge current - amperes  versus number of cycles at 60hz - cycles amps cycles 2 61020 60 80 40 80 100 120 maximum   forward characteristics figure 1 instantaneous forward current - amperes versus instantaneous forward voltage - volts amps 25  c volts 0 0. 2 0. 4 0. 6 0.1 1.0 10 100 12 0. 81.0 1.2 1.4 uamps 0 50 100 125 75 25                                                               150 1.8 2.0 1.6 0.01 0.1 1.0 10 100 1000 10000 100000 t j = 25  c t j = 75  c t j = 125  c t j = 150  c 1 0.0a schottky barrier rectifiers  1 5 0v mb r 1 01 5 0 f c t 2 www.paceleader.tw
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