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		  Datasheet File OCR Text:


		  glueable chip resistor gcr series 	 suitable 	 for	 conductve	 adhesive 	 planar 	and	 wraparound	 versions 	 high 	 temperature	 operaton	 to	200c 	 non-magnetc 	(g,	p	&	ew	types) 	 range 	0805	 to	2512	 at	1r0	 to	10m 	 rohs 	 compliant size 0805 1206 2010 2512 power 	@70c w 0.125 0.25 0.625 1 resistance 	 range ohms 1r0	 to	10m tolerance % 1,	5 lev v 150 200 400 500 tcr ppm/c    ordering procedure     e xample :  gcr1206g - 10kft3   ( gcr1206   in gold planar format   at  10   kilohms   1 % ,   pb - free)   g   c   r   1   2   0   6   g     -   1   0   k     f   t   3     1   2     3   4   5                 1   2   3   4   5   type   termination   value   tolerance   packing   gcr0805   g   gold planar   3/4 characters   r = ohms   k =  kilohms   m = megohms   r000 = jumper   f   =   1 %   t3   0805,1206,   2010   tape, up to 3000/reel   gcr1206   p   ptag planar   j   =   5 %   gcr2010   ew   polymer ag wraparound   omit for  jumper   t18   2512   tape, up to 1800/reel   gcr2512   gw   ni barrier & au plated  wraparound               glueable  chip resistor gcr series maximum load	 at	 rated	 power	 (1000hrs	 at	70c) r 2%	+	0.01 deratng 	 from	 rated	 power	 at	70c see	 deratng	 curve short	 term	 overload r 1%	+	0.01 dry 	 heat	 (1000hrs	 at	200c) r 2%	+	0.01 damp	 heat	 steady	 state	(56	 days,	 40c,	90%	rh) r 1%	+	0.01 climatc r 1%	+	0.01 temperature 	 rapid	 change	(5	 cycles	-55oc	 to	+200oc) r 1%	+	0.01 performance 	 data derating cu rv e p/ pr 200 am bi en tt em pe ra tu re de gc 0 155 70 100% packaging 0805	and	1206	gcr	series	 resistors	 are	supplied	on	8mm	 carrier	 tape	and	7	inch	 reels	as	per	 iec	286-3,	 quantty	per	 reel;	3000. 2010	and	2512	gcr	series	 resistors	 are	supplied	on	12mm	 carrier	 tape	and	7	inch	 reels	as	per	 iec	286-3,	 quantty	per	 reel;	2010:	 3000pcs;	2512:	1800pcs. 01.18   tt electronics reserves the right to make changes in product specifcation without notice or liability. all information is subject to tt electronics own data and is considered accurate at time of going to print.  www.ttelectronics.com/resistors bi technologies    irc    welwyn ordering procedure
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