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		  Datasheet File OCR Text:


		  1 features ?   1000:1 split (30 db coupling) ?   low pim (-160 dbc) ?   300 watt cw rating ?   350 to 1,500 mhz and 1,690 to 5,850 mhz ?   vswr 1.25 ?   4.1/9.5 mini din female connector ?   mounting bracket applications ?   indoor/outdoor use (ip67) ?   base station ?   4g/l te/aws/pcs/pmr/umts/ tetra/wifi/wimax ?   distributed antenna  systems  (das) ?   wireless infrastructure . description the PETP1016 is a 1000:1 split ratio tapper with 4.1/9.5 mini din female connectors rated to 300 watt cw. insertion loss is  a low 0.17 db. the nominal coupling value at 698 to 960 mhz and 1,710 to 2,700 mhz is 30 db. pasternacks family of low pim power tappers (unequal power dividers) are designed without solder joints and a unique  airline distributed capacitor construction allows for exceptional performance within the 350 to 5,850 mhz frequency range.  they  are  offered  in  a  range  of  split  ratios  to  allow  fexibility  in  the  design  of  your  das  system.  especially  designed  and  manufactured for the rigors of low pim systems, this family of tappers is rated at an average power of 300 watt cw, and have  pim performance of -160 dbc or better. they can be used indoor or outdoor as they meet the moisture requirements of ip67.  they are available in four different connector types: n, din 7-16, 4.3-10, and mini din 4.1/9.5. electrical specifcations   description   minimum   t ypical   maximum   units   frequency range   0.35     5.85    ghz   split  ratio     1000:1      impedance     50    ohms   coupling     30      db   coupling (c1 - c2)     30.1      db   coupling (c1 - c3)     0.1      db   insertion loss       0.17   db   passive intermodulation       -160   dbc       2 tones at 43 dbm, f1 = 1930 mhz, f2 = 1990 mhz input power (cw)      300   w atts   input power (peak)       3   kw atts   .        click the following link (or enter part number in search on website) to obtain additional part information including  price, inventory and certifcations:   low pim 30 db 4.1/9.5 mini din unequal tapper from 350 mhz to 5.85 ghz rated to  300 watts  PETP1016 PETP1016 PETP1016  rev 1.1 low pim 30 db 4.1/9.5 mini din unequal tapper  from 350 mhz to 5.85 ghz rated to 300 watts rf tappers technical data sheet   

 2 performance by frequency description f1 f2 f3 f4 f5 units frequency range 350 - 520 698 - 960 1710 - 2700 3500-4500 4900 - 5850 mhz coupling (tested) 30  1 31  1.8 db nominal coupling 29 24.9 31.5 db maximum return loss -23.1 -23.1 db typical return loss -20.8 -20.8 -20.8 db electrical specifcation notes: not designed for use in the 1,500 to 1,690 mhz frequency range. mechanical specifcations size length   4 in [101.6 mm] width   1 in [25.4 mm]  height   2.11 in [53.59 mm] weight   0.73 lbs [331.12 g] housing material and plating   aluminum, chem film confguration package type   connectorized input connector   4.1/9.5 mini din female output connector   4.1/9.5 mini din female coupled connector   4.1/9.5 mini din female environmental specifcations humidity   ip67 compliance certifcations   (see product page  for current document)   plotted and other data notes:   PETP1016 PETP1016  rev 1.1 click the following link (or enter part number in search on website) to obtain additional part information including  price, inventory and certifcations:   low pim 30 db 4.1/9.5 mini din unequal tapper from 350 mhz to 5.85 ghz rated to  300 watts  PETP1016 low pim 30 db 4.1/9.5 mini din unequal tapper  from 350 mhz to 5.85 ghz rated to 300 watts rf tappers technical data sheet   

 3 typical performance data -70 -60 -50 -40 -30 -20 -10 0 698 880 1062 1244 1426 1608 1790 1972 2154 2336 2518 2700 mhz return loss -3.00 -2.50 -2.00 -1.50 -1.00 -0.50 0.00 698 880 1062 1244 1426 1608 1790 1972 2154 2336 2518 2700 db mhz insertion loss PETP1016 PETP1016  rev 1.1 click the following link (or enter part number in search on website) to obtain additional part information including  sulfhlhwrudgfhuwlfdwlrv   low pim 30 db 4.1/9.5 mini din unequal tapper from 350 mhz to 5.85 ghz rated to  300 watts  PETP1016 low pim 30 db 4.1/9.5 mini din unequal tapper  from 350 mhz to 5.85 ghz rated to 300 watts rf tappers technical data sheet   

 4 -60 -50 -40 -30 -20 -10 0 698 880 1062 1244 1426 1608 1790 1972 2154 2336 2518 2700 db mhz coupling PETP1016 PETP1016  rev 1.1 click the following link (or enter part number in search on website) to obtain additional part information including  price, inventory and certifcations:   low pim 30 db 4.1/9.5 mini din unequal tapper from 350 mhz to 5.85 ghz rated to  300 watts  PETP1016 low pim 30 db 4.1/9.5 mini din unequal tapper  from 350 mhz to 5.85 ghz rated to 300 watts rf tappers technical data sheet   

 5 PETP1016 PETP1016  rev 1.1 passive im response low pim 30 db 4.1/9.5 mini din unequal tapper from 350 mhz to 5.85 ghz rated to 300 watts from pasternack enterprises  has same day shipment for domestic and international orders. our rf, microwave and millimeter wave products maintain a  99% availability and are part of the broadest selection in the industry. click the following link (or enter part number in search on website) to obtain additional part information including price,  inventory and certifcations:   low pim 30 db 4.1/9.5 mini din unequal tapper from 350 mhz to 5.85 ghz rated to 300 watts   PETP1016 url:  https://www.pasternack.com/low-pim-30db-4.1-9.5-mini-din-unequaltapper-5.85-ghz-300watts-PETP1016-p.aspx       low pim 30 db 4.1/9.5 mini din unequal tapper  from 350 mhz to 5.85 ghz rated to 300 watts rf tappers technical data sheet   

 6 low pim 30 db 4.1/9.5 mini din unequal tapper from  350 mhz to 5.85 ghz rated to 300 watts PETP1016 cad drawing PETP1016  rev 1.1  

 7 low pim 30 db 4.1/9.5 mini din unequal tapper from  350 mhz to 5.85 ghz rated to 300 watts PETP1016 cad drawing PETP1016  rev 1.1  
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