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		  Datasheet File OCR Text:


		  online data sheet WL4SLGC-3P2252A71 w4slg-3 photoelectric sensors  12.2 (0.48) 8.4 (0.33) m8 17.3  (0.68) 29  (1.14) 12.8 (0.50) 2.8 (0.11) 12  (0.47) 1 46 5 2 3  0 1.8 4 distance in m (feet) sensing range sensing range max. 2 1 0 1 (3.28) 2 (6.56) 3 (9.84) 4 (13.12) 5 (16.40) 0 2 4.5  distance in m (feet) sensing range sensing range max. 2 1 0 1 (3.28) 2 (6.56) 3 (9.84) 4 (13.12) 5 (16.40) 1.5 2.5 0 2.2 3.5 0  vertical horizontal distance in mm (inch) 40 (1.57) 0 120 (4.72) 80 (3.15) 160 (6.3) 200 (7.87) 0 0.8 (0.03) C0.4 (C0.02) 0.4 (0.02) C0.8 (C0.03) C1.2 (C0.05) 1.2 (0.05) C1.6 (C0.06) 1.6 (0.06) radius in mm (inch) 0 100 (3.94) 1  distance in mm (inch) 1,000 (39.37) 2,000 (78.74) 3,000 (118.11) 4,000 (157.48) vertical horizontal 100 (3.94) 0 1 radius in mm (inch) 0 ?10 (?0.39) ?20 (?0.79) ?30 (?1.18) ?40 (?1.57) 20 (0.79) 10 (0.39) 30 (1.18) 40 (1.57) dimensions in mm (inch) vertical 0.4 (0.02) 3.2 (0.13) 40 (1.57) 60 (2.36) horizontal 0.4 (0.02) 2.4 (0.09) 30 (0.18) 50 (1.97) sensing range  60 mm (2.36) 200 mm (7.87) 2,000 mm (78,74) 3,500 mm (137.80)  distance in mm (inch) 0 1,000 (39.37) 2,000 (78.74) 3,000 (118.11) 4,000 (157.48) 1 10 100 sensing range 1 2 sensing range typ. max.   distance in m (feet) m (feet) 1 (3.28) 2 (6.56) 3 (9.84) 4 (13.12) 5 (16.40) 1 10 100 sensing range 2 1 sensing range typ. max.   1 + (l+)q l1 /c mf ?  (m) 42 3 bn bk wh bu             a b c d e f h i j k l m n o p q r s t        online data sheet sick ag   |  waldkirch  |  germany  |  www.sick.com sick  a t a gl an ce sick is one of the leading manufacturers of intelligent sensors and sensor solutions for industrial applica - tions. a unique range of products and services creates the perfect basis for controlling processes securely  and effciently, protecting individuals from accidents and preventing damage to the environment.  we have extensive experience in a wide range of industries and understand their processes and require - ments. with intelligent sensors, we can deliver exactly what our customers need. in application centers in  europe, asia and north america, system solutions are tested and optimized in accordance with customer  specifcations. all this makes us a reliable supplier and development partner. comprehensive services complete our offering: sick  l ifet ime services provide support throughout the ma - chine life cycle and ensure safety and productivity.  for us, that is sensor intelligence. w orld wide presen ce: contacts and other locations  C  www.sick.com 

 WL4SLGC-3P2252A71 | w4slg-3 photoelectric sensors illustration may differ ordering information type part no. WL4SLGC-3P2252A71 1080955 other models and accessories    www.sick.com/w4slg-3   detailed technical data features sensor/ detection principle photoelectric retro-reflective sensor, autocollimation dimensions (w?x h?x d) 12.2?mm?x 41.8?mm?x 17.3?mm housing design (light emission) rectangular mounting hole m3 sensing range max. 0?m?... 3.5?m? 1) sensing range 0?m?... 2.2?m? 1) type of light visible red light light source laser? 2) light spot size (distance) ??0.4?mm (60?mm) wave length 650?nm laser class 1?(en?60825-1:2014, iec?60825-1:2014 / cdrh 21?cfr 1040.10?& 1040.11) adjustment io-link single teach-in button pin 2?configuration external input, teach-in input, sender off input, detection output, logic output, alarm output quality of run diagnosis quality of run, quality of teach-in autoadapt ? 1) ?reflective tape ref-ac1000. 2) ?average service life: 50,000?h at t u ?= +25?c. 2 photoelectric sensors | sick online data sheet | 2018-01-23 14:52:20 subject to change without notice  12.2 (0.48) 8.4 (0.33) m8 17.3  (0.68) 29  (1.14) 12.8 (0.50) 2.8 (0.11) 12  (0.47) 1 46 5 2 3  0 1.8 4 distance in m (feet) sensing range sensing range max. 2 1 0 1 (3.28) 2 (6.56) 3 (9.84) 4 (13.12) 5 (16.40) 0 2 4.5  distance in m (feet) sensing range sensing range max. 2 1 0 1 (3.28) 2 (6.56) 3 (9.84) 4 (13.12) 5 (16.40) 1.5 2.5 0 2.2 3.5 0  vertical horizontal distance in mm (inch) 40 (1.57) 0 120 (4.72) 80 (3.15) 160 (6.3) 200 (7.87) 0 0.8 (0.03) C0.4 (C0.02) 0.4 (0.02) C0.8 (C0.03) C1.2 (C0.05) 1.2 (0.05) C1.6 (C0.06) 1.6 (0.06) radius in mm (inch) 0 100 (3.94) 1  distance in mm (inch) 1,000 (39.37) 2,000 (78.74) 3,000 (118.11) 4,000 (157.48) vertical horizontal 100 (3.94) 0 1 radius in mm (inch) 0 ?10 (?0.39) ?20 (?0.79) ?30 (?1.18) ?40 (?1.57) 20 (0.79) 10 (0.39) 30 (1.18) 40 (1.57) dimensions in mm (inch) vertical 0.4 (0.02) 3.2 (0.13) 40 (1.57) 60 (2.36) horizontal 0.4 (0.02) 2.4 (0.09) 30 (0.18) 50 (1.97) sensing range  60 mm (2.36) 200 mm (7.87) 2,000 mm (78,74) 3,500 mm (137.80)  distance in mm (inch) 0 1,000 (39.37) 2,000 (78.74) 3,000 (118.11) 4,000 (157.48) 1 10 100 sensing range 1 2 sensing range typ. max.   distance in m (feet) m (feet) 1 (3.28) 2 (6.56) 3 (9.84) 4 (13.12) 5 (16.40) 1 10 100 sensing range 2 1 sensing range typ. max.   1 + (l+)q l1 /c mf ?  (m) 42 3 bn bk wh bu             a b c d e f h i j k l m n o p q r s t        online data sheet sick ag   |  waldkirch  |  germany  |  www.sick.com sick  a t a gl an ce sick is one of the leading manufacturers of intelligent sensors and sensor solutions for industrial applica - tions. a unique range of products and services creates the perfect basis for controlling processes securely  and effciently, protecting individuals from accidents and preventing damage to the environment.  we have extensive experience in a wide range of industries and understand their processes and require - ments. with intelligent sensors, we can deliver exactly what our customers need. in application centers in  europe, asia and north america, system solutions are tested and optimized in accordance with customer  specifcations. all this makes us a reliable supplier and development partner. comprehensive services complete our offering: sick  l ifet ime services provide support throughout the ma - chine life cycle and ensure safety and productivity.  for us, that is sensor intelligence. w orld wide presen ce: contacts and other locations  C  www.sick.com 

 WL4SLGC-3P2252A71 | w4slg-3 photoelectric sensors smart task smart task name counter + debouncing logic function direct window hysteresis timer function deactivated on delay off delay on and off delay impulse (one shot) inverter yes maximum counting frequency sio direct: ---? 1) sio logic: 1000?hz? 2) iol: 900?hz? 3) counter reset sio direct: ---? 1) sio logic: 1,5?ms? 2) iol: 1,5?ms? 3) min. time between two process events (switches) sio direct: --- sio logic: 450?s iol: 500?s debounce time max. sio direct: ---? 1) sio logic: 450?s? 2) iol: 500?s? 3) switching signal q l1 output type (dependant on the adjusted threshold) switching signal q l2 output type (dependant on the adjusted threshold) measuring value counting value 1) ?sio direct: sensor operation in standard i/o mode without io-link communication and without using internal sensor logic or time parameters (set to direct/deac- tivated). 2) ?sio logic: sensor operation in standard i/o mode without io-link communication. sensor-internal logic or timing parameters plus automation functions used. 3) ?iol: sensor operation with full io-link communication and usage of logic, timing and automation function parameters. communication interface communication interface io-link v1.1 communication interface detail com2 (38,4?kbaud) cycle time 2.3?ms process data length 16?bit process data structure bit 0?= switching signal q l1 bit 1?= switching signal q l2 bit 2?... 15?= measuring value 2018-01-23 14:52:20 | online data sheet subject to change without notice photoelectric sensors | sick 3  12.2 (0.48) 8.4 (0.33) m8 17.3  (0.68) 29  (1.14) 12.8 (0.50) 2.8 (0.11) 12  (0.47) 1 46 5 2 3  0 1.8 4 distance in m (feet) sensing range sensing range max. 2 1 0 1 (3.28) 2 (6.56) 3 (9.84) 4 (13.12) 5 (16.40) 0 2 4.5  distance in m (feet) sensing range sensing range max. 2 1 0 1 (3.28) 2 (6.56) 3 (9.84) 4 (13.12) 5 (16.40) 1.5 2.5 0 2.2 3.5 0  vertical horizontal distance in mm (inch) 40 (1.57) 0 120 (4.72) 80 (3.15) 160 (6.3) 200 (7.87) 0 0.8 (0.03) C0.4 (C0.02) 0.4 (0.02) C0.8 (C0.03) C1.2 (C0.05) 1.2 (0.05) C1.6 (C0.06) 1.6 (0.06) radius in mm (inch) 0 100 (3.94) 1  distance in mm (inch) 1,000 (39.37) 2,000 (78.74) 3,000 (118.11) 4,000 (157.48) vertical horizontal 100 (3.94) 0 1 radius in mm (inch) 0 ?10 (?0.39) ?20 (?0.79) ?30 (?1.18) ?40 (?1.57) 20 (0.79) 10 (0.39) 30 (1.18) 40 (1.57) dimensions in mm (inch) vertical 0.4 (0.02) 3.2 (0.13) 40 (1.57) 60 (2.36) horizontal 0.4 (0.02) 2.4 (0.09) 30 (0.18) 50 (1.97) sensing range  60 mm (2.36) 200 mm (7.87) 2,000 mm (78,74) 3,500 mm (137.80)  distance in mm (inch) 0 1,000 (39.37) 2,000 (78.74) 3,000 (118.11) 4,000 (157.48) 1 10 100 sensing range 1 2 sensing range typ. max.   distance in m (feet) m (feet) 1 (3.28) 2 (6.56) 3 (9.84) 4 (13.12) 5 (16.40) 1 10 100 sensing range 2 1 sensing range typ. max.   1 + (l+)q l1 /c mf ?  (m) 42 3 bn bk wh bu             a b c d e f h i j k l m n o p q r s t        online data sheet sick ag   |  waldkirch  |  germany  |  www.sick.com sick  a t a gl an ce sick is one of the leading manufacturers of intelligent sensors and sensor solutions for industrial applica - tions. a unique range of products and services creates the perfect basis for controlling processes securely  and effciently, protecting individuals from accidents and preventing damage to the environment.  we have extensive experience in a wide range of industries and understand their processes and require - ments. with intelligent sensors, we can deliver exactly what our customers need. in application centers in  europe, asia and north america, system solutions are tested and optimized in accordance with customer  specifcations. all this makes us a reliable supplier and development partner. comprehensive services complete our offering: sick  l ifet ime services provide support throughout the ma - chine life cycle and ensure safety and productivity.  for us, that is sensor intelligence. w orld wide presen ce: contacts and other locations  C  www.sick.com 

 WL4SLGC-3P2252A71 | w4slg-3 photoelectric sensors mechanics/electronics supply voltage 10?v?dc?... 30?v?dc? 1) ripple  C10 c, then cools down, and the supply voltage is subsequently not switched off. switching on below tu C10 c is not permissible. 4 photoelectric sensors | sick online data sheet | 2018-01-23 14:52:20 subject to change without notice  12.2 (0.48) 8.4 (0.33) m8 17.3  (0.68) 29  (1.14) 12.8 (0.50) 2.8 (0.11) 12  (0.47) 1 46 5 2 3  0 1.8 4 distance in m (feet) sensing range sensing range max. 2 1 0 1 (3.28) 2 (6.56) 3 (9.84) 4 (13.12) 5 (16.40) 0 2 4.5  distance in m (feet) sensing range sensing range max. 2 1 0 1 (3.28) 2 (6.56) 3 (9.84) 4 (13.12) 5 (16.40) 1.5 2.5 0 2.2 3.5 0  vertical horizontal distance in mm (inch) 40 (1.57) 0 120 (4.72) 80 (3.15) 160 (6.3) 200 (7.87) 0 0.8 (0.03) C0.4 (C0.02) 0.4 (0.02) C0.8 (C0.03) C1.2 (C0.05) 1.2 (0.05) C1.6 (C0.06) 1.6 (0.06) radius in mm (inch) 0 100 (3.94) 1  distance in mm (inch) 1,000 (39.37) 2,000 (78.74) 3,000 (118.11) 4,000 (157.48) vertical horizontal 100 (3.94) 0 1 radius in mm (inch) 0 ?10 (?0.39) ?20 (?0.79) ?30 (?1.18) ?40 (?1.57) 20 (0.79) 10 (0.39) 30 (1.18) 40 (1.57) dimensions in mm (inch) vertical 0.4 (0.02) 3.2 (0.13) 40 (1.57) 60 (2.36) horizontal 0.4 (0.02) 2.4 (0.09) 30 (0.18) 50 (1.97) sensing range  60 mm (2.36) 200 mm (7.87) 2,000 mm (78,74) 3,500 mm (137.80)  distance in mm (inch) 0 1,000 (39.37) 2,000 (78.74) 3,000 (118.11) 4,000 (157.48) 1 10 100 sensing range 1 2 sensing range typ. max.   distance in m (feet) m (feet) 1 (3.28) 2 (6.56) 3 (9.84) 4 (13.12) 5 (16.40) 1 10 100 sensing range 2 1 sensing range typ. max.   1 + (l+)q l1 /c mf ?  (m) 42 3 bn bk wh bu             a b c d e f h i j k l m n o p q r s t        online data sheet sick ag   |  waldkirch  |  germany  |  www.sick.com sick  a t a gl an ce sick is one of the leading manufacturers of intelligent sensors and sensor solutions for industrial applica - tions. a unique range of products and services creates the perfect basis for controlling processes securely  and effciently, protecting individuals from accidents and preventing damage to the environment.  we have extensive experience in a wide range of industries and understand their processes and require - ments. with intelligent sensors, we can deliver exactly what our customers need. in application centers in  europe, asia and north america, system solutions are tested and optimized in accordance with customer  specifcations. all this makes us a reliable supplier and development partner. comprehensive services complete our offering: sick  l ifet ime services provide support throughout the ma - chine life cycle and ensure safety and productivity.  for us, that is sensor intelligence. w orld wide presen ce: contacts and other locations  C  www.sick.com 

 WL4SLGC-3P2252A71 | w4slg-3 photoelectric sensors classifications ecl@ss 5.0 27270902 ecl@ss 5.1.4 27270902 ecl@ss 6.0 27270902 ecl@ss 6.2 27270902 ecl@ss 7.0 27270902 ecl@ss 8.0 27270902 ecl@ss 8.1 27270902 ecl@ss 9.0 27270902 etim 5.0 ec002717 etim 6.0 ec002717 unspsc 16.0901 39121528 connection diagram cd-363 characteristic curve  ??reflector plv14-a / plh25-m12 / plh25-d12  ??reflector p41f / reflective tape ref-ac1000 2018-01-23 14:52:20 | online data sheet subject to change without notice photoelectric sensors | sick 5  12.2 (0.48) 8.4 (0.33) m8 17.3  (0.68) 29  (1.14) 12.8 (0.50) 2.8 (0.11) 12  (0.47) 1 46 5 2 3  0 1.8 4 distance in m (feet) sensing range sensing range max. 2 1 0 1 (3.28) 2 (6.56) 3 (9.84) 4 (13.12) 5 (16.40) 0 2 4.5  distance in m (feet) sensing range sensing range max. 2 1 0 1 (3.28) 2 (6.56) 3 (9.84) 4 (13.12) 5 (16.40) 1.5 2.5 0 2.2 3.5 0  vertical horizontal distance in mm (inch) 40 (1.57) 0 120 (4.72) 80 (3.15) 160 (6.3) 200 (7.87) 0 0.8 (0.03) C0.4 (C0.02) 0.4 (0.02) C0.8 (C0.03) C1.2 (C0.05) 1.2 (0.05) C1.6 (C0.06) 1.6 (0.06) radius in mm (inch) 0 100 (3.94) 1  distance in mm (inch) 1,000 (39.37) 2,000 (78.74) 3,000 (118.11) 4,000 (157.48) vertical horizontal 100 (3.94) 0 1 radius in mm (inch) 0 ?10 (?0.39) ?20 (?0.79) ?30 (?1.18) ?40 (?1.57) 20 (0.79) 10 (0.39) 30 (1.18) 40 (1.57) dimensions in mm (inch) vertical 0.4 (0.02) 3.2 (0.13) 40 (1.57) 60 (2.36) horizontal 0.4 (0.02) 2.4 (0.09) 30 (0.18) 50 (1.97) sensing range  60 mm (2.36) 200 mm (7.87) 2,000 mm (78,74) 3,500 mm (137.80)  distance in mm (inch) 0 1,000 (39.37) 2,000 (78.74) 3,000 (118.11) 4,000 (157.48) 1 10 100 sensing range 1 2 sensing range typ. max.   distance in m (feet) m (feet) 1 (3.28) 2 (6.56) 3 (9.84) 4 (13.12) 5 (16.40) 1 10 100 sensing range 2 1 sensing range typ. max.   1 + (l+)q l1 /c mf ?  (m) 42 3 bn bk wh bu             a b c d e f h i j k l m n o p q r s t        online data sheet sick ag   |  waldkirch  |  germany  |  www.sick.com sick  a t a gl an ce sick is one of the leading manufacturers of intelligent sensors and sensor solutions for industrial applica - tions. a unique range of products and services creates the perfect basis for controlling processes securely  and effciently, protecting individuals from accidents and preventing damage to the environment.  we have extensive experience in a wide range of industries and understand their processes and require - ments. with intelligent sensors, we can deliver exactly what our customers need. in application centers in  europe, asia and north america, system solutions are tested and optimized in accordance with customer  specifcations. all this makes us a reliable supplier and development partner. comprehensive services complete our offering: sick  l ifet ime services provide support throughout the ma - chine life cycle and ensure safety and productivity.  for us, that is sensor intelligence. w orld wide presen ce: contacts and other locations  C  www.sick.com 

 WL4SLGC-3P2252A71 | w4slg-3 photoelectric sensors  ??reflector plv14-a / plh25-m12 / plh25-d12  ??reflector p41f / reflective tape ref-ac1000 light spot size  ??minimum distance between sensor and reflector 6 photoelectric sensors | sick online data sheet | 2018-01-23 14:52:20 subject to change without notice  12.2 (0.48) 8.4 (0.33) m8 17.3  (0.68) 29  (1.14) 12.8 (0.50) 2.8 (0.11) 12  (0.47) 1 46 5 2 3  0 1.8 4 distance in m (feet) sensing range sensing range max. 2 1 0 1 (3.28) 2 (6.56) 3 (9.84) 4 (13.12) 5 (16.40) 0 2 4.5  distance in m (feet) sensing range sensing range max. 2 1 0 1 (3.28) 2 (6.56) 3 (9.84) 4 (13.12) 5 (16.40) 1.5 2.5 0 2.2 3.5 0  vertical horizontal distance in mm (inch) 40 (1.57) 0 120 (4.72) 80 (3.15) 160 (6.3) 200 (7.87) 0 0.8 (0.03) C0.4 (C0.02) 0.4 (0.02) C0.8 (C0.03) C1.2 (C0.05) 1.2 (0.05) C1.6 (C0.06) 1.6 (0.06) radius in mm (inch) 0 100 (3.94) 1  distance in mm (inch) 1,000 (39.37) 2,000 (78.74) 3,000 (118.11) 4,000 (157.48) vertical horizontal 100 (3.94) 0 1 radius in mm (inch) 0 ?10 (?0.39) ?20 (?0.79) ?30 (?1.18) ?40 (?1.57) 20 (0.79) 10 (0.39) 30 (1.18) 40 (1.57) dimensions in mm (inch) vertical 0.4 (0.02) 3.2 (0.13) 40 (1.57) 60 (2.36) horizontal 0.4 (0.02) 2.4 (0.09) 30 (0.18) 50 (1.97) sensing range  60 mm (2.36) 200 mm (7.87) 2,000 mm (78,74) 3,500 mm (137.80)  distance in mm (inch) 0 1,000 (39.37) 2,000 (78.74) 3,000 (118.11) 4,000 (157.48) 1 10 100 sensing range 1 2 sensing range typ. max.   distance in m (feet) m (feet) 1 (3.28) 2 (6.56) 3 (9.84) 4 (13.12) 5 (16.40) 1 10 100 sensing range 2 1 sensing range typ. max.   1 + (l+)q l1 /c mf ?  (m) 42 3 bn bk wh bu             a b c d e f h i j k l m n o p q r s t        online data sheet sick ag   |  waldkirch  |  germany  |  www.sick.com sick  a t a gl an ce sick is one of the leading manufacturers of intelligent sensors and sensor solutions for industrial applica - tions. a unique range of products and services creates the perfect basis for controlling processes securely  and effciently, protecting individuals from accidents and preventing damage to the environment.  we have extensive experience in a wide range of industries and understand their processes and require - ments. with intelligent sensors, we can deliver exactly what our customers need. in application centers in  europe, asia and north america, system solutions are tested and optimized in accordance with customer  specifcations. all this makes us a reliable supplier and development partner. comprehensive services complete our offering: sick  l ifet ime services provide support throughout the ma - chine life cycle and ensure safety and productivity.  for us, that is sensor intelligence. w orld wide presen ce: contacts and other locations  C  www.sick.com 

 WL4SLGC-3P2252A71 | w4slg-3 photoelectric sensors light spot size (detailed view)  ??minimum distance between sensor and reflector sensing range diagram  ??reflector plv14-a / plh25-m12 / plh25-d12  ??reflector p41f / reflective tape ref-ac1000 2018-01-23 14:52:20 | online data sheet subject to change without notice photoelectric sensors | sick 7  12.2 (0.48) 8.4 (0.33) m8 17.3  (0.68) 29  (1.14) 12.8 (0.50) 2.8 (0.11) 12  (0.47) 1 46 5 2 3  0 1.8 4 distance in m (feet) sensing range sensing range max. 2 1 0 1 (3.28) 2 (6.56) 3 (9.84) 4 (13.12) 5 (16.40) 0 2 4.5  distance in m (feet) sensing range sensing range max. 2 1 0 1 (3.28) 2 (6.56) 3 (9.84) 4 (13.12) 5 (16.40) 1.5 2.5 0 2.2 3.5 0  vertical horizontal distance in mm (inch) 40 (1.57) 0 120 (4.72) 80 (3.15) 160 (6.3) 200 (7.87) 0 0.8 (0.03) C0.4 (C0.02) 0.4 (0.02) C0.8 (C0.03) C1.2 (C0.05) 1.2 (0.05) C1.6 (C0.06) 1.6 (0.06) radius in mm (inch) 0 100 (3.94) 1  distance in mm (inch) 1,000 (39.37) 2,000 (78.74) 3,000 (118.11) 4,000 (157.48) vertical horizontal 100 (3.94) 0 1 radius in mm (inch) 0 ?10 (?0.39) ?20 (?0.79) ?30 (?1.18) ?40 (?1.57) 20 (0.79) 10 (0.39) 30 (1.18) 40 (1.57) dimensions in mm (inch) vertical 0.4 (0.02) 3.2 (0.13) 40 (1.57) 60 (2.36) horizontal 0.4 (0.02) 2.4 (0.09) 30 (0.18) 50 (1.97) sensing range  60 mm (2.36) 200 mm (7.87) 2,000 mm (78,74) 3,500 mm (137.80)  distance in mm (inch) 0 1,000 (39.37) 2,000 (78.74) 3,000 (118.11) 4,000 (157.48) 1 10 100 sensing range 1 2 sensing range typ. max.   distance in m (feet) m (feet) 1 (3.28) 2 (6.56) 3 (9.84) 4 (13.12) 5 (16.40) 1 10 100 sensing range 2 1 sensing range typ. max.   1 + (l+)q l1 /c mf ?  (m) 42 3 bn bk wh bu             a b c d e f h i j k l m n o p q r s t        online data sheet sick ag   |  waldkirch  |  germany  |  www.sick.com sick  a t a gl an ce sick is one of the leading manufacturers of intelligent sensors and sensor solutions for industrial applica - tions. a unique range of products and services creates the perfect basis for controlling processes securely  and effciently, protecting individuals from accidents and preventing damage to the environment.  we have extensive experience in a wide range of industries and understand their processes and require - ments. with intelligent sensors, we can deliver exactly what our customers need. in application centers in  europe, asia and north america, system solutions are tested and optimized in accordance with customer  specifcations. all this makes us a reliable supplier and development partner. comprehensive services complete our offering: sick  l ifet ime services provide support throughout the ma - chine life cycle and ensure safety and productivity.  for us, that is sensor intelligence. w orld wide presen ce: contacts and other locations  C  www.sick.com 

 WL4SLGC-3P2252A71 | w4slg-3 photoelectric sensors dimensional drawing  (dimensions in mm (inch)) wl4sl-3, wl4slg-3, wse4sl-3, plug  ??center of optical axis  ??threaded mounting hole m3  ??connection  ??led indicator green: supply voltage active  ??led indicator yellow: status of received light beam  ??single teach-in button recommended accessories other models and accessories    www.sick.com/w4slg-3 brief description type part no. universal bar clamp systems plate n02 for universal clamp bracket, zinc plated steel (sheet), zinc die cast (clamping bracket), universal clamp (5322626), mounting hardware bef-khs-n02 2051608 plate n02n for universal clamp bracket, stainless steel 1.4571?(sheet), stainless steel 1.4408?(clamp), universal clamp (5322626), mounting hardware bef-khs-n02n 2051618 plate n08 for universal clamp bracket, zinc plated steel (sheet), zinc die cast (clamping bracket), universal clamp (5322626), mounting hardware bef-khs-n08 2051607 plate n08n for universal clamp bracket, stainless steel 1.4571?(sheet), stainless steel 1.4408?(clamp), universal clamp (5322626), mounting hardware bef-khs-n08n 2051616 device protection (mechanical) safety bracket for floor mounting, stainless steel 1.4571, mounting hardware included bef-sw-w4s 2051497 8 photoelectric sensors | sick online data sheet | 2018-01-23 14:52:20 subject to change without notice  12.2 (0.48) 8.4 (0.33) m8 17.3  (0.68) 29  (1.14) 12.8 (0.50) 2.8 (0.11) 12  (0.47) 1 46 5 2 3  0 1.8 4 distance in m (feet) sensing range sensing range max. 2 1 0 1 (3.28) 2 (6.56) 3 (9.84) 4 (13.12) 5 (16.40) 0 2 4.5  distance in m (feet) sensing range sensing range max. 2 1 0 1 (3.28) 2 (6.56) 3 (9.84) 4 (13.12) 5 (16.40) 1.5 2.5 0 2.2 3.5 0  vertical horizontal distance in mm (inch) 40 (1.57) 0 120 (4.72) 80 (3.15) 160 (6.3) 200 (7.87) 0 0.8 (0.03) C0.4 (C0.02) 0.4 (0.02) C0.8 (C0.03) C1.2 (C0.05) 1.2 (0.05) C1.6 (C0.06) 1.6 (0.06) radius in mm (inch) 0 100 (3.94) 1  distance in mm (inch) 1,000 (39.37) 2,000 (78.74) 3,000 (118.11) 4,000 (157.48) vertical horizontal 100 (3.94) 0 1 radius in mm (inch) 0 ?10 (?0.39) ?20 (?0.79) ?30 (?1.18) ?40 (?1.57) 20 (0.79) 10 (0.39) 30 (1.18) 40 (1.57) dimensions in mm (inch) vertical 0.4 (0.02) 3.2 (0.13) 40 (1.57) 60 (2.36) horizontal 0.4 (0.02) 2.4 (0.09) 30 (0.18) 50 (1.97) sensing range  60 mm (2.36) 200 mm (7.87) 2,000 mm (78,74) 3,500 mm (137.80)  distance in mm (inch) 0 1,000 (39.37) 2,000 (78.74) 3,000 (118.11) 4,000 (157.48) 1 10 100 sensing range 1 2 sensing range typ. max.   distance in m (feet) m (feet) 1 (3.28) 2 (6.56) 3 (9.84) 4 (13.12) 5 (16.40) 1 10 100 sensing range 2 1 sensing range typ. max.   1 + (l+)q l1 /c mf ?  (m) 42 3 bn bk wh bu             a b c d e f h i j k l m n o p q r s t        online data sheet sick ag   |  waldkirch  |  germany  |  www.sick.com sick  a t a gl an ce sick is one of the leading manufacturers of intelligent sensors and sensor solutions for industrial applica - tions. a unique range of products and services creates the perfect basis for controlling processes securely  and effciently, protecting individuals from accidents and preventing damage to the environment.  we have extensive experience in a wide range of industries and understand their processes and require - ments. with intelligent sensors, we can deliver exactly what our customers need. in application centers in  europe, asia and north america, system solutions are tested and optimized in accordance with customer  specifcations. all this makes us a reliable supplier and development partner. comprehensive services complete our offering: sick  l ifet ime services provide support throughout the ma - chine life cycle and ensure safety and productivity.  for us, that is sensor intelligence. w orld wide presen ce: contacts and other locations  C  www.sick.com 

 WL4SLGC-3P2252A71 | w4slg-3 photoelectric sensors brief description type part no. plug connectors and cables head a: female connector, m8, 4-pin, straight head b: open cable ends cable: pvc, unshielded, 2?m dol-0804-g02m 6009870 head a: female connector, m8, 4-pin, straight head b: open cable ends cable: pvc, unshielded, 5?m dol-0804-g05m 6009872 head a: female connector, m8, 4-pin, angled head b: open cable ends cable: pvc, unshielded, 2?m dol-0804-w02m 6009871 head a: female connector, m8, 4-pin, angled head b: open cable ends cable: pvc, unshielded, 5?m dol-0804-w05m 6009873 head a: female connector, m8, 4-pin, straight head b: - cable: unshielded dos-0804-g 6009974 head a: female connector, m8, 4-pin, angled head b: - cable: unshielded dos-0804-w 6009975 reflectors reflector with microprismatic reflex tape ref-ac1000, suitable for laser sensors, see alignment note, 23?mm?x 23?mm, pmma/abs, screw-on, 2?hole mounting p41f 5315128 suitable for laser sensors, self-adhesive, cut, see alignment note, 56.3?mm?x 56.3?mm, self-adhesive ref-ac1000-56 4063030 stainless steel reflector, hygienic design, chemically resistant, enclosure rating ip69k, d12 adapter shaft, 25?mm?x 25?mm, stainless steel v4a (1.4404, 316l), d12-adapter shaft plh25-d12 2063404 stainless steel reflector, hygienic design, chemically resistant, enclosure rating ip?69k, m12-adapter thread, 25?mm?x 25?mm, stainless steel v4a (1.4404, 316l), m12- adapter thread plh25-m12 2063403 stainless steel reflector, washdown design, chemically resistant, ip?69k enclosure rat- ing, screw connection, 14?mm?x 14?mm, stainless steel v4a (1.4404, 316l), screw-on, 2?hole mounting plv14-a 2063405 2018-01-23 14:52:20 | online data sheet subject to change without notice photoelectric sensors | sick 9  12.2 (0.48) 8.4 (0.33) m8 17.3  (0.68) 29  (1.14) 12.8 (0.50) 2.8 (0.11) 12  (0.47) 1 46 5 2 3  0 1.8 4 distance in m (feet) sensing range sensing range max. 2 1 0 1 (3.28) 2 (6.56) 3 (9.84) 4 (13.12) 5 (16.40) 0 2 4.5  distance in m (feet) sensing range sensing range max. 2 1 0 1 (3.28) 2 (6.56) 3 (9.84) 4 (13.12) 5 (16.40) 1.5 2.5 0 2.2 3.5 0  vertical horizontal distance in mm (inch) 40 (1.57) 0 120 (4.72) 80 (3.15) 160 (6.3) 200 (7.87) 0 0.8 (0.03) C0.4 (C0.02) 0.4 (0.02) C0.8 (C0.03) C1.2 (C0.05) 1.2 (0.05) C1.6 (C0.06) 1.6 (0.06) radius in mm (inch) 0 100 (3.94) 1  distance in mm (inch) 1,000 (39.37) 2,000 (78.74) 3,000 (118.11) 4,000 (157.48) vertical horizontal 100 (3.94) 0 1 radius in mm (inch) 0 ?10 (?0.39) ?20 (?0.79) ?30 (?1.18) ?40 (?1.57) 20 (0.79) 10 (0.39) 30 (1.18) 40 (1.57) dimensions in mm (inch) vertical 0.4 (0.02) 3.2 (0.13) 40 (1.57) 60 (2.36) horizontal 0.4 (0.02) 2.4 (0.09) 30 (0.18) 50 (1.97) sensing range  60 mm (2.36) 200 mm (7.87) 2,000 mm (78,74) 3,500 mm (137.80)  distance in mm (inch) 0 1,000 (39.37) 2,000 (78.74) 3,000 (118.11) 4,000 (157.48) 1 10 100 sensing range 1 2 sensing range typ. max.   distance in m (feet) m (feet) 1 (3.28) 2 (6.56) 3 (9.84) 4 (13.12) 5 (16.40) 1 10 100 sensing range 2 1 sensing range typ. max.   1 + (l+)q l1 /c mf ?  (m) 42 3 bn bk wh bu             a b c d e f h i j k l m n o p q r s t        online data sheet sick ag   |  waldkirch  |  germany  |  www.sick.com sick  a t a gl an ce sick is one of the leading manufacturers of intelligent sensors and sensor solutions for industrial applica - tions. a unique range of products and services creates the perfect basis for controlling processes securely  and effciently, protecting individuals from accidents and preventing damage to the environment.  we have extensive experience in a wide range of industries and understand their processes and require - ments. with intelligent sensors, we can deliver exactly what our customers need. in application centers in  europe, asia and north america, system solutions are tested and optimized in accordance with customer  specifcations. all this makes us a reliable supplier and development partner. comprehensive services complete our offering: sick  l ifet ime services provide support throughout the ma - chine life cycle and ensure safety and productivity.  for us, that is sensor intelligence. w orld wide presen ce: contacts and other locations  C  www.sick.com 

  12.2 (0.48) 8.4 (0.33) m8 17.3  (0.68) 29  (1.14) 12.8 (0.50) 2.8 (0.11) 12  (0.47) 1 46 5 2 3  0 1.8 4 distance in m (feet) sensing range sensing range max. 2 1 0 1 (3.28) 2 (6.56) 3 (9.84) 4 (13.12) 5 (16.40) 0 2 4.5  distance in m (feet) sensing range sensing range max. 2 1 0 1 (3.28) 2 (6.56) 3 (9.84) 4 (13.12) 5 (16.40) 1.5 2.5 0 2.2 3.5 0  vertical horizontal distance in mm (inch) 40 (1.57) 0 120 (4.72) 80 (3.15) 160 (6.3) 200 (7.87) 0 0.8 (0.03) C0.4 (C0.02) 0.4 (0.02) C0.8 (C0.03) C1.2 (C0.05) 1.2 (0.05) C1.6 (C0.06) 1.6 (0.06) radius in mm (inch) 0 100 (3.94) 1  distance in mm (inch) 1,000 (39.37) 2,000 (78.74) 3,000 (118.11) 4,000 (157.48) vertical horizontal 100 (3.94) 0 1 radius in mm (inch) 0 ?10 (?0.39) ?20 (?0.79) ?30 (?1.18) ?40 (?1.57) 20 (0.79) 10 (0.39) 30 (1.18) 40 (1.57) dimensions in mm (inch) vertical 0.4 (0.02) 3.2 (0.13) 40 (1.57) 60 (2.36) horizontal 0.4 (0.02) 2.4 (0.09) 30 (0.18) 50 (1.97) sensing range  60 mm (2.36) 200 mm (7.87) 2,000 mm (78,74) 3,500 mm (137.80)  distance in mm (inch) 0 1,000 (39.37) 2,000 (78.74) 3,000 (118.11) 4,000 (157.48) 1 10 100 sensing range 1 2 sensing range typ. max.   distance in m (feet) m (feet) 1 (3.28) 2 (6.56) 3 (9.84) 4 (13.12) 5 (16.40) 1 10 100 sensing range 2 1 sensing range typ. max.   1 + (l+)q l1 /c mf ?  (m) 42 3 bn bk wh bu             a b c d e f h i j k l m n o p q r s t        online data sheet sick ag   |  waldkirch  |  germany  |  www.sick.com sick  a t a gl an ce sick is one of the leading manufacturers of intelligent sensors and sensor solutions for industrial applica - tions. a unique range of products and services creates the perfect basis for controlling processes securely  and effciently, protecting individuals from accidents and preventing damage to the environment.  we have extensive experience in a wide range of industries and understand their processes and require - ments. with intelligent sensors, we can deliver exactly what our customers need. in application centers in  europe, asia and north america, system solutions are tested and optimized in accordance with customer  specifcations. all this makes us a reliable supplier and development partner. comprehensive services complete our offering: sick  l ifet ime services provide support throughout the ma - chine life cycle and ensure safety and productivity.  for us, that is sensor intelligence. w orld wide presen ce: contacts and other locations  C  www.sick.com 




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of WL4SLGC-3P2252A71 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























