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		  Datasheet File OCR Text:


		                       jiangsu changjiang electr onics technology  co., lt d                                                       sod-  23 plastic-encap sulate diodes      BZT52C5V1H    z en er diode                         features  z   planar die c onstruction  z   gener al purpo se, medium current  z   ideally suited for automat ed assembly processes  z   a vailable in lead free  version    marking:  h8                                                                                 maximum ratings(operating temperature range  applies unless otherwise specified)       symbol para meter  value  unit  p d   po wer dissipation(note 1)  500   mw   r  ja   t hermal resistance from junction to ambient    250    /w  t j   operatin g junction temperature  150     t st g   s torage temperature range    -55~+150     electrical  characteristics(t a =25    unles s otherwise specified)      pa rameter symbol    test  conditions min  typ max unit  ze ner voltage range (note 2)  v z   i zt = 5ma    5.1    5.5  v  z zt  i zt = 5ma        50  ma ximum zener impedance(note 3)  z zk  i zk = 1ma        450  ?   v r =2 v     2   a  maximu m reverse current (note 2)    i r   v r = 4.2v   50   a  f orward voltage (note 2)  v f   i f  =  10ma      0.9  v  2.short  duration test pulse used to minimize self-heating effect.                   3. f=1kh z   sod-  23      soli d dot  =  green molding compound device,if none,  the normal device      application   z   mobile phone www.cj-elec.com                                                                      1        b,mar,2016 notes:  1. device mounted on a 1 in .   ceramic pcb which spread 2 ounces of copper. 2

 200 300 400 500 600 700 800 900 1000 0.1 1 10 100 01 2345 40 50 60 70 80 90 100 110 120 01 2345678910 0 20 40 60 80 100 forw ard    characteristics f orw ard voltage     v f     (m v) forward current    i f     (ma) t a = 2 5  t a = 1 0 0      t a =25  f=1m hz c ap acitance characteristics         reverse vo ltag e    v r     (v) capacit ance between t erminals c t     (pf) t a =2 5  t a = 1 00  r ev erse    characteristics reverse vo ltag e    v z     (v) reverse current   i z     (ma)   (/(&75,&$/&+$5$&7(5,67,&6 a,jul,201 2  zzzfmhohffrp                      3r z hu'hudwlqj&xuyh 32 :(5',66,3$7 ,2 1    $0%,(17 7 (03(5$785(7 d    b,mar,2016

 62'  3dfndjh2xwolqh'lphqvlrqv 62'   6xjjhvwhg3dg/d\rxw  mi n max min ma x a 1.050 1.250 0.041 0.049 a1 0.000 0.100 0.000 0.004 a2 1.050 1.150 0.041 0.045 b 0.450 0.650 0.018 0.026 c 0.080 0.150 0.003 0.006 d 1.500 1.700 0.059 0.067 e 2.600 2.800 0.102 0.110 e1 3.550 3.850 0.140 0.152 l l1 0.250 0.450 0.010 0.018  0 8 0 8 0.500 ref 0.020 ref symbol dimensions in millimeters dimensions in inches zzzfmhohffrp   b,mar,2016

 62'  7dsh dqg 5hho   zzzfmhohffrp   b,mar,2016
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