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		  Datasheet File OCR Text:


		    ( 5 : 1 ) a a b b c c d d e e f f a a b b c c d d dim. in mm r date drawn inventor t h i s   d r a w i n g   m a y   n o t   b e   c o p i e d   o r r e p r o d u c e d   i n   a n y   w a y ,   a n d   m a y   n o t b e   p a s s e d   o n   t o   a   t h i r d   p a r t y   w i t h o u t w r i t t e n   p e r m i s s i o n . o w n e r s h i p   a n d   c o p y r i g h t   o f   c o n e c   g m b h d-old norm appd. tolerance material: title: dwg no: din- sh: part no: name date name description rev. d o   n o t   a l t e r   c a d   d r a w i n g   b y   h a n d scale: customer approval date: name: title: company name: approval # freigabe # deblocage # autorizacion # approval a p p r o v a l   #   f r e i g a b e   #   d e b l o c a g e   #   a u t o r i z a c i o n approval # freigabe # deblocage # autorizacion approval # freigabe # deblocage # autorizacion # approval 16k2a1804 a3 1  d-sub male 90 see notes lehmenkhler 13.03.07 13.03.07 mickenbecker     din 41652 9pos.  solder pin angled 0.370inch thread insert,metal br acket,fixing-plate,snap       2:1 (5:1) 163A16359X aorigin                                                  p.c.b. hole drillings  notes:   1. metalshells: steel; min. 315in tin over 40-80in nickel   2. insulators: pbt gf ul 94 v-0, black   3. contacts: copper alloy       plating: 8in hard gold over min. 50in nickel   4. metal bracket: zinc die cast; 300in copper/40-120in nickel/120-200in tin   5. threaded insert: copper alloy; min. 200in tin over 80in nickel   6. pcb-snap: copper alloy; min. 200in tin over 80in nickel         pcb-hole:  n 3.1  ` 0.1: pcb thickness 1.6mm   7. fixing-plate: pbt gf ul 94 v-0, black   8. maximum torque value for thread: 6 in.lb   9. connector is part marked:  163A16359X  conec  abc 30,88 - 0,45 0,31 + 1 2 , 6 - 0 , 4 3 0 , 3 3 + fixing-plate  see note 9  0 , 9 1 - 0 0,1 + n  (9x) 2,74 ` 0,1 5,49 ` 0,1 p.c.b. edge 1 0 , 3 ` 0 , 1 2 , 8 4 ` 0 , 1 1,37 ` 0,1 4,11 ` 0,1 16,84 - 0,05 0,2 + 1 2 , 2 4 ` 0 , 3 1 0 , 7 ` 0 , 2 1 4   m a x . 1 4 , 9 r e f .   7,5 ` 0,3 6 - 0 , 1 8 0 , 1 2 + 8,26 - 0,03 0,22 + 1 1 , 6 24,99 - 0,12 0,13 + 3,1 ` 0,1 n  (2x) 1  3,7 - 0,3 0,5 + 4-40 unc 24,99 - 0,12 0,13 + 3 , 2 ` 0 , 2 9 , 4 ` 0 , 3 metal bracket  1 0  n 0,6
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