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		  Datasheet File OCR Text:


		  www.bitechnologies.com magnetic components selector guide  2009/10 edition we reserve the right to change specifications without prior notice. 82 HM69C-1565R625LF                  625                       500                       375                         300                         0.27                        10        25 25 hm69c-1570r625lf                  6 25                      500                        375                         300                         0.27                       10    specifications @ 25c ?	 operating 	 temperature 	 range 	 -40c 	 to 	 +125c ?	 temperature 	 rise, 	 maximum	 4 0c ?	 operating 	 frequency	 up 	 to 	 3mhz hm69c electrical / environmental surface 	 mount 	 coupled 	 inductors notes:   (1) 	 ls 	 is 	 the 	 inductance 	 of 	 each 	 phase 	 [winding 	 (1-4) 	 with 	 pins 	 2 	 & 	 3 	 open; 	 or 	 winding 	 (2-3) 	 with 	 pins 	 1 	 & 	 4 	 open] 	 @ 	 500khz, 	 1v, 	 25c. 	 	 (2) 	 2*lk 	 is 	 two 	 times 	 of 	 leakage 	 inductance 	 [winding 	 (1-2) 	 with 	 pins 	 4 	 & 	 3 	 shorted] 	 @100khz, 	 0.1v. 	 (3) 	 dcr 	 is 	 measured 	 at 	 25c 	 at 	 points 	 a 	 and 	 b. 	 (4) 	 i sat-1 	 is 	 the 	 dc 	 current 	 which 	 causes 	 ls 	 to 	 drop 	 to 	 ls 	 @ 	 i sat-1 	 . 	 (5) 	 i sat-2 	 is 	 the 	 dc 	 current 	 which 	 causes 	 2*lk 	 to 	 drop 	 to 	 2*lk 	 @ 	 i sat-2 	 . part   ls  (1)   ls @ i sat-1   2*lk  (2)   2*lk @ i sat-2   dcr  (3)   i sat-1  (4)   i sat-2  (5) number   (nh   	 20%)   (nh min.)   (nh   	 20%)   (nh min.)   (m w   	 7%)   (adc)   (adc) rohs compliant packaging standard :  embossed tape & reel reel:   diameter:     =    13 (330.2mm)     capacity:   case size 1   =    units       ordering information inductance code: 	 first 	 2 	 digits 	 are 	 signifcant. 	 last 	 digit 	 denotes   the number of trailing zeros.   for values below   10h, r denotes the decimal point. case size:   1565, 1570 model series tape & 13 reel packing lead-free 		 hm69c   -   1565       r625       lf       tr   case size   a max.   b max.   c max.   d   e   f   g   h   i   j   k   l     1565 15.0 13.5 6.5 3.0 6.0 2.5 9.5 3.5 3.6 2.5   6.6   7.7   1570   15.0   13.5   7.0   3.0   6.0   2.5   9.5   3.5   3.6   2.5   6.6   7.7 outline dimensions (mm) bottom view recommended pcb pattern top view schematic   
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