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		  Datasheet File OCR Text:


		  mulitlayer chip varistor                            suntan ?     tsvc      applications  tsvc is widely used in notebook, pda, cellular  phone, mp3,main board, lcm, hub, microphone,  wireless lan, voip, auto electronic and so on.  f e a t u r e s   ?   fast responsibility  ?   low working voltage  ?   low capacitance  ?   low leakage current  ?   low clampin voltage  ?   bi-directional  ?   suit to reflow soldering ,wave    soldering hand solderin.       dimensions (unit: inches)          size  length(l)  width(w) 0603 0.06  0.03  0805 0.08  0.05  1206 0.12  0.06  1210 0.12  0.10  1812 0.18  0.12  2220 0.22  0.2  how to order  tsvc   0603   g   140   p     c    t                                             series name        size code inches.    series code  e:esd, g:normal, h:highpower    vdc  140=14v, 5r6=5.6v    termination  s=ag  p=ag/ni/sn    nominal cap  a:0 5pf,  b:5.1  10pf,  c:10.1  50pf,  d:50.1  100pf,  e:100.1  500pf,  f:500.1  1000pf,  g:1000.1  1500pf,  h:1500.1 2000pf  j:1.5~5pf,  k:8~11pf,  x:no capacitance    package style: t=tape   c=bulk    static discharge susceptibility of some normal devices                    recommend item for system data 1/0 used  device description  data rate &  frequency   rise time  capacitance  usb 2.0 data port  480m bps  0.5 0.6ns <  4pf  usb 1.1 data port  12m bps  4 20ns 5 10pf  wireless device  1.5m bps  75 300ns 5 10pf  rs232, 1rda1.0  115.0k  1 us 8us 10100pf  audio(microphone/speaker)  20 20khz 0.05ms 5ms 10 1000pf    suntan ?   technology company limited     website: www.suntan.com.hk      email: info@suntan.com.hk      tel: (852) 8202 8782      fax: (852) 8208 6246  

 mulitlayer chip varistor                            suntan ?     tsvc          working voltage   varistor voltage  v1ma(v)   clamping  voltage  vc(v)   peak current ip(a)   transient  energy  et(j)   part no   vac  vdc(v)   min.   max.   8/20us   8/20us   10/1000us   tsvc0603e240pat  18  24.0   100.0   185.0   240.0   1  0.01  tsvc0603e5r0pat  4  5.0   12.0   20.0   38.0   1  0.01  tsvc0603g5r6pxt  4  5.6   6.7   10.0   15.5   1  0.01  tsvc0805g9r0pxt  6  9.0   10.8   16.2   25.0   40  0.1  tsvc0805g180pxt  14  18.0   21.6   32.4   54.0   40  0.1  tsvc0805g220pxt  17  22.0   26.4   39.6   65.0   40  0.1  tsvc0805g300pxt  25  30.0   36.0   54.0   85.0   40  0.1  tsvc1206g5r6pxt  4  5.6   6.4   10.1   15.6   100  1  tsvc1206g9r0pxt  6  9.0   10.8   16.2   25.0   100  1  tsvc1206g180pxt  14  18.0   21.6   32.4   54.0   100  1  tsvc1206g240pxt  18  24.0   28.8   36  67  100  1  tsvc1206g300pxt  25  30.0   36.0   54.0   85.0   100  1  tsvc1206g560pxt  40  56.0   67.2   100.8   150.0   100  1  tsvc1210g5r6pxt  4  5.6   6.4   10.1   15.6   250  1.5  TSVC1210G9R0PXT  6  9.0   10.8   16.2   25.0   250  1.5  tsvc1210g180pxt  14  18.0   21.6   32.4   54.0   250  1.5  tsvc1210g220pxt  17  22.0   26.4   39.6   65.0   250  1.5  tsvc1210g300pxt  25  30.0   36.0   54.0   85.0   250  1.5  tsvc1210g450pxt  35  45.0   54.0   81.0   125.0   250  1.5  tsvc1210g560pxt  50  56.0   67.2   100.8   150.0   250  1.5  tsvc1812h180pxt  14  18.0   21.6   32.4   54.0   800  2.3  tsvc1812h240pxt  18  24.0   28.8   43.2   67.0   800  2.7  tsvc1812h300pxt  25  30.0   36.0   54.0   83.0   800  2.7  tsvc1812h480pxt  37  48.0   57.0   86.0   132.0   800  2.7  tsvc2220h180pxt  14  18.0   21.6   32.4   54.0   1200  5.8  tsvc2220h220pxt  17  22.0   26.4   39.6   65.0   1200  7.8  tsvc2220h270pxt  20  27.0   32.4   48.6   75.0   1200  7.8  tsvc2220h300pxt  25  30.0   36.0   54.0   85.0   1200  7.8    note: specification are subject to change without notic e. for more detail and update, please visit our website.  suntan ?   technology company limited     website: www.suntan.com.hk      email: info@suntan.com.hk      tel: (852) 8202 8782      fax: (852) 8208 6246  
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