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		  Datasheet File OCR Text:


		  tel: +44 1460 256 100  fax: +44 1460 256 101  www.golledge.com  golledge electronics ltd eaglewood park, ilminster somerset, ta19 9dq , uk saw filter 441.0mhz  model: ta1043a   part no: MP03507   rev no: 1   ta1043a v1  1   a. maximum rating:     1. input power level: 10dbm  2. dc voltage: 3v  3. operating temperature: -40c to +85c  4. storage temperature: -40c to +85c    b. electrical characteristics:     reference temperature: 25c    item  unit  min.  typ.  max.  center frequency fc  mhz  -  441  -  insertion loss il min (reference level)  db  -  1.5  2.8  2db bandwidth bw -2db  mhz  19  22.3  -  absolute attenuation: (reference level from 0db)  fc -100 to fc -45mhz  fc +45 to fc +55mhz  fc +55 to fc +100mhz  db  db  db  40  30  40  56  56  54  -  -    temperature coefficient of frequency  ppm/k  -  -36  -  source impedance z s      -  50  -  load impedance z l      -  50  -    note: il min is the minimum of the pass band attenuation. the center frequency fc is the  mean value of the upper and lower frequencies at the 2db filter attenuation level relative to  the il min. 

 tel: +44 1460 256 100  fax: +44 1460 256 101  www.golledge.com  golledge electronics ltd eaglewood park, ilminster somerset, ta19 9dq , uk saw filter 441.0mhz  model: ta1043a   part no: MP03507   rev no: 1   ta1043a v1  2   c. frequency characteristics:                                          

 tel: +44 1460 256 100  fax: +44 1460 256 101  www.golledge.com  golledge electronics ltd eaglewood park, ilminster somerset, ta19 9dq , uk saw filter 441.0mhz  model: ta1043a   part no: MP03507   rev no: 1   ta1043a v1  3   d. measurement circuit:                     e. outline drawing:             50w hp network analyzer 50w saw filter  2 6 1,3,4,5,7,8       f. pcb footprint:  

 tel: +44 1460 256 100  fax: +44 1460 256 101  www.golledge.com  golledge electronics ltd eaglewood park, ilminster somerset, ta19 9dq , uk saw filter 441.0mhz  model: ta1043a   part no: MP03507   rev no: 1   ta1043a v1  4   g. packing:     1. reel dimension    2. tape dimension     

 tel: +44 1460 256 100  fax: +44 1460 256 101  www.golledge.com  golledge electronics ltd eaglewood park, ilminster somerset, ta19 9dq , uk saw filter 441.0mhz  model: ta1043a   part no: MP03507   rev no: 1   ta1043a v1  5   h. recommended reflow profile:      




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of MP03507 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























