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		  Datasheet File OCR Text:


		  type lpx radial leaded snap-in aluminum electrolytic  capacitors are a compact design for high density pack - aging and are ideal for high voltage, switch mode power  supply input fltering applications.   high voltage, high value radial leaded snap-in ?	 high voltage ?	 high capacitance ?	 85 oc ?	 good for input fltering in consumer applications ?	 22 to 35 mm diameter with 10 mm lead spacing highlights specifcations 56 to 2,700 f 160 to 450 vdc 20% C40 oc to +85 oc i = 3cv       c = capacitance in f      v = rated voltage       i = leakage current in a part numbering system for values that are >1000 f, the df (%) increases  2% for every additional 1000 f  diameter length mm 25 30 35 40 45 50 (in.) (1.00) (1.18) (1.38) (1.57) (1.77) (2.00) 22 (.87) a1 a3 a5 a7 a4 a9 25 (1.00) c1 c3 c5 c7 c4 c9 30 (1.18) e1 e3 e5 e7 e4 e9 35 (1.38) h1 h3 h5 h7 h4 h9 lpx 471 m 160 c1 p 3 case polarity insulating  type  cap tolerance voltage code sleeve lpx 471 = 470 f 20% 160 = 160 p 3 = pvc 272 = 2,700 f df at 120 hz, +25 oc  vdc 160 -250 400 - 450 df (%) 30 25 rated ripple multipliers vdc 120 hz 1 khz 10 to 50 khz 160 to 250 1.00 1.05 1.10 315 to 450 1.00 1.15 1.20 capacitance range: voltage range:  tolerance: operating temperature range: dissipation factor: dc leakage test: frequency ripple multipliers: temperature ripple multipliers:  temperature ripple multiplier +75 oc 1.60 +65 oc 2.20 +55 oc 2.60 +55 oc 3.00 complies with the eu directive  2002/95/ec requirement restricting  the use of lead (pb), mercury (hg),  cadmium (cd), hexavalent chromium  (cr(vi)), polybrominated biphenyls  (pbb) and polybrominated diphenyl  ethers (pbde).  cde cornell dubilier  ?  1605 e. rodney french blvd. ?  new bedford, ma 02744 ?  phone: (508)996-8561 ?  fax: (508)996-3830 ?  www.cde.com type lpx   85 oc radial snap-in aluminum electrolytic capacitors

 outline drawing ratings max esr max ripple catalog  @ 120 hz  @ 120 hz size size cap part number +25 oc +85 oc (inches) (mm) (f) () (a) d l d l 160 vdc; 200 vdc surge 390 lpx391m160a1p3  0.51 1.3 0.866 0.984 22 25 470 lpx471m160c1p3  0.423 1.6 0.984 0.984 25 25 470 lpx471m160a3p3  0.423 1.6 0.866 1.181 22 30 560 lpx561m160c3p3  0.355 1.8 0.984 1.181 25 30 560 lpx561m160a5p3  0.355 1.8 0.866 1.378 22 35 680 lpx681m160e1p3  0.293 2.0 1.181 0.984 30 25 680 lpx681m160a7p3  0.293 2.1 0.866 1.575 22 40 680 lpx681m160c3p3  0.293 2.0 0.984 1.181 25 30 820 lpx821m160c5p3  0.243 2.0 0.984 1.378 25 35 820 lpx821m160e3p3  0.243 2.3 1.181 1.181 30 30 820 lpx821m160a4p3  0.243 2.4 0.866 1.772 22 45 1,000 lpx102m160c7p3  0.199 2.6 0.984 1.575 25 40 1,000 lpx102m160h1p3  0.199 2.3 1.378 0.984 35 25 1,000 lpx102m160e3p3  0.199 2.5 1.181 1.181 30 30 1,200 lpx122m160c4p3  0.166 3.0 0.984 1.772 25 45 1,200 lpx122m160h3p3  0.166 2.6 1.378 1.181 35 30 1,200 lpx122m160e5p3  0.166 2.9 1.181 1.378 30 35 1,500 lpx152m160h5p3  0.133 3.3 1.378 1.378 35 35 1,500 lpx152m160e7p3  0.133 3.3 1.181 1.575 30 40 1,800 lpx182m160e9p3  0.111 4.0 1.181 1.969 30 50 1,800 lpx182m160h7p3  0.111 3.7 1.378 1.575 35 40 2,200 lpx222m160h4p3  0.090 4.2 1.378 1.772 35 45 2,700 lpx272m160h9p3  0.074 4.6 1.378 1.969 35 50 200 vdc; 250 vdc surge 270 lpx271m200a1p3  0.737 1.2 0.866 0.984 22 25 390 lpx391m200c1p3  0.510 1.6 0.984 0.984 25 25 390 lpx391m200a3p3  0.510 1.6 0.866 1.181 22 30 470 lpx471m200c3p3  0.423 1.8 0.984 1.181 25 30 470 lpx471m200a5p3  0.423 1.8 0.866 1.378 22 35 560 lpx561m200a7p3  0.355 2.1 0.866 1.575 22 40 560 lpx561m200c5p3  0.355 2.1 0.984 1.378 25 35 560 lpx561m200e1p3  0.355 1.9 1.181 0.984 30 25 max esr max ripple catalog  @ 120 hz  @ 120 hz size size cap part number +25 oc +85 oc (inches) (mm) (f) () (a) d l d l 200 vdc; 250 vdc surge 680 lpx681m200c7p3  0.293 2.5 0.984 1.575 25 40 680 lpx681m200a4p3  0.293 2.4 0.866 1.772 22 45 680 lpx681m200e3p3  0.293 2.3 1.181 1.181 30 30 820 lpx821m200e5p3  0.243 2.7 1.181 1.378 30 35 820 lpx821m200h3p3  0.243 2.7 1.378 1.181 35 30 820 lpx821m200c4p3  0.243 2.8 0.984 1.772 25 45 1,000 lpx102m200h3p3  0.199 2.7 1.378 1.181 35 30 1,000 lpx102m200e7p3  0.199 3.1 1.181 1.575 30 40 1,200 lpx122m200h5p3  0.166 3.1 1.378 1.378 35 35 1,200 lpx122m200e4p3  0.166 3.5 1.181 1.772 30 45 1,500 lpx152m200e9p3  0.133 4 1.181 1.969 30 50 1,500 lpx152m200h7p3  0.133 3.6 1.378 1.575 35 40 1,800 lpx182m200h4p3  0.111 4 1.378 1.772 35 45 2,200 lpx222m200h9p3  0.09 4.5 1.378 1.969 35 50 250 vdc; 300 vdc surge 270 lpx271m250a3p3  0.737 1.4 0.866 1.181 22 30 270 lpx271m250c1p3  0.737 1.4 0.984 0.984 25 25 330 lpx331m250c3p3  0.603 1.7 0.984 1.181 25 30 330 lpx331m250a5p3  0.603 1.7 0.866 1.378 22 35 390 lpx391m250e1p3  0.51 1.8 1.181 0.984 30 25 390 lpx391m250a7p3  0.51 1.9 0.866 1.575 22 40 390 lpx391m250c3p3  0.51 1.8 0.984 1.181 25 30 470 lpx471m250a4p3  0.423 2.2 0.866 1.772 22 45 470 lpx471m250c5p3  0.423 2.1 0.984 1.378 25 35 470 lpx471m250e3p3  0.423 2.1 1.181 1.181 30 30 560 lpx561m250a9p3  0.355 2.5 0.866 1.969 22 50 560 lpx561m250h1p3  0.355 2.1 1.378 0.984 35 25 560 lpx561m250e3p3  0.355 2.2 1.181 1.181 30 30 560 lpx561m250c7p3  0.355 2.4 0.984 1.575 25 40 680 lpx681m250h3p3  0.293 2.5 1.378 1.181 35 30 680 lpx681m250c4p3  0.293 2.7 0.984 1.772 25 45 680 LPX681M250E5P3  0.293 2.6 1.181 1.378 30 35 i n s u l a ti o n   d i s k  cde cornell dubilier  ?  1605 e. rodney french blvd. ?  new bedford, ma 02744 ?  phone: (508)996-8561 ?  fax: (508)996-3830 ?  www.cde.com type lpx   85 oc radial snap-in aluminum electrolytic capacitors

 max esr max ripple catalog  @ 120 hz  @ 120 hz size size cap part number +25 oc +85 oc (inches) (mm) (f) () (a) d l d l 250 vdc; 300 vdc surge 820 lpx821m250h5p3  0.243 3.0 1.378 1.378 35 35 820 lpx821m250e7p3  0.243 3.0 1.181 1.575 30 40 1,000 lpx102m250h7p3  0.199 3.4 1.378 1.575 35 40 1,000 lpx102m250e4p3  0.199 3.4 1.181 1.772 30 45 1,200 lpx122m250h4p3  0.166 3.8 1.378 1.772 35 45 1,500 lpx152m250h9p3  0.133 4.2 1.378 1.969 35 50 350 vdc; 400 vdc surge 100 lpx101m350a1p3  1.989 0.6 0.866 0.984 22 25 120 lpx121m350c1p3  1.658 0.7 0.984 0.984 25 25 120 lpx121m350a3p3  1.658 0.7 0.866 1.181 22 30 150 lpx151m350c3p3  1.326 0.8 0.984 1.181 25 30 150 lpx151m350a5p3  1.326 0.8 0.866 1.378 22 35 180 lpx181m350a7p3  1.105 0.9 0.866 1.575 22 40 180 lpx181m350c3p3  1.105 0.9 0.984 1.181 25 30 180 lpx181m350e1p3  1.105 1.0 1.181 0.984 30 25 220 lpx221m350a4p3  0.904 1.1 0.866 1.772 22 45 220 lpx221m350e3p3  0.904 1.1 1.181 1.181 30 30 220 lpx221m350c5p3  0.904 1.1 0.984 1.378 25 35 270 lpx271m350e3p3  0.737 1.2 1.181 1.181 30 30 270 lpx271m350c7p3  0.737 1.2 0.984 1.575 25 40 270 lpx271m350a9p3  0.737 1.3 0.866 1.969 22 50 270 lpx271m350h1p3  0.737 1.3 1.378 0.984 35 25 330 lpx331m350c4p3  0.603 1.4 0.984 1.772 25 45 330 lpx331m350h3p3  0.603 1.4 1.378 1.181 35 30 330 lpx331m350e5p3  0.603 1.4 1.181 1.378 30 35 390 lpx391m350h3p3  0.51 1.6 1.378 1.181 35 30 390 lpx391m350e7p3  0.51 1.8 1.181 1.575 30 40 470 lpx471m350h5p3  0.423 1.8 1.378 1.378 35 35 470 lpx471m350e4p3  0.423 1.9 1.181 1.772 30 45 560 lpx561m350h7p3  0.355 2.1 1.378 1.575 35 40 680 lpx681m350h4p3  0.293 2.4 1.378 1.772 35 45 400 vdc; 450 vdc surge 82 lpx820m400a1p3  2.426 0.6 0.866 0.984 22 25 100 lpx101m400a3p3  1.989 0.7 0.866 1.181 22 30 120 lpx121m400a3p3  1.658 0.7 0.866 1.181 22 30 120 lpx121m400c1p3  1.658 0.7 0.984 0.984 25 25 150 lpx151m400c3p3  1.326 0.9 0.984 1.181 25 30 180 lpx181m400a7p3  1.105 1.0 0.866 1.575 22 40 max esr max ripple catalog  @ 120 hz  @ 120 hz size size cap part number +25 oc +85 oc (inches) (mm) (f) () (a) d l d l 400 vdc; 450 vdc surge 180 lpx181m400c5p3  1.105 1.0 0.984 1.378 25 35 220 lpx221m400e3p3  0.904 1.2 1.181 1.181 30 30 220 lpx221m400h1p3  0.904 1.2 1.378 0.984 35 25 220 lpx221m400c7p3  0.904 1.2 0.984 1.575 25 40 270 lpx271m400c4p3  0.737 1.4 0.984 1.772 25 45 270 lpx271m400e5p3  0.737 1.4 1.181 1.378 30 35 270 lpx271m400h3p3  0.737 1.4 1.378 1.181 35 30 330 lpx331m400e7p3  0.603 1.6 1.181 1.575 30 40 330 lpx331m400h3p3  0.603 1.5 1.378 1.181 35 30 390 lpx391m400h5p3  0.510 1.8 1.378 1.378 35 35 390 lpx391m400e4p3  0.510 1.8 1.181 1.772 30 45 470 lpx471m400h7p3  0.423 2.0 1.378 1.575 35 40 470 lpx471m400e9p3  0.423 2.0 1.181 1.969 30 50 560 lpx561m400h4p3  0.355 2.3 1.378 1.772 35 45 680 lpx681m400h9p3  0.293 2.6 1.378 1.969 35 50 450 vdc; 500 vdc surge 56 lpx560m450a1p3  3.553 0.5 0.866 0.984 22 25 68 lpx680m450a3p3  2.926 0.6 0.866 1.181 22 30 82 lpx820m450c1p3  2.426 0.7 0.984 0.984 25 25 82 lpx820m450a3p3  2.426 0.7 0.866 1.181 22 30 100 lpx101m450c3p3  1.989 0.8 0.984 1.181 25 30 100 lpx101m450a5p3  1.989 0.8 0.866 1.378 22 35 120 lpx121m450e1p3  1.658 0.9 1.181 0.984 30 25 120 lpx121m450c5p3  1.658 1.0 0.984 1.378 25 35 120 lpx121m450a7p3  1.658 0.9 0.866 1.575 22 40 150 lpx151m450a9p3  1.326 1.1 0.866 1.969 22 50 150 lpx151m450e3p3  1.326 1.1 1.181 1.181 30 30 150 lpx151m450c7p3  1.326 1.1 0.984 1.575 25 40 180 lpx181m450c4p3  1.105 1.3 0.984 1.772 25 45 180 lpx181m450h1p3  1.105 1.2 1.378 0.984 35 25 180 lpx181m450e7p3  1.105 1.4 1.181 1.575 30 40 220 lpx221m450h3p3  0.904 1.5 1.378 1.181 35 30 220 lpx221m450c9p3  0.904 1.5 0.984 1.969 25 50 220 lpx221m450e7p3  0.904 1.6 1.181 1.575 30 40 270 lpx271m450e4p3  0.737 1.7 1.181 1.772 30 45 270 lpx271m450h5p3  0.737 1.7 1.378 1.378 35 35 330 lpx331m450h7p3  0.603 2.0 1.378 1.575 35 40 330 lpx331m450e9p3  0.603 2.0 1.181 1.969 30 50 390 lpx391m450h4p3  0.510 2.2 1.378 1.772 35 45 470 lpx471m450h9p3  0.423 2.5 1.378 1.969 35 50  cde cornell dubilier  ?  1605 e. rodney french blvd. ?  new bedford, ma 02744 ?  phone: (508)996-8561 ?  fax: (508)996-3830 ?  www.cde.com type lpx   85 oc radial snap-in aluminum electrolytic capacitors

 notice and disclaimer:    ll rodct drains descritions secications statements inormation and  data collectiel te normation in tis dataseet or oter lication are sect to cane e  cstomer is resonsile or cecin conrmin and eriin te etent to ic te normation con  tained in tis dataseet or oter lication is alicale to an order at te time te order is laced ll  normation ien erein is elieed to e accrate and reliale t it is resented itot an aran  tee arrant reresentation or resonsiilit o an ind eressed or imlied tatements o sitailit  or certain alications are ased on te nolede tat te ornell dilier coman roidin sc  statements  ornell dilier as o  oeratin conditions tat sc ornell dilier coman reards  as tical or sc alications t are not intended to constitte an arantee arrant or reresenta  tion reardin an sc matter  and ornell dilier secicall and eressl disclaims an arantee  arrant or reresentation concernin te sitailit or a secic cstomer alication se storae  transortation or oeratin enironment e normation is intended or se onl  cstomers o  ae te reisite eerience and caailit to determine te correct rodcts or teir alication n  tecnical adice inerred rom tis normation or oterise roided  ornell dilier it reerence  to te se o  an ornell dilier rodcts is ien ratis nless oterise secied  ornell dilier  and ornell dilier assmes no oliation or liailit or te adice ien or reslts otained  lto  ornell dilier stries to al  te most strinent alit and saet standards reardin te desin  and manactrin o its rodcts in lit o te crrent state o te art isolated comonent ailres ma  still occr ccordinl cstomer alications ic reire a i deree o reliailit or saet sold  emlo sitale desins or oter saeards sc as installation o rotectie circitr or redndancies   or oter aroriate rotectie measres in order to ensre tat te ailre o an electrical comonent  does not reslt in a ris o ersonal inr or roert damae lto all rodctrelated arnins  cations and notes mst e osered te cstomer sold not assme tat all saet measres are indi  cated in sc arnins cations and notes or tat oter saet measres ma not e reired  cde cornell dubilier  ?  1605 e. rodney french blvd. ?  new bedford, ma 02744 ?  phone: (508)996-8561 ?  fax: (508)996-3830 ?  www.cde.com type lpx   85 oc radial snap-in aluminum electrolytic capacitors
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