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		  Datasheet File OCR Text:


		  page 1 of 7    www .durakoolrelays.com   sales department  tel: (888) 847-6552 dlr industrial power relay contacts contact number & arrangement spst-no (1 form a); dpst-no (2 form a) contact material agcdo,  agsno 2  (special order only) max. switching voltage ac/dc 250vac, 30vdc min. breaking capacity w 0.5w (agcdo), 1w (agsno 2 ) rated load (resistive - cos =1) ac1 spst-no, dpst-no pcb : 20a/220vac spst-no: 30a/220vac / dpst-no: 25a/220vac max. switching power 4,400va (pcb types); 5,500va (dpst-no); 6,600va (spst-no) initial resistance  50m?, max. at 1a/24vdc max. operating frequency at rated load ac1 1,800 cycles per hour coil rated voltage ac 6...200/240v dc 6...100v must release voltage 0.15un operating range of supply voltage see coil tables 1 & 2 insulation insulation resistance 1000m? at 500vdc, 50%rh impulse withstand voltage between coil and contact: 10,000v dielectric strength coil to contact 4,000vrms, 1min (50/60hz) contacts of the same pole 2,000vrms, 1min (50/60hz) contacts of  different poles (dpst-no) 2,000vrms, 1min (50/60hz) general data operating time (typical) ms  30 release time (typical) ms  30 electrical life ops 1 x 10 5  at 1,800 ops/hour at rated load (fig 1.) mechanical life  ops 5 x 10 6  at 1,800 ops/hour dimensions l x w x h various - see drawings (fig 2.) weight approx. 90g (3.17oz) quick connect (fast-on) type approx. 100g (3.52oz) pcb terminal type approx. 120g (4.23oz) screw terminal type ambient temperature -40 to 85c shock resistance approx. 100g mechanical durabilty, 10g malfunction durability vibration resistance da 1.5mm 10-55hz ? high current switching - 6,600va max. ? good inrush current resistance ? wide range ac coils ? din rail mounting options ? screw, plug-in or pcb terminals ? applications include heaters, hvac and   motor controls ? rohs compliant ref: dlr 091411jhm specifcations are subject to change without notice. e&oe.

 page 2 of 7   www .durakoolrelays.com   sales department  tel: (888) 847-6552 dlr industrial power relay dc coil data (at 23c) table 1 coil voltage code nominal voltage  (v dc) coil resistance  (?) 10% power              consumption approx. (mw) must operate     voltage max.        (v dc) must release      voltage min.        (v dc) max. allowable  voltage  (v dc) 1006 6 18.9 1.9w 4.5 0.9 6.6 1012 12 75 9 1.8 13.2 1024 24 303 18 3.6 26.4 1048 48 1220 36 7.2 52.8 1100 100  5260 75 15.0 110.0 ref: dlr 091411jhm 1 0 1 0 specifcations are subject to change without notice. e&oe. ordering codes type contact  material contact            arrange - ment cover pro - tection and  mounting coil code options d l r - - - - contact material see tables 1, & 2 10 - agcdo 30 - agsno 2  (special order - contact factory) contact arrangement 21 - spst-no (1 n/o) 22 - dpst-no (2 n/o) cover protection category 2 - in cover, ip40 4 - cover with fange mount, ip40 9 - cover with fange and din rail mount, ip40 connection mode 5 - for pcb 6 - 6.35mm quick connect blade terminals 8 - screw terminals options nil - no option k - test button coil insulation type nil - class f (standard) b - class b (special order - contact factory) ac coil data (at 23c)  table 2 coil voltage code nominal voltage  (v ac) rated coil current (ma) +15/-20% power               consumption approx. (mw) must operate   voltage max.        (v ac) must release  voltage min. (v ac) max. allowable  voltage (v ac) 5012 12 142 1.7 to 2.5va  (60hz) 9 0.9 13.2 5024 24 71 18 1.8 26.4 5050 50 34 37.5 3.6 55 5120 100 to 120 17 to 20.4 75 18 132 5230 200 to 240 8.5 to 10.2 150 36 264

 reference curves fig. 1 page 3 of 7   www .durakoolrelays.com   sales department  tel: (888) 847-6552 dlr industrial power relay ref: dlr 091411jhm specifcations are subject to change without notice. e&oe. ycnatcepxe efil rewop gnihctiws mumixam 10 100 50 40 30 20 10 1 30 50 70 100 300 500 1,000 5 switching current (a) 3 life expectanc y (x 10 operation) switching voltage (v) switching current (a) ac  inductive load (co s   =0.4) ac  resistive load 220vac resistive load 220 vac inductive load (co s   =0.4) ycnatcepxe efil rewop gnihctiws mumixam 10 100 50 40 30 20 10 1 30 50 70 100 300 500 1,000 5 switching current (a) 3 life expectanc y (x 10 operation) switching voltage (v) switching current (a) ac  inductive load ac  resistance load (co s   =0.4) 220vac resistive load 220 vac inductive load (co s   =0.4) ycnatcepxe efil rewop gnihctiws mumixam 10 100 50 40 30 20 10 1 30 50 70 100 300 500 1,000 5 switching current (a) 3 life expectanc y (x 10 operation) switching voltage (v) switching current (a) 220vac resistive load ac  inductive load ac  resistance load (co s   =0.4) 220 vac inductive load (co s   =0.4) dlr spst-no (except pcb) dlr dpst-no (except pcb) dlr pcb spst-no, dpst-no

 overall dimensions and wiring diagrams fig. 2 dlr industrial power relay    age  o    www duraoolrelayscom   ales department  tel   specifcations are subject to change without notice. e&oe.  ref: dlr 091411jhm specifcations are subject to change without notice. e&oe. 52.5 max. 50.5 max. 6.35 11 33.5 max. 53 max. 0.8 0 4 1 6 (top view) mounting holes (dlr99 bracket) 40  +1 - two x 4.5-dia. holes or  m4 tapped holes 52.5 max. 50.5 max. 6.35 11 33.5 max. 53 max. 0.8 1 0 2 4 6 8 (top view) 52.5 max. 34.5max. 55max. 50.5 max. two x m3.5 screws for coil (top view) mounting holes (dlr99 bracket) 0 4 1 6 40 +1 - two x  4.5-dia. holes or  m4  tapped holes 52.5 max. 34.5max. 55max. 50.5 max. two x m3.5 screws for coil 1 0 2 4 6 8 (top view) dlr10-2126 / dlr10-2126-k (shown with dlr99 mounting bracket) dlr10-2226 / dlr10-2226-k (shown with dlr99 mounting bracket) dlr10-2128 / dlr10-2128-k (shown with dlr99 mounting bracket) dlr10-2228 / dlr10-2228-k (shown with dlr99 mounting bracket)

 overall dimensions and wiring diagrams fig. 2 (cont.) page 5 of 7   www .durakoolrelays.com   sales department  tel: (888) 847-6552 dlr industrial power relay ref: dlr 091411jhm specifcations are subject to change without notice. e&oe. 68.5 max. 60 50.5 max. 6.35 11 3 33.5 max. 47 max. 0.8 0.8 4 0 6 1 two x 4.5-dia. holes  or m4 tapped holes 60+0.2 - (top view) 68.5 max. 60 50.5 max. 6.35 11 3 33.5 max. 47 max. 0.8 0.8 0 2 4 6 8 1 two x 4.5-dia. holes  or m4 tapped holes 60+0.2 - (top view) (top view) mounting holes 60 max. 68.5 max. 50.5 max. two x m3.5 screws for coil 34.5max. two x m4 screws for contact 49max. 4.5 4 0 6 1 two x 4.5-dia. holes  or m4 tapped holes 60+0.2 - 0 2 4 6 8 1 (top view) mounting holes 60 max. 68.5 max. 50.5 max. two x m3.5 screws for coil 34.5max. two x m4 screws for contact 49max. 4.5 two x 4.5-dia. holes  or m4 tapped holes 60+0.2 - 3 dlr10-2146 / dlr10-2146-k dlr10-2246 / dlr10-2246-k dlr10-2148 / dlr10-2148-k dlr10-2248 / dlr10-2248-k all dimensions in mm

   dlr industrial power relay    age  o    www duraoolrelayscom   ales department  tel   specifcations are subject to change without notice. e&oe. ref: dlr 091411jhm specifcations are subject to change without notice. e&oe. overall dimensions and wiring diagrams fig. 2 (cont.) all dimensions in mm dr1212 (for c mounting) dr1222 (for c mounting) dr121 (for d rail mounting) dr122 (for d rail mounting) (top view) mounting holes (top view) (top view) mounting holes (top view) 0 4 1 6 terminal  arrangement / internal  connections top  iew top  ie w     top  ie w                                                 

     overall dimensions and wiring diagrams fig. 2 (cont.) age  of      .duraoolrelas.com   ales deartment  el () 2 dlr industrial power relay ref: dlr 091411jhm specifcations are subject to change without notice. e&oe.          terminal  arrangement / internal  connections top  iew top  ie w     top  ie w                                                  accessories / overall dimensions fig. 3 dr ounting racet drf d rail ocet drfc finger rotection cover 26 24 17.8 40 46 30 24 7 50 55 10 19.7 4. 4 3 tw o  x4 .5 -d ia. holes 25 tw o  xm 3.5 screws fo rc oil 40  0. 1 55.5m ax. 46 max . 51.5m ax. 5 9. 2 four  xm4 screw s forc ontact 8 34.5 max. 50.5 max. 1 6 max. all dimensions in mm
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