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		  Datasheet File OCR Text:


		  |||||||||| | | | | |  APAMPG-130 ? high reliability/ sensitivity ? compact size ? easy to install (magnet base) ? rohs compliant standard specifications: typical applications: features: 44.0 x 14.5mm 3 0 3 3 2   e s p e r anza,   r a n c ho  s ant a   m a r g ari t a ,   c a l i f o r n i a   9 2 6 8 8 t e l   949- 546- 8000   |   f a x   949- 546- 800 1 |  w w w . a b r a c o n . c o m visit  www.abracon.com for  terms & conditions of sale cer tified abracon is  cer tified  abracon is  iso9001:2008  cer tified  ? automotive navigation ? automotive monitoring ? personal tracking msl level: not applicable   gps+glonass active antenna module - magnet base   ante nna        l ow  noise  am p li f ier  ( l na )      p ar am et e rs   mi n.   t yp.   max .   u nit s   n ot e   fre que ncy   r ang e   1572   1595   1618   mhz     d c  v ol t ag e   2.8     5.0   v     g ai n     30     db   ( w it h o u t c ab le  +2 5  c    1 0  c )   o ut put   v s wr       2.0       n oi se  f i g ur e       1.5     ( +2 5  c    1 0  c )   d c  cur r e nt     13.5     m a   ( a t 3 . 0 v)   o ut - b and rej ec t i on   20       db   ( f o +1 0 0 mh z)   25       db   ( f o - 1 0 0 mh z)         over all  ( co m p let e   m odule i n c lu d in g rf  conn ector )   p ar am et e rs   mi n.   t yp.   max .   u nit s   n ot e   fre que ncy   r ang e   1572   1595   1618   mhz     o ut put     v . w.s.r       2.0       i m peda nce     50     ?     peak  g ai n       30   db i c     o per a ting   t em per at u r e   - 40     +80   ? c     stor ag e  t em per a t ur e   - 45     +85   ? c     p ar am et e rs   mi n.   t yp.   max .   u nit s   n ot e   fre que ncy  r ang e  1572.42   1575.42   1578.42   mhz   (f o r  g p s )   1594   1602   1610   mhz   (f o r  g l on a ss)   b andwid t h   8.0      mhz   (f o r  g p s )   16.0       mhz   (f o r  g l on a ss)   v swr   at  c en t e r  fr eque n c y       1.5: 1       pola r i z at i on  mode l   r h c p     (rig h t  ha nd  circ u lar  p o larizati o n )   i m peda nce     50    ?     g ai n     5    db i   (ba se d   o n   7 0  7 0 m m   g round   p la n e)   o per a ting t em per at u r e   - 40     +80   ? c     stor ag e  t em per a t ur e   - 45     +85   ? c     revised: 10.30.14 rohs/rohs ii compliant lead in copper alloy exemption (6c); and lead in glass exemption (7c-i) esd sens itive

 APAMPG-130 |||||||||| | | | | |  3 0 3 3 2   e s p e r anza,   r a n c ho  s ant a   m a r g ari t a ,   c a l i f o r n i a   9 2 6 8 8 t e l   949- 546- 8000   |   f a x   949- 546- 800 1 |  w w w . a b r a c o n . c o m visit  www.abracon.com for  terms & conditions of sale cer tified abracon is  cer tified  abracon is  iso9001:2008  cer tified    44.0 x 14.5mm    ante nna? s im p e d an ce a nd re turn - l oss ch ar ac te r istics        l na  re f lec tion prof il e                 t e st   cond i t i on:   27x27 mm  gr ound   t e st   cond i t i on:  d c  3.0 v   test conditions & test setup:      outline dimension:                 u n i t: mm s 11:  i nput vs w r   s 21:  l na  g a i n  revised: 10.30.14         s ide v iew   top v iew   b ott om view   p ar am et e rs   d es cr i pt i on   l   ( c abl e1 leng t h )   4 00 1 0cm   r f c abl e a tte nua tion   1.3db / m   a nt enna     d i el e ct r i c cer am i cs   pc b   fr 4   r f c onnec t or   sma - j 3   shie l di ng   tinpl at e   t h i ck nes s   15.5 m m   moun ting  t y pe   magnet base   rohs/rohs ii compliant lead in copper alloy exemption (6c); and lead in glass exemption (7c-i) esd sens itive gps+glonass active antenna module - magnet base

 APAMPG-130 |||||||||| | | | | |  3 0 3 3 2   e s p e r anza,   r a n c ho  s ant a   m a r g ari t a ,   c a l i f o r n i a   9 2 6 8 8 t e l   949- 546- 8000   |   f a x   949- 546- 800 1 |  w w w . a b r a c o n . c o m visit  www.abracon.com for  terms & conditions of sale cer tified abracon is  cer tified  abracon is  iso9001:2008  cer tified  44.0 x 14.5mm                                                                              product image:   packaging: caution:   (1) do not apply excess mechanical stress to the component body or terminations. do not attempt to re-form or bend the components as this will cause          damage to the component.   (2) do not expose the component to open flame.   (3) this specification applies to the functionality of the component as a single unit. please insure the component is thoroughly evaluated in the application         circuit.                                   each 630 x 460 x 105mm size carton includes 100 pieces of antenna     a tten t i o n : a b r aco n   c orpo r ation ? s   p roducts   a r e   c o t s   ?   commer cial-of f-t h e -shelf   p r o d ucts ;   suitab le  for  commer cial,   indust r ial  a nd,  w her e   d e s i gnated,  aut o m otive  applica- tio n s .     abraco n ? s   p r odu cts   a r e   not  s pecif ically  des igned  for  m ilitar y ,   a viation,  a e rospace,   lif e -de p e nda n t   m edical  a pplications  or  a n y   a pplication  r e qui r ing h igh   r eliab ility  w her e   c o mpon e n t   f ailure   could  r e s ult  in  loss  o f   lif e   and/or   p r o p e r t y .   for  app lications  r e qui r i ng  h i gh  r eliab ility   and / or  pre s e n ting a n   e x t r eme  ope r atin g  environmen t , written cons ent and   author ization from  a b r acon cor por ation  i s requ i r e d. pleas e   c ontact  abracon c orporation for m ore   i nformation. revised: 10.30.14 rohs/rohs ii compliant lead in copper alloy exemption (6c); and lead in glass exemption (7c-i) esd sens itive gps+glonass active antenna module - magnet base
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