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		  Datasheet File OCR Text:


		  nec express5800/R110G-1E high performance superior energy efficiency simplified manageability reliable and energy efficient rack servers for data centers the right-sized network infrastructure server flexible and dense the express5800/R110G-1E, an affordable yet powerful   rack server, delivers essential server features, flexibility, and  enterprise-class reliability in a small footprint. in addition,  the platform features a wide range of server and upgrade  options for various computing needs and future business  growth. the server helps to cut costs through necs cooling  technology that enables operation in temperatures as high  as 40 degrees celsius (104 degree fahrenheit). simplicity and reliability the express5800/R110G-1E, a single socket 1u rack server  built on the latest intel ?  xeon ?  e3-1200 v3 processors, is  designed for front-office applications, for the corporate data  center, and for cloud infrastructure. the R110G-1E supports  various components as well as the nec experssscope  engine which provides extensive management features. the  R110G-1E is suitable for dedicated/single it applications,  file/print, and network edge applications.      

 nec express5800/R110G-1E model express5800/R110G-1E form factor / height 1u rack number of processors 1 processors intel ?  pentium ?  processor processor g3240 (3.10 ghz/2-core/3 mb) intel ?  xeon ?  processor e3-1220 v3 (3.10 ghz/4-core/8 mb) intel ?  xeon ?  processor e3-1231 v3 (3.40 ghz/4-core/8 mb) intel ?  xeon ?  processor e3-1240l v3 (2 ghz/4-core/8 mb) intel ?  xeon ?  processor e3-1275l v3 (2.70 ghz/4-core/8 mb) intel ?  xeon ?  processor e3-1271 v3 (3.60 ghz/4-core/8 mb) memory type ddr3l-1600 ecc udimm memory slots 4 maximum memory 32 gb storage type hot plug 2.5-inch sas hdd, hot plug 2.5-inch sata hdd, hot plug 2.5-inch sas ssd hot plug 3.5-inch sata hdd maximum internal drive bays 4 3.5-inch 6 to 8 2.5-inch with optional drive cage maximum internal storage 16 tb removable media  1 bay for optical disk drive expansion slots 1 pcie x16 gen 3, 1x pcie x4 gen 2 video (vram) integrated in the server management controller (32 mb) network 2 1000base-t plus 1 100base-tx for management redundant power supply  optional, hot plug redundant cooling fan  standard, hot plug power supplies non-hot plug: 400 watt hot plug: 500 watt interface 1 vga,1 to 2 serial, 3 usb 3.0, 2 usb 2.0 (plus 1 internal usb 2.0), 2 lan, 1 management lan dimensions (w x d x h) and maximum weight  444.0 x 615.2 x 43.6 mm / 17.5 x 24.2 x 1.7 in / 17.5 kg / 38.58 lbs temperature and humidity conditions (non-condensing) operating: 10 to 40 c / 50 to 104 f, 20 to 80% non-operating: -10 to 55 c / 14 to 131 f, 20 to 80% operating systems and virtualization software microsoft ?  windows server ?  2008 x86 standard / enterprise microsoft ?  windows server ?  2008 r2 standard / enterprise microsoft ?  windows server ?  2012 standard / datacenter microsoft ?  windows server ?  2012 r2 standard / datacenter red hat ?  enterprise linux ?  5 red hat ?  enterprise linux ?  6 red hat ?  enterprise linux ?  7 vmware ?  esxi ?  5 vmware ?  esxi ?  6 note : for linux support, go to the nec website at http://www.nec.com/global/prod/express/linux/, or contact our sales representative hardw are s pecification high performance superior energy efficiency simplified manageability   ? supports the latest intel ?  xeon ?  e3-1200  v3 series 4-core processors for maximum  energy efficiency and performance   ? supports up to 32 gb memory and 16  tb drive capacity, which is ideal for  network infrastructure applications   ? raid controller supporting lsi  cachevault technology for high i/o  throughput and data protection   ? necs advanced intelligent fan control  technology minimizes cooling power  consumption with individually optimized  fan speeds   ? 80 plus ?  gold certified redundant  power supply and 80 plus ?  platinum  certified non-redundant power supply  enable greater energy savings   ? integrated expressscope engine 3  technology provides extensive remote  management capabilities regardless of the  status of the servers power or operating  system   ? nec esmpro software suite provides  centralized server management  capabilities as well as advanced power  management ?copyright 2015 nec corporation. the information and specifications  contained in this publication are subject to modification without prior notice.  microsoft and windows server are either registered trademarks or trademarks  of microsoft corporation in the united states and/or other  countries. intel,  intel logo, pentium, pentium inside, xeon, and xeon inside are trademarks  of intel corporation in the u.s. and/or other countries. linux is a trademark of  linus torvalds. red hat is a registered trademark of red hat, inc. in the u.s.  vmware is a registered trademark or trademark of vmware, inc. in the united  states and/or other jurisdictions. all other names of products and brands  cited are the property of their respective owners. nec is not responsible for  photographic or typing errors. cat. no. e02-15040005e R110G-1E april 2015 asia (apac) nec corporation europe (emea) nec enterprise solutions north america nec corporation of america 7-1, shiba 5-chome minato-ku tokyo 108-8001 japan  olympia 4  1213 nt hilversum the netherlands +31 35 6899111 3151 jay street, ste. 110,  santa clara, ca 95054 u.s. +1 866 632 3226 www.nec.com/express www.nec-enterprise.com www.necam.com/servers  nec corporation www.nec.com   
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