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		  Datasheet File OCR Text:


		  , u na. 20 stern ave. springfield, new jersey 07081 u.s.a. telephone: (973) 376-2922 (212)227-6005 fax: (973) 376-8960 mda200 series (3n253 thru 3n259) miniature integral diode assemblies . . . with silicon rectifier chips interconnected anil encapsulated into voidless rectifier bridge circuits. ? high resistance to shock and vibration ? high dielectric strength ? built-in printed circuit board stand-offs ? ul recognized = 60"c/w maximum ratings rating (per diod.) peak repetitive reverse voltage working peak reverse voltage dc blocking voltage dc output voltage resistive load capacitive load sine wave rms input voltage average rectified forward current resistive load, 60 hz. ta = 55c) non-repetitive peak surge current (preceded and followed by rated current and voltage, ta = b5ci operating and storage junction temperature range symbol vrrm vrwm vr _, vdc vdc vrirmsi 'o 'fsm tj-tstg f)o 83 zo "5 50 32 50 35 i55 zo ns 100 64 100 70 si a ns 200 127 200 140 ai *s 400 255 400 280 -s a^ *s 600 382 600 420 z! n boo 510 800 560 o 2o "s 1000 640 1000 700 -? 60 (for 1 cycle ?-. -?? 66 to +165 ?? unit volts volts volts volts amp c electrical characteristics chariot if istic instantaneous forward voltage (per diode) (if ' 3.14 amp, tj-25ci reverse current {per diode) (rated vr,ta- 25ci symbol "f 'r tvp 1.0 - mix 1.1 10 unit volts ma mechanical characteristics case: train!?r molo.ll pl?tlc polarity: terminal designation on case .j pin 1 (+| for dc output 1 pin 4 h for dc output |pins^2 and 3 (ac) for ac input ivbunting position: any weight: 1.8 gc.mt (.pproxl terminals: readily solderable connections, corrosion resistant. single-phase full-wave bridge 2.0 amperes 50-1000 volts dim a b c d f c j k l n n millimeters min 1459 4.57 _ 0.76 102 3.68 056 _ 1.78 2.54 9.40 max ib49 5.08 70.57 1.02 u? 3.94 uml 9.02 2.03 2.!9 1003 inc min 0590 o.ieo - 0.030 0040 ^.145 o.d22 _ 0.070 0.100 0.370 ms max 0.610 0200 0.810 0.040 0.050 o.i5s 0.028 0355 0.080 0.110 0395 nj semi-conductors reserves the right to change test conditions, parameter limits and package dimensions without notice. information furnished by nj semi-conductors is believed to.be both accurate and reliable at the time of going to press. however, nj semi-conductors assumes no responsibility for any errors or omissions discovered in its use. nj semi-conductors encourages customers to verify that datasheets are current before placing orders. quality semi-conductors
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