

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						1202A			MK13H			110006			N4124			TD2009			P1611			E332M			50004			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				X32-W Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  euroquartz limited  blacknell lane  crewkerne  somerset  uk  ta18 7he tel: +44 (0)1460 230000  fax: +44 (0)1460 230001    info@euroquartz.co.uk    www.euroquartz.co.uk euro quartz outline & dimensions 3.2 x 2.5 x 0.7mm smd X32-W crystals equivalent series resistance 12.0 ~ 14.9  80 15.0 ~ 19.9  50 20.0 ~ 52.0  40 frequency range mhz esr  max. * wi-fi applications description X32-W crystals are micro-miniature surface-mount mount crystals. the crystals have a gold plated ceramic base with a seam welded metal lid providing a stable crystal with very low ageing. the rugged construction ensures that this crystal has high shock and vibration resistance. the crystal has been optimized for wi-fi applications: bluetooth/ bluetooth low energy (ble), bluetooth smart, zigbee, ism, wi-fi / wlan, lpwan and others. miniature package: 3.2 x 2.5 x 0.7mm gold-plated ceramic base with metal seam-welded package very low ageing optimized for wi-fi applications high shock and vibration resistance standard frequencies*:  16.0, 19.2, 20.0, 24.0, 25.0,     26.0, 27.120, 30.0, 32.0, 37.40,     38.40, 40.0, 48.0, 52.0mhz operating mode:  at-cut fundamental: calibration tolerance at 25oc:   10ppm frequency stability   -20 to +70c  10ppm   -40 to +85c  15ppm   -40 to +105c  30ppm storage temperature:   -50~+105c equivalent series resistance:  shunt capacitance (c0):   2pf to 4pf typical, 5pf maximum load capacitance (cl):   series or from 10pf to 32pf ageing:   X32-W crystals are generated as follows: 16.000mhz  X32-W-18pf example: nominal frequency package size and       wifi optimisation load capacitance
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