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		  phoenix   contact   deutschland   gmbh page   1   /   4 http://www.phoenixcontact.de feb   25,   2010 extract   from   the   online catalog ? hc-ka-b   16-bu/pel order   no.:   1772829 http://eshop.phoenixcontact.de/phoenix/treeviewclick.do?uid=1772829 ? ? heavycon   terminal   adapter   female   insert,   b16   series,   16.   pos., protective   conductor   connection   on   the   left   for   the   right   side   of   the control   cabinet,   screw   connection;   contact   inserts   with   screw,   crimp, and   quickon   connections   usable   as   mating   connectors. ? commercial   data ean 4017918037437 pack 5   pcs. customs   tariff 85369010 weight/piece 0.14479   kg catalog   page   information page   382   (pc-2007) product   notes weee/rohs-compliant   since: 12/01/2005 http:// www.download.phoenixcontact.com please   note   that   the   data   given here   has   been   taken   from   the online   catalog.   for   comprehensive information   and   data,   please   refer to   the   user   documentation.   the general   terms   and   conditions   of use   apply   to   internet   downloads. technical data electrical   characteristics note for   heavycon   advance   panel   mounting   flange   and heavycon   panel   mounting   base   of   type   b16.   contact   inserts with   screw,   crimp,   and   quickon   connections   can   be   used   as mating   connectors. number   of   positions 16 connection   in   acc.   with   standard iec   /   en rated   voltage   (iii/3) 400   v

 hc-ka-b   16-bu/pel order   no.:   1772829 http://eshop.phoenixcontact.de/phoenix/treeviewclick.do?uid=1772829 phoenix   contact   deutschland   gmbh page   2   /   4 http://www.phoenixcontact.de feb   25,   2010 rated   surge   voltage 6   kv rated   current 16   a mechanical   characteristics design b16 connection   method screw   connection tightening   torque 0.5   nm   ...   0.8   nm stripping   length   of   the   individual   wire 14   mm conductor   cross   section 0.2   mm2   ...   2.5   mm2 connection   cross   section   awg 22   ...   12 general   characteristics contact   material copper   alloy contact   surface   material ag contact   carrier   material pa   /   pc terminal   adapter   width 59.3   mm pollution   degree 3 surge   voltage   category iii inflammability   class   acc.   to   ul   94 v0 connection   in   acc.   with   standard iec   /   en ambient   temperature   (operation) -40   c   ...   125   c assembly   instructions connectors   may   be   operated   only   when   there   is   no   load/voltage. certificates   /   approvals     certification csa,   gost,   ul csa nominal   voltage   u n 300   v nominal   current   i n 9   a awg/kcmil 22-12 ul nominal   voltage   u n 600   v nominal   current   i n 10   a

 hc-ka-b   16-bu/pel order   no.:   1772829 http://eshop.phoenixcontact.de/phoenix/treeviewclick.do?uid=1772829 phoenix   contact   deutschland   gmbh page   3   /   4 http://www.phoenixcontact.de feb   25,   2010 awg/kcmil 22-12 accessories item designation description assembly 1775240 hc-ka-fe foot   element,   for   mounting   on   din   rail   ns   32,   din   rail   ns   35/7.5 or   din   rail   ns   35/15,   can   be   inserted   between   basic   and   side element 1660083 hc-vsh locking   screw   barrel,   for   a   firm   connection   of   contact   inserts   and din-rail   mountable   terminal   adapters diagrams/drawings diagram dimensioned   drawing

 hc-ka-b   16-bu/pel order   no.:   1772829 http://eshop.phoenixcontact.de/phoenix/treeviewclick.do?uid=1772829 phoenix   contact   deutschland   gmbh page   4   /   4 http://www.phoenixcontact.de feb   25,   2010 address phoenix   contact   deutschland   gmbh flachsmarktstr.   8 32825   blomberg,germany phone   +49   5235   3   12000 fax   +49   5235   3   41200 http://www.phoenixcontact.de ?   2010   phoenix   contact technical   modifications   reserved;
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