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		  Datasheet File OCR Text:


		  nte5318 thru nte5320 single phase bridge rectifier 4 amp features:  ideal for printed circuit board  surge overload rating:  200a (peak) maximum ratings and electrical characteristics:   (t a  = +25  c unless otherwise specified.  single phase,  full wave, 60hz, resistive or inductive load.  for capacitive load, derate current by 20%) maximum recurrent peak reverse voltage, p rv nte5318 200v . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  . . .  NTE5319 600v . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  . . .  nte5320 1000v . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  . .  maximum rms bridge input voltage, nte5318 140v . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  . . .  NTE5319 420v . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  . . .  nte5320 700v . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  . . .  maximum dc blocking voltage, nte5318 200v . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  . . .  NTE5319 600v . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  . . .  nte5320 1000v . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  . .  maximum average forward output current (t a  = +50  c), i f(av) 4a . . . . . . . . . . . . . . . . . . . . . . . . . . .  peak forward surge current, i fsm (8.3ms single sine?wave superimposed on rated load) 200a . . . . . . . . . . . . . . . . . . . . . . . .  maximum forward voltage drop (per bridge element, i f  = 3a), v f 1.0v . . . . . . . . . . . . . . . . . . . . . .  maximum reverse current (at rated dc blocking voltage per element), i r t a  = +25  c 10  a . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  .  t a  = +100  c 1ma . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .   operating junction temperature range, t j ?55   to +125  c . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  storage temperature range, t stg ?55   to +150  c . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

 .566 (14.38) max .767 (19.48) max .070 (1.78) .750 (19.05) min .860 (22.0) min .255 (6.37) .200 (5.08) .050 (1.27) typ ac ac + ?
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