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		  Datasheet File OCR Text:


		  GEL-2461 version: 1 24-port web smart gigabit switch, 16 x sfp GEL-2461 is a 24-port web smart gigabit switch, providing secure and intelligent edge connectivity. the device is a layer 2 wire-speed ethernet switch, perfect for deployments in small and medium businesses, branch offices, and for running essential business services. GEL-2461 offers 8 x 10/100/1000m auto-negotiation ports and 16 sfp combo ports. all rj-45 ports support auto mdi/mdi-x, with snmp and full/half duplex transfer mode for 10 and 100mbps ports as well as full duplex transfer mode for 1000mbps ports. supports jumbo frame, mac address auto-learning and a host of other features such as security logs and detailed traffic statistics for each port.  key features - ieee 802.1d/w spanning tree protocol (stp) and port mirroring - 8 gigabit ethernet ports and 16 gigabit sfp slots - supports port-based vlan, ieee 802.1q vlan tagging - ieee 802.3ad lacp for auto port aggregation - supports command line interface (in rs-232 console) specifications system specifications standards & protocols: ieee 802.3 10-base-t, ethernet ieee 802.3u 100-base-tx, fast ethernet ieee 802.3ab 1000base-t, gigabit ethernet ieee 802.1p quality of service (qos) ieee 802.1q virtual lans (vlans) ieee 802.1d mac bridges ieee 802.1d standard spanning tree protocol (stp) ieee 802.1w rapid spanning tree protocol (rstp) ieee 802.3ad link aggregation control protocol (lacp) memory: 32mb buffer memory: 4mb connectors and cabling: 8 x 10/100/1000base-t rj-45 ports 16 x 1000base-x sfp slots www.level1.com page 1 of 4

 button: reset button indicator: power, link/active transmission method: store-and-forward power: power consumption: < 40w power input: 100-240v ac, 50-60 hz features general: quality of service(qos): - port-based priority - support ieee 802.1p priority - support flow statistics on each port - support real-time display of bandwidth on each port ieee 802.1d/w spanning tree with loopback detection, auto edge port & bpdu filter/guard vlan: - support port-based vlan - support uplink port (one port can belong to more than one vlan) - support 802.1q vlan port mirroring - user-defined mirroring port and mirrored port. support dynamic link aggregation lacp. security: storm control:  support broadcast storm control mac address table and security: -  support mac address auto learning -  support mac address aging -  support mac address statistics -  support mac address learning/binding -  support mac address table management -  support port security control, static address table and dynamic mac address management port security: static and dynamic filtering: port-/mac-/ip-based security port security: - port flow control, support back pressure flow control in half duplex, support ieee 802.3x flow control in full duplex  - ip filter configuration for management interface (snmp, telnet, web) - dynamic arp inspection, link detection management: support web user interface support ip address modification  support dhcp client support switch discover support password modification support auto log out support the limitation of multi-user management at the same time support firmware upgrade through http (file-format check) support resetting the device to the factory default settings  support console port www.level1.com page 2 of 4

 performance backplane (gbps): switching capacity: 48gbps forwarding rate: 36 mpps mac address table: 8k data transfer rate: 10/100/1000mbps packet forwarding rate: 1000mbps port - 1,488,000pps 100mbps port - 148,000pps 10mbps port - 14,880pps jumbo frame (k): 9k environment temperature (c): operating: 0c ~ 45c storage: -10c ~ 70c humidity (non-condensing): storage: 10% ~ 90% operating: 10 ~ 90% physical specifications dimensions (w x d x h mm): 440  230  44 mm weight (g): 3040g www.level1.com page 3 of 4

 diagram order information GEL-2461 package contents GEL-2461 power cord quick installation guide resource cd (user manual, qig) bracket console cable no liability or responsibility for any errors or omissions in the content.  specifications are subject to change without notice. all mentioned brand names are registered trademarks and property of their owners. copyright ? digital data communications gmbh, germany. all rights reserved. powered by tcpdf (www.tcpdf.org) www.level1.com page 4 of 4
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