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		  Datasheet File OCR Text:


		  https://www.phoenixcontact.com/pi/products/2305004 10/16/2018???page? 1 ?/? 3 cable?-?flk 16/24/dv-ai/ez-dr/400?-?2305004 please be informed that the data shown in this pdf document is generated from our online catalog. please find the complete data in the user's documentation. our general terms of use for downloads are valid (http://phoenixcontact.com/download) round cable set; controller: emerson delta v; connection 1: idc/flk socket strip (1x 24-position); connection 2: idc/flk socket strip (1x 16-position); cable length: 4 m key commercial data packing unit 1 pc gtin gtin 4046356038881 technical data general nominal voltage u n < 50 v ac 60 v dc max. current carrying capacity per path 1 a max. conductor resistance 0.16 /m length of cable 4 m single wire, cross section 0.14 mm2 single wire, cross section [awg] 26 single wire, material cu tin-plated external diameter 7 mm cable, preassembly insulation displacement, iec 60352-4/din en 60352-4 shielding no environmental conditions ambient temperature (operation) -20 c ... 50 c ambient temperature (storage/transport) -20 c ... 70 c flame resistance iec?60332-1 din vde 0482 part 332-1 connector 1

 https://www.phoenixcontact.com/pi/products/2305004 10/16/2018???page? 2 ?/? 3 cable?-?flk 16/24/dv-ai/ez-dr/400?-?2305004 technical data connector 1 connection name field level connection method idc/flk socket strip number of connections 1 number of positions 16 pitch 2.54 mm connector 2 connection name controller level connection method idc/flk socket strip number of connections 1 number of positions 24 pitch 2.54 mm supported controller controller emerson deltav - suitable i/o card ve4003s3b5 standards and regulations flame resistance iec?60332-1 din vde 0482 part 332-1 environmental product compliance china rohs environmentally friendly use period = 50 for details about hazardous substances go to tab downloads, category manufacturer's declaration approvals approvals approvals eac / ul listed / cul listed / culus listed ex approvals approval details eac? ? ? ?ru c- de.a*30.b00767

 https://www.phoenixcontact.com/pi/products/2305004 10/16/2018???page? 3 ?/? 3 cable?-?flk 16/24/dv-ai/ez-dr/400?-?2305004 approvals ul listed? ? ? http://database.ul.com/cgi-bin/xyv/template/lisext/1frame/index.htm ?file e 238705 ? ? nominal voltage un 125 v nominal current in 1 a cul listed? ? ? http://database.ul.com/cgi-bin/xyv/template/lisext/1frame/index.htm ?file e 238705 ? ? nominal voltage un 125 v nominal current in 1 a culus listed? ? ? ? phoenix contact 2018 ? - all rights reserved http://www.phoenixcontact.com phoenix contact gmbh & co. kg flachsmarktstr. 8 32825 blomberg germany tel. +49 5235 300 fax +49 5235 3 41200 http://www.phoenixcontact.com
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