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		  Datasheet File OCR Text:


		  seriesseries series  14     all type with sensitivity adjuster,      easy to get the best sensing condition.     all dc type with npn & pnp output, meet any control requirement.     all dc type having over load      protection, and polarity reversed-      protection.     all ac type with surge protection, may      avoided damaged.     unique vertical type saving mounted      space.     high solid compact structure, ip66      applied in poor circumstance suitable. specification m18-c  photo sensor m18 tubular type  10 ~ 30 vdc , ripple < 20% of vp-p 90 ~ 250 v ac , 50/60 hz 0.8m a max. 100ma max. 150ma max. 2ma max. 2ms 10% of sensing distance max. 10ms lamplight < 10,000 lux. ; sunlight < 30,000 lux. lead wire 4 cores / 5.0  x 2m lead wire 3 cores / 4.2 x 2m plug 3 pins blue intensive polymid plug 4 pins  reflex type model output status sensing direction sensing distance operating voltage current consumption output method sensitivity adjuster CDR-10X no CDR-10Xb nc cdr-30x no cdr-30xb nc cdr-30x-v no cdr-30xb-v nc car-10x no car-10xb nc car-10x-v no car-10xb-v nc CDR-10X-m12 no CDR-10Xb-m12 nc cdr-30x-m12 no cdr-30xb-m12 nc cdr-30x-v-m12 no cdr-30xb-v-m12 nc  mirror reflex type model output status sensing direction sensing distance operating voltage current consumption output method sensitivity adjuster cdm-1mr no cdm-1mrb nc cdm-2mx no cdm-2mxb nc cdm-2mx-v no cdm-2mxb-v nc cam-2mx no cam-2mxb nc cam-2mx-v no cam-2mxb-v nc cdm-2mx-m12 no cdm-2mxb-m12 nc cdm-2mx-v-m12 no cdm-2mxb-v-m12 nc vertical horizontal vertical horizontal vertical 25ma max. npn & pnp 150ma max. 270 o o trimmer 30cm 30cm 10cm 10~30vdc horizontal vertical horizontal vertical horizontal vertical horizontal 270 o o trimmer 270 o o trimmer 25ma max. 10cm 10~30vdc 90~250vac 50/60hz 10cm 30cm 30cm 10cm 0.1m~2.5m 0.1m~2.0m horizontal 90~250vac 10~30vdc 0.1m~1.6m 0.1m~2.5m 0.1m~2.0m 0.1m~2.0m 20ma max. 0.5va max. scr 100ma npn & pnp 150ma  max. m18-c m18-c    photo sensor    photo sensor   m18 tubular type   m18 tubular type 20ma max. npn & pnp 150ma  max. 10~30vdc 0.5va max. npn & pnp 150ma  max. scr 100ma type type lead wire lead wire connector connector ac type dc type operating voltage output method response time sensitivity adjuster hysteresis illumination leakage current residual voltage output current protection circuit connection method housing color housing material operating temp./hum. protection class weight power type 13 ip-66 scr npn & pnp 0.8v max. short circuit & polarity reversed protection surge protection circuit non 270 trimmer grey 270 o o trimmer 270 o o trimmer 270 o o trimmer  -20 o c ~ +60 c ; 35% ~ 95% rh o
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 15 16 model output status sensing direction sensing distance operating voltage current consumption output method sensitivity adjuster cdt-10mx no cdt-10mxb nc cdt-6mx-v no cdt-6mxb-v nc cdt-10mx-m12 no cdt-10mxb-m12 nc cdt-6mx-v-m12 no cdt-6mxb-v-m12 nc guiding of model   ex.  ex.  cdr cdr  -   -  30 30     x x  -   -  b b  -   -  v v         m12 m12                                                                                                                                                                                                                                                                                                                                                                                                                     model      light source        cdr=dc reflex type        cdr=dc reflex type        x=infrared led        x=infrared led        car=ac reflex type        car=ac reflex type        r=red led        r=red led        cdm=dc mirror reflex type        cdm=dc mirror reflex type        cam=ac mirror reflex type        cam=ac mirror reflex type        b=nc type        b=nc type        cdt=dc thru beam type        cdt=dc thru beam type        non=no type        non=no type sensing distance  sensing direction        30=30cm        30=30cm        v=vertical type        v=vertical type        2m=2m        2m=2m        non=horizontal type        non=horizontal type        10m=10m        10m=10m   connector type        m12=  m12x1.0        m12=  m12x1.0 output circuit & connection diagram vertical 10m 6m vertical npn & pnp 150ma m18-c photo sensor m18 tubular type  10~30vdc 10~30vdc horizontal dc type npn & pnp output ac type scr output 6m horizontal 270 o o trimmer 270 o o trimmer p 15 16 model output status sensing direction sensing distance operating voltage current consumption output method sensitivity adjuster cdt-10mx no cdt-10mxb nc cdt-6mx-v no cdt-6mxb-v nc cdt-10mx-m12 no cdt-10mxb-m12 nc cdt-6mx-v-m12 no cdt-6mxb-v-m12 nc guiding of model   ex.  ex.  cdr cdr  -   -  30 30     x x  -   -  b b  -   -  v v         m12 m12                                                                                                                                                                                                                                                                                                                                                                                                                     model      light source        cdr=dc reflex type        cdr=dc reflex type        x=infrared led        x=infrared led        car=ac reflex type        car=ac reflex type        r=red led        r=red led        cdm=dc mirror reflex type        cdm=dc mirror reflex type        cam=ac mirror reflex type        cam=ac mirror reflex type        b=nc type        b=nc type        cdt=dc thru beam type        cdt=dc thru beam type        non=no type        non=no type sensing distance  sensing direction        30=30cm        30=30cm        v=vertical type        v=vertical type        2m=2m        2m=2m        non=horizontal type        non=horizontal type        10m=10m        10m=10m   connector type        m12=  m12x1.0        m12=  m12x1.0 output circuit & connection diagram vertical 10m 6m vertical npn & pnp 150ma m18-c photo sensor m18 tubular type  10~30vdc 10~30vdc horizontal dc type npn & pnp output ac type scr output 6m horizontal 270 o o trimmer 270 o o trimmer p
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