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		  Datasheet File OCR Text:


		  design and specifications are each subject to change without notice.  ask factory for the current technical specifications before purchase and/or use. should a safety concern arise regarding this product, please be sure to contact us immediately. plastic film capacitors   1 2 3 4 5 6 7 8 9 11  e c w h 12 product code dielectric & construction suf?x rated voltage capacitance suf?x cap. tol. 10  v code blank b c lead form straight crimped lead cut lead h 3 % j 5 % 10 1000 v.dc 12 1250 v.dc 16 1600 v.dc 20 2000 v.dc   1 2 3 4 5 6 7 8 9 11  e c w h 12 product code dielectric & construction cap. tol. rated voltage capacitance suf?x suf?x 10  v r  low-loss  excellent electrical characteristics  flame  retardant epoxy resin coating  rohs directive compliant  high frequency high voltage circuit (general resonance, inverter circuit)  odd size taping features metallized polypropylene  film capacitor series  :  ecwh(v) non-inductive construction using metallized polypropylene ?  lm   with ?   ame retardant epoxy resin coating. category temp. range (including temperature-rise on unit surface) C 40 c to +105 c rated voltage 1000 v.dc, 1250 v.dc (1000 vp-p) 1600 v.dc (1200 vp-p), 2000 v.dc (1500 vp-p) (derating of rated voltage by 1.25 %/c at more than 85 c) capacitance range 1000 v.dc 0.0075 f to 0.10 f 1250 v.dc 0.0036 f to 0.10 f 1600 v.dc 0.0013 f to 0.056 f 2000 v.dc 0.001 f to 0.015 f capacitance tolerance 3 %(h), 5 %(j) dissipation factor (tan  d ) tan  d   <  0.1 % (20 c, 1 khz) tan  d   <  0.2 % (20 c, 10 khz) withstand voltage between terminals : rated volt. (v.dc)  150 %, 60 s between terminals to enclosure : 1500 v.ac 60 s insulation resistance (ir) ir  >  30000 m   (20 c, 500 v.dc, 60 s)   in case of applying voltage in alternating current (50 hz or 60 hz sine wave) to a capacitor with dc rated voltage, please refer to the page of permissible voltage (r.m.s) in alternating current corresponding to dc rated voltage. recommended applications explanation of part number speci  cations sep. 2017 02 downloaded from:  http:///

 design and specifications are each subject to change without notice.  ask factory for the current technical specifications before purchase and/or use. should a safety concern arise regarding this product, please be sure to contact us immediately. plastic film capacitors l max. marking 1.5 max. h max. 25 min. f1.25 t max. 0 0.800.05 copper wire l max. h max. s0.8 4.50.5 marking crimped lead (suf?x b) straight 4.50.5 marking cut lead (suf?x c) f style e p p 0 h 1 h 0  packing quantity : 100 pcs./bag packaging speci  cations for bulk package unit : mm  taping style series rated voltage (v.dc) capacitance range (f) taping style packing suf? x ad as bcde ecwh(v) 1000 0.0075 to 0.10 ? ammo r(   ) v 1250 0.0036 to 0.051 ? r(   ) v 1600 0.0013 to 0.020 ? r(   ) v 2000 0.0010 to 0.015 ? r(   ) v  taping style  lead spacing style lead spacing e 7.5 mm   see the column rating    dimensions    quantity for packing quantity dimensions taping speci  cations for automatic insertion   refer to the page of taping specifications. sep. 2017 02 downloaded from:  http:///

 design and specifications are each subject to change without notice.  ask factory for the current technical specifications before purchase and/or use. should a safety concern arise regarding this product, please be sure to contact us immediately. plastic film capacitors  rated voltage : 1000 v.dc, capacitance tolerance : 3 %(h), 5 %(j)     : capacitance tolerance code ( ) : suf? x for lead crimped part no. cap. (f) dimensions (mm) min. order q'ty l max. t max. h max. f s f d taping bulk straight crimped  lead straight crimped  lead 7.5 mm straight  crimped lead ecwh10752  v(  ) 0.0075 18.0  6.0 12.5 17.5 15.0 10.0 0.8 500 500 ecwh10822  v(  ) 0.0082 18.0  6.0 12.5 17.5 15.0 10.0 0.8 ecwh10912  v(  ) 0.0091 18.0  6.0 13.0 18.0 15.0 10.0 0.8 ecwh10103  v(  ) 0.010 18.0  6.5 13.0 18.0 15.0 10.0 0.8 ecwh10113  v(  ) 0.011 18.0  6.5 13.5 18.5 15.0 10.0 0.8 ecwh10123  v(  ) 0.012 18.0  6.5 13.5 18.5 15.0 10.0 0.8 ecwh10133  v(  ) 0.013 18.0  7.0 13.5 18.5 15.0 10.0 0.8 ecwh10153  v(  ) 0.015 18.0  7.0 14.0 19.0 15.0 10.0 0.8 ecwh10163  v(  ) 0.016 18.0  7.5 14.0 19.0 15.0 10.0 0.8 ecwh10183  v(  ) 0.018 18.0  7.5 14.5 19.5 15.0 10.0 0.8 ecwh10203  v(  ) 0.020 18.0  8.0 15.0 20.0 15.0 10.0 0.8 400 ecwh10223  v(  ) 0.022 18.0  8.5 15.0 20.0 15.0 10.0 0.8 ecwh10243  v(  ) 0.024 18.0  8.5 15.5 20.5 15.0 10.0 0.8 ecwh10273  v(  ) 0.027 18.0  9.0 16.0 21.0 15.0 10.0 0.8 300 ecwh10303  v(  ) 0.030 18.0  9.5 16.5 21.5 15.0 10.0 0.8 ecwh10333  v(  ) 0.033 23.0  7.5 16.0 21.0 20.0 15.0 0.8 400 ecwh10363  v(  ) 0.036 23.0  7.5 16.0 21.0 20.0 15.0 0.8 ecwh10393  v(  ) 0.039 23.0  8.0 16.5 21.5 20.0 15.0 0.8 ecwh10433  v(  ) 0.043 23.0  8.5 16.5 21.5 20.0 15.0 0.8 ecwh10473  v(  ) 0.047 23.0  8.5 17.0 22.0 20.0 15.0 0.8 ecwh10513  v(  ) 0.051 23.0  9.0 17.5 22.5 20.0 15.0 0.8 300 ecwh10563  v(  ) 0.056 23.0  9.5 17.5 22.5 20.0 15.0 0.8 ecwh10623  v(  ) 0.062 23.0  9.5 18.0 23.0 20.0 15.0 0.8 ecwh10683  v(  ) 0.068 23.0 10.0 19.0 24.0 20.0 15.0 0.8 ecwh1 0753  v(  ) 0.075 23.0 10.5 19.5 24.5 20.0 15.0 0.8 ecwh10823  v(  ) 0.082 23.0 11.0 20.0 25.0 20.0 15.0 0.8 ecwh10913  v(  ) 0.091 23.0 11.5 20.5 25.5 20.0 15.0 0.8 ecwh10104  v(  ) 0.10 23.0 12.0 21.0 26.0 20.0 15.0 0.8 rating  dimensions  quantity sep. 2017 02 downloaded from:  http:///

 design and specifications are each subject to change without notice.  ask factory for the current technical specifications before purchase and/or use. should a safety concern arise regarding this product, please be sure to contact us immediately. plastic film capacitors  rated voltage : 1250 v.dc, capacitance tolerance : 3 %(h), 5 %(j)     : capacitance tolerance code ( ) : suf? x for lead crimped part no. cap. (f) dimensions (mm) min. order q'ty l max. t max. h max. f s f d taping bulk straight crimped  lead straight crimped  lead 7.5 mm straight crimped  lead ecwh12362  v(  ) 0.0036 18.0  6.0 12.5 17.5 15.0 10.0 0.8 500 500 500 ecwh12392  v(  ) 0.0039 18.0  6.0 12.5 17.5 15.0 10.0 0.8 ecwh12432  v(  ) 0.0043 18.0  6.0 13.0 18.0 15.0 10.0 0.8 ecwh12472  v(  ) 0.0047 18.0  6.0 13.0 18.0 15.0 10.0 0.8 ecwh12512  v(  ) 0.0051 18.0  6.5 13.0 18.0 15.0 10.0 0.8 ecwh12562  v(  ) 0.0056 18.0  6.5 13.5 18.5 15.0 10.0 0.8 ecwh12622  v(  ) 0.0062 18.0  6.5 13.5 18.5 15.0 10.0 0.8 ecwh12682  v(  ) 0.0068 18.0  7.0 13.5 18.5 15.0 10.0 0.8 ecwh12752  v(  ) 0.0075 18.0  7.0 14.0 19.0 15.0 10.0 0.8 ecwh12822  v(  ) 0.0082 18.0  7.5 14.0 19.0 15.0 10.0 0.8 ecwh12912  v(  ) 0.0091 18.0  7.5 14.5 19.5 15.0 10.0 0.8 ecwh12103  v(  ) 0.010 18.0  8.0 15.0 20.0 15.0 10.0 0.8 400 ecwh12113  v(  ) 0.011 18.0  8.5 15.0 20.0 15.0 10.0 0.8 ecwh12123  v(  ) 0.012 18.0  8.5 15.5 20.5 15.0 10.0 0.8 ecwh12133  v(  ) 0.013 18.0  9.0 15.5 20.5 15.0 10.0 0.8 ecwh12153  v(  ) 0.015 18.0  9.5 16.0 21.0 15.0 10.0 0.8 ecwh12163  v(  ) 0.016 23.0  7.5 16.0 21.0 20.0 15.0 0.8 500 ecwh12183  v(  ) 0.018 23.0  7.5 16.0 21.0 20.0 15.0 0.8 ecwh12203  v(  ) 0.020 23.0  8.0 16.5 21.5 20.0 15.0 0.8 400 ecwh12223  v(  ) 0.022 23.0  8.5 16.5 21.5 20.0 15.0 0.8 ecwh12243  v(  ) 0.024 23.0  8.5 17.0 22.0 20.0 15.0 0.8 ecwh12273  v(  ) 0.027 23.0  9.0 17.5 22.5 20.0 15.0 0.8 ecwh12303  v(  ) 0.030 23.0  9.5 18.0 23.0 20.0 15.0 0.8 ecwh12333  v(  ) 0.033 23.0 10.0 18.5 23.5 20.0 15.0 0.8 300 ecwh1 2363  v(  ) 0.036 23.0 10.0 19.0 24.0 20.0 15.0 0.8 ecwh12393  v(  ) 0.039 23.0 10.5 19.5 24.5 20.0 15.0 0.8 ecwh12433  v(  ) 0.043 23.0 11.0 20.0 25.0 20.0 15.0 0.8 ecwh12473  v(  ) 0.047 23.0 11.5 20.5 25.5 20.0 15.0 0.8 ecwh12513  v(  ) 0.051 23.0 12.0 21.0 26.0 20.0 15.0 0.8 ecwh12563  v(  ) 0.056 28.0 11.5 20.0 25.0 25.0 17.5 0.8 ? ecwh12623  v(  ) 0.062 28.0 12.0 21.0 26.0 25.0 17.5 0.8 ecwh12683  v(  ) 0.068 28.0 12.5 21.5 26.5 25.0 17.5 0.8 ecwh12753  v(  ) 0.075 28.0 13.5 22.0 27.0 25.0 17.5 0.8 ecwh12823  v(  ) 0.082 28.0 14.0 22.5 27.5 25.0 17.5 0.8 ecwh12913  v(  ) 0.091 28.0 14.5 23.0 28.0 25.0 17.5 0.8 400 ecwh12104  v(  ) 0.10 28.0 15.5 24.0 29.0 25.0 17.5 0.8 rating  dimensions  quantity sep. 2017 02 downloaded from:  http:///

 design and specifications are each subject to change without notice.  ask factory for the current technical specifications before purchase and/or use. should a safety concern arise regarding this product, please be sure to contact us immediately. plastic film capacitors     : capacitance tolerance code   ( ) : suf? x for lead crimped part no. cap. (f) dimensions (mm) min. order q'ty l max. t max. h max. f s f d taping bulk straight crimped  lead straight crimped  lead 7.5 mm straight crimped  lead ecwh16132  v(  ) 0.0013 18.0  6.5 13.0 18.0 15.0 10.0 0.8 500 500 500 ecwh16152  v(  ) 0.0015 18.0  6.5 13.5 18.5 15.0 10.0 0.8 ecwh16162  v(  ) 0.0016 18.0  7.0 13.5 18.5 15.0 10.0 0.8 ecwh16182  v(  ) 0.0018 18.0  7.0 14.0 19.0 15.0 10.0 0.8 ecwh16202  v(  ) 0.0020 18.0  7.0 14.0 19.0 15.0 10.0 0.8 ecwh16222  v(  ) 0.0022 18.0  6.5 13.5 18.5 15.0 10.0 0.8 ecwh16242  v(  ) 0.0024 18.0  7.0 13.5 18.5 15.0 10.0 0.8 ecwh16272  v(  ) 0.0027 18.0  7.0 14.0 19.0 15.0 10.0 0.8 ecwh16302  v(  ) 0.003 18.0  7.5 14.0 19.0 15.0 10.0 0.8 400 ecwh16332  v(  ) 0.0033 18.0  7.5 14.5 19.5 15.0 10.0 0.8 ecwh16362  v(  ) 0.0036 18.0  7.0 13.5 18.5 15.0 10.0 0.8 500 ecwh16392  v(  ) 0.0039 18.0  7.0 14.0 19.0 15.0 10.0 0.8 ecwh16432  v(  ) 0.0043 18.0  7.0 14.0 19.0 15.0 10.0 0.8 ecwh16472  v(  ) 0.0047 23.0  6.5 14.5 19.5 20.0 15.0 0.8 ecwh16512  v(  ) 0.0051 23.0  6.5 15.0 20.0 20.0 15.0 0.8 ecwh16562  v(  ) 0.0056 23.0  6.5 15.0 20.0 20.0 15.0 0.8 ecwh16622  v(  ) 0.0062 23.0  7.0 15.0 20.0 20.0 15.0 0.8 ecwh16682  v(  ) 0.0068 23.0  7.0 15.5 20.5 20.0 15.0 0.8 ecwh16752  v(  ) 0.0075 23.0  7.5 15.5 20.5 20.0 15.0 0.8 400 ecwh16822  v(  ) 0.0082 23.0  7.5 16.0 21.0 20.0 15.0 0.8 ecwh16912  v(  ) 0.0091 23.0  8.0 16.0 21.0 20.0 15.0 0.8 ecwh16103  v(  ) 0.010 23.0  8.0 16.5 21.5 20.0 15.0 0.8 ecwh16113  v(  ) 0.011 23.0  8.5 17.0 22.0 20.0 15.0 0.8 ecwh16123  v(  ) 0.012 23.0  9.0 17.0 22.0 20.0 15.0 0.8 300 ecwh16133  v(  ) 0.013 23.0  9.0 17.5 22.5 20.0 15.0 0.8 ecwh16153  v(  ) 0.015 23.0  9.5 18.0 23.0 20.0 15.0 0.8 ecwh16163  v(  ) 0.016 23.0 10.0 18.5 23.5 20.0 15.0 0.8 ecwh16183  v(  ) 0.018 23.0 10.5 19.5 24.5 20.0 15.0 0.8 ecwh16203  v(  ) 0.020 23.0 11.0 20.0 25.0 20.0 15.0 0.8 ecwh16223  v(  ) 0.022 28.0  9.5 18.0 23.0 25.0 17.5 0.8 ? ecwh16243  v(  ) 0.024 28.0 10.0 18.5 23.5 25.0 17.5 0.8 ecwh16273  v(  ) 0.027 28.0 10.5 19.5 24.5 25.0 17.5 0.8 ecwh16303  v(  ) 0.030 28.0 11.0 20.0 25.0 25.0 17.5 0.8 ecwh16333  v(  ) 0.033 28.0 11.5 20.5 25.5 25.0 17.5 0.8 ecwh16363  v(  ) 0.036 28.0 12.5 21.5 26.5 25.0 17.5 0.8 ecwh16393  v(  ) 0.039 28.0 13.5 22.0 27.0 25.0 17.5 0.8 ecwh16433  v(  ) 0.043 28.0 14.5 22.5 27.5 25.0 17.5 0.8 ecwh16473  v(  ) 0.047 28.0 15.0 23.5 28.5 25.0 17.5 0.8 ecwh16513  v(  ) 0.051 28.0 15.5 24.0 29.0 25.0 17.5 0.8 400 ecwh16563  v(  ) 0.056 28.0 16.0 24.5 29.5 25.0 17.5 0.8    rated voltage : 1600 v.dc, capacitance tolerance : 3 %(h), 5 %(j)  rating  dimensions  quantity sep. 2017 02 downloaded from:  http:///

 design and specifications are each subject to change without notice.  ask factory for the current technical specifications before purchase and/or use. should a safety concern arise regarding this product, please be sure to contact us immediately. plastic film capacitors     : capacitance tolerance code   ( ) : suf? x for lead crimped part no. cap. (f) dimensions (mm) min. order q'ty l max. t max. h max. f s f d taping bulk straight crimped  lead straight crimped  lead 7.5 mm straight  crimped lead ecwh20102  v(  ) 0.0010 18.0  6.5 13.5 18.5 15.0 10.0 0.8 500 500 ecwh20112  v(  ) 0.0011 18.0  6.5 13.5 18.5 15.0 10.0 0.8 ecwh20122  v(  ) 0.0012 18.0  7.0 13.5 18.5 15.0 10.0 0.8 ecwh20132  v(  ) 0.0013 18.0  7.0 14.0 19.0 15.0 10.0 0.8 ecwh20152  v(  ) 0.0015 18.0  7.5 14.0 19.0 15.0 10.0 0.8 400 ecwh20162  v(  ) 0.0016 18.0  7.5 14.5 19.5 15.0 10.0 0.8 ecwh20182  v(  ) 0.0018 18.0  8.0 14.5 19.5 15.0 10.0 0.8 ecwh20202  v(  ) 0.0020 18.0  8.0 15.0 20.0 15.0 10.0 0.8 ecwh20222  v(  ) 0.0022 18.0  8.5 15.0 20.0 15.0 10.0 0.8 ecwh20242  v(  ) 0.0024 18.0  8.5 15.5 20.5 15.0 10.0 0.8 ecwh20272  v(  ) 0.0027 18.0  9.0 16.0 21.0 15.0 10.0 0.8 300 ecwh20302  v(  ) 0.0030 18.0  9.5 16.0 21.0 15.0 10.0 0.8 ecwh20332  v(  ) 0.0033 18.0  8.5 15.5 20.5 15.0 10.0 0.8 400 ecwh20362  v(  ) 0.0036 18.0  9.0 15.5 20.5 15.0 10.0 0.8 300 ecwh20392  v(  ) 0.0039 18.0  9.0 16.0 21.0 15.0 10.0 0.8 ecwh20432  v(  ) 0.0043 18.0  9.5 16.0 21.0 15.0 10.0 0.8 ecwh20472  v(  ) 0.0047 23.0  7.0 15.5 20.5 20.0 15.0 0.8 500 ecwh20512  v(  ) 0.0051 23.0  7.5 16.0 21.0 20.0 15.0 0.8 400 ecwh20562  v(  ) 0.0056 23.0  7.5 16.0 21.0 20.0 15.0 0.8 ecwh20622  v(  ) 0.0062 23.0  8.0 16.5 21.5 20.0 15.0 0.8 ecwh20682  v(  ) 0.0068 23.0  8.5 16.5 21.5 20.0 15.0 0.8 ecwh20752  v(  ) 0.0075 23.0  9.5 18.0 23.0 20.0 15.0 0.8 300 ecwh20822  v(  ) 0.0082 23.0 10.0 18.0 23.0 20.0 15.0 0.8 ecwh20912  v(  ) 0.0091 23.0 10.0 19.0 24.0 20.0 15.0 0.8 ecwh20103  v(  ) 0.010 23.0 10.5 19.5 24.5 20.0 15.0 0.8 ecwh20113  v(  ) 0.011 23.0 11.0 20.0 25.0 20.0 15.0 0.8 ecwh20123  v(  ) 0.012 23.0 11.5 20.5 25.5 20.0 15.0 0.8 ecwh20133  v(  ) 0.013 23.0 12.0 21.0 26.0 20.0 15.0 0.8 ecwh20153  v(  ) 0.015 23.0 12.0 21.5 26.5 20.0 15.0 0.8    rated voltage : 2000 v.dc, capacitance tolerance : 3 %(h), 5 %(j)  rating  dimensions  quantity sep. 2017 02 downloaded from:  http:///
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